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SYNOPSIS

The Commercial Navigation Appendix describes the effects of limited regula-

tion of Lake Erie on commercial navigation interests within the Great Lakes -~
St. Lawrence River system.

The effects on navigation were determined by comparing the transportation
costs under limited regulation of Lake Erie, with the costs under the present
Lake Erie outlet conditions. Transportation costs were determined for the
four bulk commodities of iron ore, coal, limestone, and grain which comprise
nearly 85 percent of all Great Lakes traffic. Evaluation of commodities

comprising the remaining 15 percent would not affect significantly the
results.

The analysis involved forecasting of major operational elements of the navi-
gation system, such as vessel characteristics, vessel operating costs, traf-
fic volumes, trade routes, etc. Transportation costs for 1985, 2000, and
2035 were determined using a computer model which calculated effects on
vessel loading and therefore transportation cost using the water level regime
determined in the regulation study. All costs and benefits are based on 1979
price levels, using an interest rate of 8-1/2 percent. The benefits or
losses are expressed as total present worth values for the period 1985
through 2035, and as equivalent average annual values.

Limited regulation of Lake Erie would have the effect of lowering the water
Tevels of that lake as well as those upstream. As a result, there would be
losses to navigation interests. The losses depend on the degree of the lake
level lowering and range from about $1,000,000 annually for Plan 6L to about
$10,000,000 annually for Plan 25N. As an additional exercise, the cost of
dredging all United States harbors and the interconnecting channels of the
Great Lakes to offset the lowering effect was also estimated.
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Section !
INTRODUCTION

1.1 Study Purpose

In 1977 the International Joint Commission established a study board to
determine the feasibility for limited regulation of the water levels of Lake
Erie. The study came about as a result of record high water levels on Lake
Erie in the early 1970's. The objective of limited regulation of Lake Erie
is to maximize the lowering of the high Lake Erie water levels while main-
taining as nearly as possible its long-term average and minimum levels.

1.2 Description of the Study

Limited regulation of Lake Erie would require adjustments to its
outflow according to certain prescribed rules through adjustable control
works constructed at Lake Erie's outlet (tue head of the Niagara River). The
study involved several major tasks: 1) developing regulation plans for Lake
Erie; 2) identifying the types of control works required in the Niagara River
and identifying the types of remedial works required in the St. Lawrence River
to accommodate 1imited regulation of Lake Erie; and 3) evaluating the probable
effects of 1imited regulation of Lake Erie on the water levels and outflows
of the Great Lakes and on the major environmental and economic interests.
Environmental interests include water quality, wildlife/wetlands and fish,
while economic interests include coastal zone, commercial navigation,
hydroelectric power, beaches and recreational boating.

The Study Board determined that three types of regulatory works
warranted detailed study: 1) a modification to the Black Rock Lock would
permit up to a 4,000 cfs increase in Lake Erie outflow; 2) a diversion chan-
nel equipped with a control structure on Squaw Island would provide a 10,000
cfs increase; and 3) a control structure on the Niagara River would provide
a 25,000 cfs increase. The average Lake Erfe outflow is about 200,000 cfs.

This appendix presents the results of the evaluation of the impacts of
limited regulation of Lake Erie on the cost of commercial navigation.

The customary (British) units of measurements are used throughout the

appendix. A British/metric conversion table is contained in Annex A. Cargo
and vessel tonnage are given in terms of short tons.

D-1
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The most significant previous study was that conducted by the
International Great Lakes Levels Board (IGLLB), entitled "Regulation of Great
Lakes Water Levels." That study was conducted for the International Joint
Commission under the Reference of October 7, 1964. The results were
published in December 1973. The methodologies used in the present study are
based on those developed by the IGLLB.

1.3 Commercial Navigation Impact Evaluation Study
1.3.1 Subcommittee Organization and Function

This appendix was prepared by a subcommittee composed of United States
and Canadian members knowledgeable in the general areas of commercial naviga-
tion. United States agencies represented included the Corps of Engineers
(Department of the Army) and the St. Lawrence Seaway Development Corporation
(Department of Transportation). Canadian agencies represented included
Transport Canada and the Department of Public Works. A chairman was selected
for each section of the subcommittee (Canadian and United States). Each sec-
tion was responsible for developing data on its commercial navigation activi-
ties (commerce, vessel operations, costs, etc.) for input into a computer
model to evaluate the impact of changes in Lake Erie water levels on each
nation's commercial navigation. Basic assumptions, data, methodology and
results were coordinated by the subcommittee and this report was produced to
document the study.

Subcommittee Membership is shown in Annex B.
1.3.2 Objective and Scope of the Study

The objective of the Navigation Subcommittee was to estimate the eco-
nomic effect of limited regulation of Lake Erie on the transportation cost of
commercial goods in the Great Lakes - St. Lawrence River system, by comparing
costs at the existing regime of lake levels to those at alternative regimes
with Lake Erie regulated.

A secondary objective was to establish a navigation methodology that
could be readily applied to any other change in the levels regime in all, or
any part, of the Great Lakes system.

The methodology was based on the work of the International Great Lakes
Levels Board. Projections were made to the year 2035 for the Great Lakes -
St. Lawrence River bulk trades in iron ore, coal, lTimestone, and grain. This
traffic comprises about 85 percent of Great Lakes traffic. Tonnages, trade
routes, and trade patterns were forecast as well as the composition, physical
characteristics and utilization of the Great Lakes bulk fleets. July 1979
ship operating costs were used, except for fuel costs which were increased
an additional 5 percent above inflation until the year 2005. The methodology
is based on the concept that ships that can, will take advantage of the full
depth of water available. Therefore, when the regime of water levels is
changed in a part of the system, the loading of ships wishing to use that
part of the system at that time is affected.




Separate analyses were done for the national trades and fleets of the
United States and Canada, because of their numerous differences. The results
published in this report represent the direct impact on each nation's fleet,
whether its vessels are engaged in carrying domestic goods or importing or
exporting conmodities of the other nation.

It was assumed that the existing navigation system on the lakes,
including the physical facilities and methods of operation, would remain
essentially the same for the entire period of projection. Some changes were
expected to occur, such as the accommodation of larger vessels at the Soo
Locks, and the deepening of some shallow-draft harbors by the year 2000, and
these were taken into account. The analysis considered only the present
navigation season, 9 months on the Welland Canal and above and 8-1/2 months
on Lake Ontario and the St. Lawrence River.

To test the sensitivity of the results to uncertainties in forecasts,
analyses were conducted for higher and lower traffic projections and vessel
operating costs. The sensitivity of the results to a very small change in
the levels regime was also tested.

1.4 Great Lakes - St. Lawrence River Navigation System
1.4.1 Major Features

The Great Lakes and their connecting channels, the St. Lawrence River,
and the Gulf of St. Lawrence provide a continuous deep draft waterway from
the Atlantic Ocean 2,400 miles inland to the heart of the North American
continent. The navigational features of this vast inland waterway are pre-
sented in Table D-1 and shown in Figures D-1 and D-2.

The Great Lakes - St. Lawrence River system connects with several other
shallow draft inland navigable waterways to form an important transportation
network reaching deep into the continent. At the south end of Lake Michigan,
it joins with the Mississippi River Inland Waterways System. The Mississippi
River Inland Waterways System consists of 5,000 miles of navigable shallow
draft channels and provides barge transportation from the Gulf of Mexico to
States in the central part of the United States. The New York State Barge
Canal provides a shallow draft link between the Great Lakes and the east
coast ports via the Hudson River. The shallow draft Richelieu-Champlain
waterways connect the Hudson River to the St. Lawrence River downstream of
Montreal. In Canada, the Rideau, Trent-Severn, and Ottawa Canal systems link
the hinterland with the Great Lakes and St. Lawrence River.

1.4.2 Economic Development and Area Resources

The Great Lakes - St. Lawrence River navigation system provides the means
of transporting over 220,000,000 tons of waterborne freight annually. Part
of the area served by the system, commonly referred to as the Midcontinent
Region, constitutes the industrial and agricultural heartland of North
America. It encompasses 19 States and three Canadian Provinces; Ontario,
Manitoba and Saskatchewan. Over 80,000,000 people, some 30 percent of the

D-3

[ S

—— i ———




14
44
44
a2

9ct

92¢

o0 20 e e

TA
1
1€
X4

1]

0t
0t
0ot
ot

“a es oo o8

65X006
011X002°1
08X008
08X0SE° T

08X008

08X008
08X008
08X008
CeX008

se o8 oo o0

S681
8961
£v61
6161

2€61

8661
8561
8661
8661

L

L2

L2

L2

L

Le

91
1€

*s oo o8 oa

£8t

0L

Sve

€ee

9te

091

681
00¢
00,

86 69 =9 20 8% s S4 23 e . 6% 46 60 P 48 S8 se 06 E% o8 G§ OO 5O 4B 6§ S0 08 %F 48 SO s ss 0 24 g8 I o

yn|nc ouuu>px
skael *1S ‘uciaadng ayeq

(S%207 00§
Sapn|oul) 4Ly SAuel °3S

JRULYORY JO SILR4IS Y)Y
03 obeoLy) ‘uefiydiy e

43ALY
sAaey 1S 1 JIALY
dLB|) *2S ‘.04ny e

J3ALY 41B(D °3S
pue .ie{d °I§
ayeq 03 Ja*iy 310433

d3ALr S10433Q
03 [Eu®] pue||dM
‘ata3 ayeq

level pue| (aM

jeue’ pue{ oM
07 uwojshuly ‘cideiug axeq

*23§ spidey {[PLUOiiPUJIBIU]

uo13993S sasue|nog
uoL392¢ 3uLyde
0l4PJuUQ 3YeT Ci [PAJJUOK

|eaJjuol 03 3104 43Yjey

*anh “Iil; J43yie4
03 uPdd. JLjue|ly

33)
1417

@8 o6 se|4s 6 26 00 e % se ea o3 66 se €8 €C GE 00 U S8 46 €O GF G0 00 e O° 00 24 e OO 00 26 8P G0 e S5 9 o8 s

(*34) L1s
JOA0

yidag

ee 20 save 24 se au 6o 28 40 e S5 €6 48 S €4 EF e TE SC e o8 4 E8 6 6 GV 49 e Y4 90 €O 4% Sa €O 68 e e g9 o

(*33) YIPLM

X ybuan
azts

s o9 ealles oo 00 e e 24 s 06 Be S0 40 26 2e 8 04 %6 G4 5 40 S8 SO 46 20 RS 64 o0 Se G4 0 e84 S0 S0 BE 08 Ge e 0

paja | dwo)
4R3)

Jaquny

4e o0 valoe eo 4 40 e *6 00 40 BE S Be TG G4 G 26 G0 €T B8 E5 80 6 6 G0 S0 SO 4 se L S8 C8 N6 GG SO B e &C eF 65 O IO s

oo oal oo 24 se e 44 Ge 24 44 e 28 00 40 S0 e 6 20 €8 BSOS G e C4 S0 S0 e 80 GE e e 6 e 3 G4 09 00 s o5 e

(°73)
ydag
wnwiuLR:

es eof e co 00 e o s te o8 40 €% ot 48 68 99 e €6 e e 6 6 Cu ¢S €4 %0 BF 46 0 e ST eB G0 Ge SE P NS BE % o0 e °F eo

EET))

s{eue) ¥
s |suuey)

es o0 sef €% e 24 09 su G0 00 % 86 e G 2O 4s G4 S0 se O 3 G0 08 ¢ SO S8 94 OF 05 20 ¢ ©% ¢° e S6 O 00 e s 0

(saltn):
SA331eM:
uadp

$%907

) EX)

S|auuPy) pue Ssaye]

yoeay

WIISAS UOLIPRLARN JBALY

Adouaume]

+1G - S3YP] IPaULY Y1 JO suolsudwiQ |PILSAY4 - -0 100y




b 34N914 NISVE IDOVNIVHA HIAIH IONIHMVT "1S-SINVT 1v3IHO

!

T T iy |
N T {YNVYIONI

Avmazivm z.kz..:.

e,
7

S)TONI 1T H

N
T

B e e HANVHD OVS :&36
CEED) -

N
/
Bl

g

.

TYNVD JIHS B ABVIINVS OOVIIHD

NOILIIS SOldvY
TYNOUYNYIL

FWNLONYLS WYINOD BOINIINS v Med
z\ INYW 315 1INVS

A\
Favsa Sy @

A ’ ' B , ———
L\ s = __
\ , e l“a\NL:.a gaonmg S VIOSINNIW
- (4 ) "

SL1_ 0%t G2l 001 _S¢ 05 S O &2

|
|
|
|
SIUN 40 I¥5 | WYQ T04INGD.
|
|
|
|
|
|

\ .
0184V INDO ﬂ?-zo.ﬁ«:o?\ J / kr
— NIAN NODIIN =~ ..
- 1237084 3I¥ QZO._\ \ f«
& e \ ./,

gL o /
WYa NOISEING
o e { ]
£y \ /
\ . /
W3IA HSIDOV SV:// 3 SR .@

— DIV 1IWWNs Hinos

FIGURE )




[ U —

——

\uLF oF
ST LAWRENCE

B3 NY LN M N s N T

d3AI DINIUMY " 4S5 L oAt

I
|
1 & Z
-
l W i
by g|
I~ =
I« |
! -
-
2
W 3
(1INNVTHD 9IS - ATMY IS NOILIISHILNI Q 2
4OBYYH ¥ IWINOW - +4
S0idvy INWOYY o0/ R <
SINOT 4S INVT Y
AYQ HIMO4 SIONHYNNYIE —_—t
Q w
) 2
SIONVES 1S TNV [S H
v @8
WYQ ¥3M0d SHIONNYS - S ISON g} w
FINFUMYT LS INVT I8 L 2
WYQ S10N00N! %) ﬁ[ o~
[TYRTY)
& >
; —6 O (|~ |[—||®
= lslalmlsle
S nl=E 8 eIRIRy
| |[®|n|v (v~
iNIOd §1138614 - NOLSONIN TR T Rt R E [k B - Eg
- 1 :
& [a K]
: a|z
2 o
A
93A18 VEVOVIN 40 WINOM ~
S1IV4 VHYOVIN ol miac
" i Z ]
0v3n8 W3AIM YUVOVIN 40 OVIH (@] :
- |3
" < ;2 olo|~lol®
- EA LRI
* Wlig 36|58
£ Jdi~o
i w -
x
LHOIT HINE 110130 ¥3A18 108130 40 HINOW 2 5
YIAY 1108130 I w
& [
pl
¥/VI2 1S INPT | = z
1 [72] [}
] g
YINIY SIPTD 45 a b4
10iivH9 1804 ——e w .
¥IAIN Y1V A4S 40 OVIM P @© b 4 @
o | -
| r <« glg|=| 12
2 ; IR @«
3. | = NEIMEIE
wl D, ¥ |x
Eg o @ " 0 |w g
33 o g HHEEE
N b4
e S ~ d|d|did]|a
x NYOTHIIN 1334 £26_ _ — : BRI ) ]
A |
~
uroL 34 WA SANYR LS 30 ?u?\'cn*
“
ta <
¥ i
IHYA .S INYS LY Q l
SYHOH ON-LYSNIINOY T & 3
SI0NO0Y L NI0d Wil SAMUN 1S & ‘raf"
@
Q
a
“f -
3 ;
W S
X
A ¢
~
1
.
FIGURE 2
Y, <0 R
N i et

GREAT LAKES - ST. LAWRENCE RIVER PROFILE

FIGURE 2

B

N

i S .

Y




e e . e cammm e —————————— A it

combined populations of Canada and the United States, live in this area.
This system also serves the large Canadian mining operations in Quebec and
Labrador and metropolitan areas on the St. Lawrence River in Quebec.

The Midcontinent of North America is a highly productive area. It pro-
duces about 34 percent of the combined gross national products of the United
States and Canada, a third of their capital investments and about 30 percent
of their combined personal incomes. Its industrial- and agricultural-based
economy accounts for 37 percent of values added to manufacture in Canada and
the United States, and over 42 percent of the two countries' total agri-
cultural income. Heavy industry is predominant (steel and other metals,
transport equipment, and machinery). The agricultural sector is concentrated
on grains, livestock, dairy and poultry products, with much of this produc-
tion being surplus to the area's requirements. At the same time, the region
is a net importer of light and diversified industrial products, fiber, fish
and forestry products. The Midcontinent region depends heavily upon
transportation, initiating 42 percent of the total tonnage of rail freight in
the United States, and 45 percent of the rail movement in Canada, and being
the destination for over 41 percent of the shipments of the United States,
and 38 percent of Canada. Moreover, it is the strategically located centre
of both nations through which most of the other east-west interregional traf-
fic and much of the north-south contiguous trades must flow. The United
States Midcontinent portion generates over one-third of the nation's exports
of manufactured products.
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Section 2
EVALUATION METHODOLOGY

2.1 Introduction

A small change in the regime of water levels in any part of the Great
Lakes - St. Lawrence River system can have an effect on the cost of shipping
certain bulk commodities in the system. This section describes the methodo-
logy which was established by the Navigation Subcommittee to assess those
impacts quantitatively. Basically, the methodology is a detailed mathemati-
cal procedure which calculates the annual cost of transporting bulk water-
borne commerce in the system under any given regime of water levels.
Benefits or losses to the shipping industry are determined by comparing the
transportation cost under an alternative scenario to the cost under the base
condition (where Lake Erie is unregulated). The rationale behind the metho-
dology is based on the effect of changes in water depth on the allowable
draft and loading of ships. This is discussed in Section 2.2, and the major

assumptions used in establishing the assessment model are given in Section
2.3.

Because of the comprehensive level of detail in the assessment model,
the model was computerized, using three programs. The component elements of
these programs are described briefly in this section, and are described fully

in Annex C to this appendix. The complete program listings are also included
in Annex C.

2.2 Rationale for Assessing Economic Impacts

The relationship between lake levels and the cost of transporting bulk
commodities is based on the allowable draft of shipping. Lake vessels tend
to take advantage of every inch of available depth because shipper's profits
essentially come from the last few inches of loading. In the Great Lakes-St.
Lawrence River system, allowable draft is limited by one of two factors,
either the depth of water available in the harbors and connecting channels
between the lakes, or the legal allowable draft specified under Seasonal Load
Line Regulations. Except under very high water conditions, available water
depth is generally the governing factor.

When the water depth in a part of the system is altered by a change in
lake levels, the allowable draft, and therefore the loading of ships wishing
to use that part of the system at that time may be affected. For instance,
230 tons of cargo must be left behind for every inch less in the allowable
draft of a Class 10 (1,000-foot) laker. Any change in the loading capacity
of ships on a route, results in a change in the number of trips required to
move a given volume of goods over that route. A change in the number of
trips required, changes the total operating expenses involved, in direct pro-
portion to the time involved. Thus, the total cost for transporting those
goods will change inversely with the change in water levels. In this study,
a raising of transportation cost is termed a "loss" to navigation, and
lowering of costs is termed a "benefit."
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Because of the physical maximum draft capability of ships, as set by
their Seasonal Load Line Regulations, there will not necessarily always be a
benefit or loss associated with a change in leveis. For instance, there will
be no further benefit realized when water depths are increased beyond the
ships' loading capability. Similarly, there is no loss incurred by loweriny
water depth, if vessel load limit regulations remain the controlling factor.

Draft limitations in the Welland Canal and Montreal-to-Lake Ontario por-
tion of the St. Lawrence Seaway also tend to buffer the effect of small water
level changes on shipping which pass through those reaches. In these por-
tions of the Seaway, allowable draft is restricted to 26 feet regardless of
small fluctuations in water depth above the minimum profile (controlling
depth). Therefore, additional water depth above controlling depth provides
no benefit. However, lowering the depth below the controlling depth would
result in a decrease in allowable draft and a loss to shipping.

This reasoning, in combination with the basic assumpiions regarding
future operations of the system, which are outlined in the next section,
forms the basis of the evaluation methodology.

2.3 Major Assumptions

The assessment methodology is composed primarily of forecasts and pro-
jections concerning the operation of the future navigation system. There are
many things political that can affect the future operation of the system that
cannot be predicted very far in advance. These include wars, major
depressions and government transportation policies. To cover the uncertain-
ties in these areas, the following assumptions were made:

1. There will be no wars or national economic depressions during the
period of projection.

2. Policies, including those concerning tolls and user charges, will
not change to an extent which would seriously unbalance the
present relationships between modes of transportation.

Regarding the overall philosophy of the system's operation, it was
assumed that existing trade patterns and national fleet utilization on the
lakes would continue essentially unaltered. This was mainly because of the
absence of any current indication that the future would bring significant
change. Specifically, the assumptions in these areas are as follows:

3. Except for some new or changed sources and markets for portions of
some bulk trades (e.g. western coal), there will be no other radi-
cal changes in the sources and markets of the principal commodities
moving on the Great Lakes, and therefore, no other major changes in
the present general pattern of traffic.

4. The patterns and proportions of utilization of the two national
fleets in the lakes bulk trades will remain unchanged.
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Further details regarding trade patterns and fleet utilization are given
in Sub-sections 2.5.1 and 2.5.2.

Since major structural changes to the system are uncertain at this time,
the following assumption was made:

The major physical make-up and operational aspects of the navigation
system, as it presently exists, will remain essentially unchanged
for the entire period of projection. That is, there will be no
major development or modernization, except the Poe Lock which will
be permitted to pass vessels of 1,100 feet by 105 feet after 1990.

major structural features of the system currently are as follows:

35-foot minimum depth in the St. Lawrence Ship Channel up to and
including some berths in Montreal Harbor;

27-foot controlling depth in the main canals and channels in the
system above Montreal;

Maintenance of present controlling depths in all major Canadian har-
bors handling a significant volume of one or more of the com-
modities analyzed, for the entire period of projection;

The tonnage shipped to United States harbors with less than 27 feet
available water depth will decrease in the future as harbors are
deepened to allow more efficient operation;

26-foot maximum permissible draft in the St. Lawrence Seaway,
including the Welland Canal;

1.5-foot minimum allowable underkeel clearance in all parts of the
system except the Seaway and the Welland Canal;

730 feet by 76 feet maximum vessel dimensions for all locks except
the Poe Lock; and

1,000 feet by 105 feet maximum vessel dimensions for the Poe Lock
until 1990, and 1,100 feet by 105 feet after 1990.

As directed by the Study Board, Assumption 5 included the continuance of
the present navigation seasons for the various reaches of the system. The
navigation seasons which were used for the entire period of projection were
as follows:

Montreal Harbor to the Gulf of St. Lawrence - year round;

Lake Ontario and the Montreal~to-Lake Ontario portion of the Seaway
- 8.5 months, April 1 to December 15; and

The Welland C.nal, Lake Erie and the Upper Lakes - 9 months, April 1
to January 1.
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Further discussion of the physical and operational characteristics of
the navigation system used in this study appear in Sub-section 2.5.3.

One final, but important aspect of navigation for which a major
assumption was necessary was the capability of the system to accommodate
future growth. For the period of projection ending in 2035, it is the capac-
ity of the lock systems in the Welland Canal and at the Soo that are the
potential bottlenecks in the system. This is discussed further in Sub-
section 2.5.3. Under the assumption of no major reconstructions or
modernizations, the assumption regarding these facilities is:

6. The Welland Canal will reach capacity in terms of lockages per day,
by the early 1990's and the Soo Locks by about 1995.

Because of the continuous intense study with respect to improving
lockage procedures being carried out by the operators of these facilities,
this assumption was relaxed in a more optimistic "high growth" scenario in
order to test the sensitivity of the study results to alternative future
traffic volumes. The results of the sensitivity analysis are discussed in
Section 4 of this appendix.

2.4 Base Year and Forecast Years

The economic analyses were based upon July 1979 cost levels, and the
United States and Canadian dollars were assumed to be at par. The base year
for computing the present worth of benefits or losses was 1985,

Forecasts for the model were produced for the years 1985, 2000, and
2035. Therefore, the model returns economic results for those years. For
the purposes of producing total present worth and average annual benefits or
losses for each regulation plan for the full 50-year period of projection,
ivf\te;pol ation between forecast years was done using a curve of constant rate
of change.

The discount rate used to establish present worth and average annual
benefit or loss (or average annual annuity) was 8-1/2 percent.

2.5 The Economic Assessment Model
2.5.1 General

The assessment model is contained in three computer programs. The first
program computes the difference in monthly mean water levels between the
basis-of-comparison regime and any alternative regime, by lake, for each
month of each year in a 77-year study period, the length of period used to
establish the basis-of-comparison (1900-1976). These changes in water level
are then used to compute the new regime of water depths available throughout
the system, based on shipping datum.

The second, more complex program determines for each month the allowable
draft of shipping along each of the many trade routes in the system, based on
the available water depths computed in the first program. Among the factors
fnvolved in this computation are underkeel clearance allowances, seasonal
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load line regulations for the various classes of ships and the type of com-
modity carried, draft restrictions in canals and channels and the design
drafts of the ships. These allowable drafts are, in turn, converted into
shiploading capability, from which the number of trips required to move the
system's cargoes is calculated. These computations require detailed
knowledge of the many aspects of fleet composition, vessel characteristics
operating speeds, trade distribution by national fleet and ship size, and
several other operational characteristics of the system, all of which are
discussed later in this section.

The final steps in the second program compute the ships' operating time
required to move the cargoes, and thus, on the basis of vessel operating
costs for the various vessel sizes employed, the transportation cost under
the given regime of lake levels is computed. This computation is carried out
on a monthly basis by country, type of commodity, type of trade (domestic,
import or export), trade route, size {(class) of vessel and type of harbor
(shallow-draft or deep-draft) for the full 77-year period of study. The 77
years of results are averaged for each month in a final table, along with the
total annual cost of transportation in the system.

The full sequence described above is repeated for each of the 3 years
evaluated (1985, 2000, and 2035); the value for each year is the average of
77 values computed with the given levels scenario in operation for the full
77-year period. For each year (1985, 2000, and 2035) the model contains a
complete set of forecasts for commodity tonnages, trade patterns, fleet
composition, vessel characteristics, system operational data and so on. The
results for the 3 years are compared with the costs under the basis-of-
comparison condition, and the differences are termed the "loss" or "benefit"
to navigation. A "loss" occurs if an alternative levels scenario causes the
transportation cost to rise, and a "benefit" is realized if the new scenario
lowers the cost.

The third computer program step simply converts to present worth (in
1985) the annual cost difference between basis-of-comparison and alternative
scenario, using an 8-1/2 percent discount rate. This is done by assuming a
curve of constant rate of change for intermediate years between the forecasts
for 1985, 2000, and 2035. An equivalent constant annual annuity for the full
50-year period of projection is also computed.

The three basic components of the main portion of the evaluation model
(second program) are discussed in the following sub-sections entitled
"Existing and Prospective Bulk Commerce," "Existing and Prospective Bulk
Fleets" and "Physical and Operational Characteristics of the Navigation
System." In many areas it was necessary to analyze and report upon United
States and Canadian operations separately because of their differences.

2.5.2 Existing and Prospective Bulk Commerce

The methodology is based on the four principal dry bulk commodities in
the system, namely iron ore, coal, limestone, and grain. These four com-
modities comprise about 85 percent of the system's commerce. Currently more
than 200 million tons of cargo move in these trades annually, in a complex
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network of domestic, export, and import trades. In addition to being the
major portion of the system's traffic, the bulk trades are the most sensitive
to changes in water level because the vessels employed in these trades
generally grasp every opportunity to take full advantage of available water
depths.

The bulk commodities are shipped in specially developed lakes vessels
which are designed to operate efficiently in the Great Lakes system. There
are two national fleets of lake vessels, one Canadian and one U.S., which
transport all of the trades in these four commodities within and between the
two countries.

The remaining 15 percent of Great Lakes traffic is composed of a number
of cargoes including petroleum products, newsprint, rock salt, iron and steel
products, cement, chemicals, and many other goods which either are carried by
smaller, lesser draft vessels which generally do not take full advantage of
available water depths, or are shipped in quantities too small to warrant
separate analysis in this study. For example, petroleum products move in
small tankers to a large number of receiving ports, with a tanker typically
making many calls on each trip. The effect of low water levels is to cause
the shippers to alter their sailing plans to call at deeper harbors first,
then at shallower harbors when their load has been reduced. While this can
cause some inconvenience, the effect on costs is not great and would be
extremely difficult to calculate. For this reason, no detailed evaluation of
this traffic was carried out. Newsprint is carried entirely in small ships
which are rarely affected by water levels in the ports tc which they trade.
Commerce in rock salt on the Great Lakes has increased somewhat in rece-
years. However, it too is moved mainly in relatively smal: vessels whic: are
not greatly affected by water level fluctuations, and therefore no detailed
evaluation of this traffic has been made.

The 15 percent also includes overseas general cargo trades which employ
specialized lake-ocean carries. Although, overseas cargo is of high value,
traffic to and from the Great Lakes must transit the 27-foot St. Lawrence
Seaway. Since the Seaway restricts draft tc 26 feet, this traffic cannot
take advantage of water depths greater than about 27.5 feet in the harbors
on the lakes (allowing 1.5 feet for underkeel clearance). Since lake levels
are such that harbor depths are rarely below this depth, overseas, general
cargo traffic would not be affected significantly by a small change in the
levels regime. In addition, many of these vessels call at several ports and
therefore often do not travel fully loaded. Thus they do not normally take
full advantage of water depths available. For these reasons, overseas
general cargo traffic was excluded from this analysis.

Detailed analyses were made of present and prospective Canadian trades
in the four bulk commodities. The historical data, policy guidance and
assistance needed to develop forecasts for the Canadian bulk trades were
obtained from a variety of government and other sources, including Transport
Canada branches, Statistics Canada, the St. Lawrence Seaway Authority and
the National Harbours Board. Base year commerce tonnages were developed from
detailed historical shipping records for each port-to-port route in the
domestic, export and import trades. The "present" (1976) or base condition
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on a trade route was taken to be either the average of recent historical
trade volumes (for the years 1973 through 1976), or if a trend was known to
exist, the latest trade figure on that route.

Forecasting rationale was applied to each trade route to develop a set
of future trade patterns covering the 59-year period from 1976 through 2035.
The port-to-port forecasts were aggregated into lake-to-lake groupings to
coincide with the manner in which the hydrologic data is generated. The lake-
to-lake forecasts for the years 1985, 2000, and 2035 were used in the
assessment model. 4

The United States traffic projections were obtained from a transpor-
tation planning tool (The Great Lakes Route Split Traffic Model) developed by
the Corps of Engineers for use in its navigation studies. The output is in
. the form of tonnage forecasts. Improvement alternatives change the cost
. basis to users and therefore tonnage levels. The three principal data inputs
‘ to the model are: 1) forecasts of origin/destination cargo flow*; 2) a file
of transportation rates, and 3) a service profile from interviews of shippers.
The model operates on these data to predict Great Lakes traffic levels. The
Tock capacity of the Great Lakes system to accommodate the predicted cargo
flow is then evaluated.

The traffic forecasts are built into the model and classified into 22
bulk commodity groups such as.coal and iron ore and 15 general cargo groups
such as prime containers for food and machinery. The bulk cargo forecasts
were obtained from expert secondary sources such as the U.S. Bureau of Mines
and U.S. Department of Agriculture. The utility needs of western coal were
further refined by the 1975 interview program conducted by A.T. Kearney
(Great Lakes/St. Lawrence Seaway Traffic Forecast Study...Contract No.
DACW-23-75-C-0052).

Recent total bulk commerce tonnages (by commodity) on the Great Lakes
are summarized in Table D-2. The 1973-t0-1976 average trade volumes and
future trade volumes for each of the lake-to-lake routes in United States and
Canadian domestic, export, and import trades of iron ore, coal, limestone,
and grain are given in Tables D-3 through D-6. These tables include only
those portions of the bulk trades which move across, into or out of the Great
! Lakes-St. Lawrence River System by Canadian and United States registered
vessels. Bulk shipping by foreign vessels in the Canadian trades above
Montreal is insignificant in any event; the major movement being about
700,000 tons annually of grain shipped directly overseas by ocean vessels
from Thunder Bay. Similarly, there is some U.S. grain that is carried in
foreign vessels. For the purpose of this analysis it is assumed that all
/ U.S. grain is shipped in either U.S. or Canadian vessels.

* These forecasts of iron ore, coal, limestone and grain were made in 1975-76
by A.T. Kearney Inc., based on expert secondary source predictions of
future demand. The base traffic year was 1972. The projection methodolo-
gies are described in detail in “Great Lakes/St. Lawrence Seaway Traffic
Forecast Study Technical Appendices”, August 1976.
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Table D-3 - Great Lakes - St. Lawrence River
Iron Ore Traffic Forecasts

Route :Total Annual Trade {1000's of short tons)
: : Present : : :

Type : From : To Average : 1985 2000 2035
U.S. Domestic S H ;7,300 8,400 : 8,000
M 20,800 : 24,100 : 24,600
E 39,500 : 47.300 : 47.700
M H 2.500 3,300 : 5,800
M 5.500 7,200 : 13,600
E 4.300 6.000 : 11,200
Total 79500 - 95.300 : 110,900
Canadian Domestic S S 1,200 : 1,500 1,800 : 3,100
£ 100 : 1.500 1,500 : 1,600
0 1,700 : 2,000 2,000 : 2,000
h ; "800 . 3.400 300 . 8.500
EX : 0 2,800 : 4,900 : 0
Total 5800 : B8.400 : 710.300 : 15,300
U.S. Export - S S 90 : 1,100 1,300 : 2,200
Canadian Import E 100 : 800 900 : 500
0 1,700 : 2,000 2,100 : 1,200
M 0 200 300 300 : 300
Total , : 4,200 R : 4,200
Canadian Export - S M 1,900 : 2,300 2,900 : 3,000
U.S. Import E 200 : 200 300 : 500
H H 700 : 1,000 1,000 : 1,700
M 300 - 300 400 : 800
E 500 - 700 800 : 1,100

0 E 400 - - -
EX : M 3,200 : 3,900 4,400 : 4,400
E 10,100 : 12,700 14,500 : 14,500
Total 17300 : 20100 : 24.300 : 26,000

Note: The route designators used in the data tables are the first letter of
the lake or waterway name, for example, "S" for Superior, “SLS" for
St. Lawrence Seaway and so on.
below Montreal.

The category "EX" refers to all points




Table D-4 - Great Lakes - St. Lawrence River
Coal Traffic Forecasts

“Route ;Total Annual Trade (1000%s of short tons)

: : Present : : :
Type : From : To : Average : 1985 : 2000 : 2035
{ U.S. Domestic : S S 300 : 400 : 1,000
: H 7,600 : 8,100 : 7,300
M 1,400 : 1,700 : 2,600 i
' E - : 9,000 : 8,600 :
; M S 500 : 500 : 600 }
i M 4,300 : 5,300 : 9,600 |
~ E S 2,300 : 2,700 : 3,600 3
' H 100 200 : 500 }
J M 4,300 : 5,900 : 11,200 :
E 3400 : 5,100 : 12,000 !

Total . 2700 . BI00: EI000

Canadian Domestic : S H - : - : 100 : 100

: E 100 : 3,500 : 4,800 : 4,400

0 200 300 300 : 300

: EX : E : 200 : 200 200 : 200

Total : : : B0 : ¥F,000 : 5,400 : 5,000

U.S. Export - I S 2,500 : 3,400 : 4,400 : 6,500

Canadian Import : H 4600 : 5100 : 6,300: 8,500

E 3,800 : 7,000 : 7,000 : 9,000

0O : 8,000 : 980 : 8600: 5,400

SLS ¢ 200 300 200 : 100

t Total : 19,100 A : y : 29,500
Canadian Export ~ : Nil

U.S. Import

Note: The route designators used in the data tables are the first letter of
the lake or waterway name, for example, "S" for Superior, *"SLS" for
St. Lawrence Seaway and so on. The category "EX" refers to all points
below Montreal.
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Table D-5 - Great Lakes - St. Lawrence River
Limestone Traffic Forecasts

Route :Total Annual Trade (1000"s of short tons)

: : : Present : : :
Type : From : To : Average : 1985 : 2000 : 2035
U.S. Domestic : S H 700 800 : 1,100
: M 1,000 : 1,100 : ,400
E 600 : 700 : 800
H S 700 700 : 800
H 6,600 : 8,400 : 13,900
M 8,400 : 10,400 : 16,500
E 6,900 : 8,000 : 11,700
M H 800 : 1,000 : 1,600
M 3,400 : 4,200 : 6,700
E 1,000 : 1,200 : 1,700
E H 700 : 1,000 : 1,600
E 1,600 : 1,900 : 2,900

Canadian Domestic : SLS : 2,400 : 2,900 : 3,500 : 3,500
600 : 1,100 : 1,300 : 1,600 i
600 : 1100 : 1,400 : 2,000
: 400 : 500 600 : 800 ]

LS : 200 : 300 : 300 : 200
: : : 100 : 100 : 200 : 200
Total : : : 1,900 : 3,100 : 3,800 : 79,800

Canadian Export - : E : E : 1,200 : 1,300 : 1,700 : 2,500
U.S. Import : : : : : :

- U.S. Export - ; H
Canadian Import :

T unvmITWw»m o

Note: The route designators used in the data tables are the first letter of
the lake or waterway name, for example, “S" for Superior, “SLS" for
St. Lawrence Seaway and so on. The category "EX" refers to all points
below Montreal.
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Table D-6 - Great Lakes - St. Lawrence River
Grain Traffic Forecasts

Route

:Total Annual Trade (100

0's of short tons)

Present
Type To Average 1985 2000 2035

U.S. Domestic M 100 100 : 100
E 500 600 : 800
0 1,100 900 : 700
SLS 100 100 : 100

Total . 1,700 : R
Canadian Domestic H 1,300 1,600 2,100 : 3,600
E 400 400 600 : 1,000
0 400 500 500 : 500
SLS 3,000 3,700 4,100 : 4,100
EX 6,500 8,100 9,000 : 9,000
H - 100 100 : 100
E - - - : 100
SLS 200 200 200 : 200
EX 200 300 300 : 300
H - - - : 100
SLS 100 100 100 : 100
EX 100 100 100 : 100
SLS - - 100 : 100
EX 100 100 200 : 300

Total A R 17,300 : R
U.S. Export - SLS 200 200 300 : 300
Canadian ILport EX 600 800 900 : 900
SLS 100 100 100 : 100
EX 100 200 200 : 200
0 200 200 200 : 400
SLS 100 100 100 : 100
EX 800 1,000 1,200 : 1,200
0 500 600 600 : 600
SLS 200 300 300 : 300
EX 1,500 1,800 2,000 : 2,000
Total 7,300 5,300 : 5,900 : 6,100
Canadian Export - M 300 300 300 : 400
U.S. Import 3 - - 100 : 100
Total 300 300 00 : 500
Note: The route designators used in the data tables are the first letter of

the lake or waterway name,
Lawrence Seaway and so on.
below Montreal.
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For the purpose of this study, domestic trade refers to trade between
two ports in the same country, at least one of which is in the Great
Lakes-St. Lawrence River system. Export trade refers to shipments to any
foreign destination which originate at a port in the system, and import trade
refers to all shipments which land at a port in the system from any foreign
origin. For example, United States grains shipped to Canadian elevators on
the St. Lawrence River for transshipment overseas are included as Canadian
imports.

Descriptions of the forecasts for each of the four commodities are given
in the following paragraphs.

United States Commerce - Iron Ore: Iron ore represents the major com-
modity moved on the Great Lakes. In the 1970's about 85 million tons of ore
moved annually to U.S. steel mills bordering the lakes. Nearly 70 million
tons moved in domestic trade from traditional Lake Superior sources to
various demand regions on Lakes Michigan, Huron, and Erie. Imports from
Canada represent the bulk of the iron ore foreign trade on the Great Lakes,
totaling the remaining 15 million tons.

Several major steel companies have developed large fleets of ore
carriers on the lakes in order to take advantage of the overwhelming cost
savings that exist. As such, over 97 percent of Superior District (i.e.,
Minnesota, Wisconsin and Michigan) iron ores destined for Great Lakes steel
facilities move on the lakes.

Two important trends in the steel industry key to any forecast of iron

ore production and movements in the United States are: 1) beneficiation and
pelletization, and 2) furnace type.

As the high grade (i.e., high iron content) iron ores of the United
States are depleted, lower grade resources (taconite) must be utilized in
order to meet demand. However, it is wasteful to transport unneeded
materials along with the iron ore. Thus, by various separation processes,
U.S. iron ore producers are shipping higher grade ore from the mines than the
normal "run-of-mine" grade. This process is called beneficiation. The
separated ore is then pelletized for ease of shipment. This process has
manifested itself as a gradual shift to movement of higher iron content ores.
More than 95 percent of all ores are beneficiated and over 2/3 of all ore
produced is pelletized.

It appears that by the late 1980's the open hearth furnaces will be
phased out and totally replaced by the more efficient Basic Oxygen Furnace
(about 75 percent of production) and the electric furnace (25 percent).

U.S. and world reserves of iron ore are sufficient to maintain present
and increased levels of production throughout the forecast period of this
study. Economical beneficiation and pelletization has allowed the develop-
ment of large taconite (lower grade ore) reserves. This will ensure con-
tinued lake movements of iron ore, as many steel firms have recently invested
in large pelletization facilities, (particularly in northern Minnesota) and
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in self-unloading vessels to transport pelletized ore. About 85 percent of
the total U.S. production is produced in the Lake Superior District (65 per-
cent of the total is produced in the Mesabi Range alone).

Over 98 percent of iron ore used in the United States was used in blast
furnaces for the production of iron and steel. The small remaining portion
was used in the manufacture of miscellaneous products (primarily cement).
Traditionally, growth in the steel industry is not entirely reflected in the
growth of iron ore movements. Increased concentrations of iron in the ore
shipped due to beneficiation and pelletization, along with growing usage of
electric furnaces which require a 100 percent scrap charge, have caused the
growth in iron ore shipments to lag behind the growth rate of steel
manufacturing. This has been particularly true as higher grade reserves are
being depleted and the process of taconite beneficiation has emerged.

Domestic traffic is expected to only increase at a rate of 0.8 percent.
Traffic of Lake Superior origin, which uses the locks at Sault St. Marie,
will peak about the year 2000. The Lake Michigan traffic from the port of
Escanaba is unconstrained by locks and follows the normal growth in economic
potential. U.S. imports of iron ore from Canada are expected to only
increase at a rate of 0.7 percent. This traffic is restricted from further
growth by the capacity conditions at the Welland Canal. Canadian imports of
U.S. ore from Lake Superior are expected to increase at the total rate of
iron ore growth because of no lock capacity constraints. Almost all of the
Canadian domestic iron ore movements do not require passage through a lock
system. Therefore, the rate of growth of 1.63 percent parallels the growth
in steel production.

United States Commerce - Coal: (oal reserves in the United States are
vast. During the forecast period under consideration in this study, there
will not be any shortages of coal due to reserve depletion on either a
national or regional basis. Spot shortages may occur in the short run due
to limited production capacity.

Approximately 25 million tons, or 60 percent of total movements in the
1970's were domestic movements of coal, generally of thermal quality, moving
annually to electric utilities in the U.S. The remaining 18 million tons
were exported from Lake Erie ports to Canadian users. Approximately half of
this exported coal is of thermal quality moving to Ontario Hydro electric
generating plants located along the Lake. The other half of this exported
coal is of metallurgical grade moving to Canada's "Big Three” steelmakers,
for coking purposes.

The traditional pattern of coal movements has been out of Lake Erie
ports to Canadian and western U.S. lake destinations. Nearly 85 percent of
all Great Lakes movements of coal have traditionally moved out of the Lake
Erie ports of Ashtabula, Conneaut, Lorain, Sandusky, Toledo, and others. For
movements to Lake Superior ports, a return haul of iron ore makes this route
profitable to the ship owner. Movements to Canada (principally Lake Ontario)
are relatively short haul and can almost be considered a “shuttle® service.
Coal also moves through Chicago to other Lake Michigan and Lake Superior
ports to satisfy utility demands.
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These patterns of coal movement on the Lakes have developed due to the
Tocation of utilities and steel plants on the Lakes. Many of these facili-
ties do not have rail handling terminals capable of the volume that is moved
by water, and, therefore are restricted in large part to water receipt of
coal unless major rail investments are made.

However, future growth of coal movements on the Great Lakes will come
from movements of Western coal to utilities located on Lake Huron and Lake
Erie. These coal movements will be in addition to Eastern coal movements.

In 1974, it was estimated that 45 percent of the total power generated
by electric utilities was generated by coal. This fact is mirrored by the
fact that about two-thirds of all coal production was used by electric
utilities. Fifteen percent was used for coking, 8 percent for export and the
remainder for other industrial and retail users (primarily cement plants and
paper mills).

On the Great Lakes, these markets are represented by the electric
generating stations of Detroit Edison, Consumers Power, Wisconsin Electric
and the Upper Peninsula Generating Company, by the coking facilities of the
Canadian Steelmakers STELCO, DOFASCO, and Algoma Steel, and by the paper mill
of Fort Howard Paper near Green Bay, Wisconsin.

The supply of coal traditionally moving on the Great Lakes comes from
Kentucky, West Virginia, Southern Ohio, Western Pennsylvania and to some
extent from Southern I1linois. These coal sources typically have higher
sul fur content, but also have a high BTU content. This BTU/sul fur rela-
tionship is the single most important factor that will affect coal movements
on the Great Lakes.

In this study, coal projections were based on assumptions which relied
upon current conditions and plans. Western coal movements were not included
in the forecast base unless some reasonable assurance could be made as to its
ultimate usage. Specifically, it was assumed that:

l. Few, if any, existing facilities would be converted to Western coal
due to high conversion costs;

2. Only new facilities that have announced plans for use of Western
coal would be included in the forecast;

3. Stack gas scrubbers would be economically efficient and available by
1990;

4. Current emission standards will remain unchanged throughout the
forecast perfod;

5. Variances to burn high sulfur coal will be extended until stack gas
scrubbing technology becomes available;




6. Canada will adopt emission standards that will not preclude usage of
U.S. Eastern coals; and,

7. Continued delays will retard the development of nuclear power
generation facilities.

Projections were then made by contacting the individual utilities moving
the coal or planning the move. This approach was taken since these movement
volumes will show large jumps as new facilities come on stream. Timing,
therefore, is of greatest importance in the forecast of Western coal
movements. This approach was feasible since relatively few users represent
the majority of coal demanded in the Great Lakes.

Traditional movements of Eastern coal to lakeside utilities
(particularly on the southern shores of Lake Superior and on Lake Michigan)
are projected to continue with moderate growth. Individual growth rates are
based on the growth rates of utilities earnings in the destination region
developed by the Bureau of Economic Analysis in their OBERS (Office of
Business Economics - Economic Research Service) projections.

Projections of coal movements to Canada were taken directly from company
contacts with Ontario Hydro, DOFASCO, STELCO, and Algoma Steel.

Where possible, all projections were checked relative to published fore-
casts and consistency was attained.

Actual coal traffic on the Great Lakes is expected to increase from 25
million tons in 1985 to 81 million tons in 2035 for an average annual rate of
change of 1.89 percent. In particular, traffic with a Lake Superior origin
is expected to show dramatic growth. Traffic levels do not increase after
the year 2000 because of lock capacity constraints at Sault Ste. Marie.
Overall, U.S. coal exports to Canada are expected to increase from 19 million
tons to 35 million tons for an average annual rate of increase of 1.0 per-
cent. Exports using the Welland Canal to get to Lake Ontario have no
increase in traffic levels after the year 1990 because of capacity con-
ditions. The Erie to Superior traffic is unconstrained because of utiliza-
tion of ships that can fit through the smaller uncongested locks at Sault
Ste. Marie.

Unitea States Commerce ~ Limestone: Limestone is the third largest
volume commodity on the Great Lakes. The main use of limestone moving on
the Great Lakes is in the steel industry as a flux in blast and open hearth
furnaces. Flux helps remove impurities from the molten metal. Since lime is
a perishable commodity, 1imestone is transported to the steelmaking site
where it is crushed and processed into lime.

Limestone is also used extensively by the construction industry as an
aggregate, land fill, road material or in railroad ballast. Other uses are
as an input material for Portland cement manufacture, and in the chemical
industry.
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Limestone reserves in the Great Lakes area occur near the western end of
Lake Erie in Ohio and Michigan, and along the south shore of the upper penin-
sula of Michigan. The State of Michigan has traditionally been the major
source of limestone in the Great Lakes limestone shipments. Virtually all of
the GL/SLS limestone traffic is captive traffic to the steel industry. As
the steel companies are vertically integrated and largely self-sufficient in
iron ore and coal, so are they in limestone.

The major limestone shipping ports are the ports of Stoneport, Rockport,
Drummond Island, Calcite Harbor, and Port Dolomite on Lake Huron, Port Inland
on Lake Michigan; and Cobourg and Port Colborne on Lake Ontario. The major
destinations are the steelmaking facilities on the Lakes in the Chicago-Gary
area, Detroit, and Cleveland and other Lake Erie ports.

Since limestone is found at or near the earth's surface in about 10 per-
cent of the continental area and because limestone is such a low-valued
commodity, the minimization of transportation cost becomes of utmost impor-
tance in determining supply sources. Consequently, virtually all of the

limestone that is moved on the Great Lakes is both produced and consumed at
lakeside.

U.S. domestic limestone traffic is expected to increase from 29 million
tons in the base year to 61 million tons in 2035 for an average annual rate
of change of 1.16 percent. Lock capacity constraints are not coming into
play because limestone is assumed to be carried on ships small enough to fit
through Tocks other than the Poe Lock at Sault Ste. Marie. The rate of
growth to Lake Michigan steel centres is about 1.5 percent while rate of
growth to Lake Erie steel centres is less than 1.0 percent. Limestone traf-
fic with Canada as an origin and/or destination is expected to about double
in the projected period from 6.6 million tons in the base period to 12
million tons in year 2035,

United States Commerce - Grain : Agricultural products (grain ) repre-
sent the fourth largest commodity movement on the lakes. Most movements of ;
grain on the Great Lakes are export for either overseas destinations or
Canadian destinations as transshipment points for ultimate overseas
destinations. As a result, the projections made in this section are highly !
dependent upon projected levels of U.S. agricultural exports. f

The importance of grain movements is unquestioned. The potential
geographic market area from Great Lakes transport services includes most of
the prime U.S. field crop growing acreage. However, at this time, most

exported grain (approximately 65 percent) movec through Gulf ports and not
through Great Lakes ports.

The traditional movement of grain on the lakes is out of Western lake
ports to overseas destinations, particularly Northern and Mediterranean
Europe, and to milling centres in the East located on the lakes, particularly
Buffalo, NY (wheat for milling).




The historical performance of the United States in terms of world-wide
production and exports of grain is discussed in the following paragraphs.

a. Corn. The United States produces about half of the world's corn and
supplies 90 percent of the world's corn exports. Most (approximately 85
percent) of the U.S. corn production is used for livestock feed;
consequently, much of it never leaves the farm on which it was grown. The
corn not used for domestic feed purposes is used for export, human
consumption, industrial uses, and for seed. The principal industrial uses
are wet millers producing starches, sugars, syrup, corn oil, and gluten feed.
Dry millers make cereals and similar products.

U.S. exports of corn have risen significantly in the past 25 years. In
recent years, there has been a sharp increase in the share of production
exported, from 4 percent in 1950 to 24 percent in 1974.

The major importers of corn from the United States are Mediterranean
Europe, Northern Europe, Communist Europe, Japan, and Canada. Total poten-
tial Great Lakes movements of corn are expected to grow at an average annual
rate of 3.3 percent throughout the forecast period. This relatively high
growth rate reflects continued dependence on the U.S. by overseas nations for
food supplies.

b. Wheat. Wheat is a food grain as contrasted to the other grains
which are often grouped into the category of feed grains. Because wheat is a
food grain, it differs from the grain crops in that very little (usually far
less than 10 percent) of the wheat crop is exported. The United States pro-
duces about one-eighth of the world's wheat crop.

The United States, Canada, Australia, and Argentina are currently the
major wheat exporters. Currently, the major destinations of U.S. wheat
exports are East Asia, Communist Europe, Japan, South Asia, eastern America,
and Northern Europe. Total potential movements of wheat are only expected to
double over the study period.

c. Soybeans. Except for a very small portion of the crop used as seed,
practically all U.S. soybeans are exported or processed into oil or meal.
Very little is used as feed. Increases in the nutritional value of this crop
and advances in soybean o0il processing and refining have greatly stimuated
both foreiyn and domestic demand. In 1960, more than one-quarter of the crop
(mostly unprocessed) was exported. However, by 1970 over half of the crop
was being exported. Soybeans have become the leading U.S. agricultural
export in dollar value and are second only to corn in the number of bushels
exported.

The major importers of U.S. soybeans are Northern Europe, Japan, and
Mediterranean Europe. Potential soybean movements on the Great Lakes are

expected to increase more than tenfold by 2040. The average annual percen-
tage increase is 3.5 percent per year.
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d. Barley and Rye. The principal use of barley is as animal feed.
Over half of the barley crop is typically used for this purpose. About a
quarter of the crop is used by the distilling industry. The United States
exports barley, however, the export demand for this crop has been declining.
As is the case with feed grains, a major portion of the barley crop is typi-
cally consumed on the farm on which it is produced. Over the last 5 years,
the U.S. has produced an average of slightly over 400 million bushels per
year, of which an average 62 million bushels {or 15.3 percent) has been
exported.

Rye is used mostly as an animal feed, for hay and pasturage, and as a
cover crop. It is also used for bread and as a distillers grain in making
whiskey and gin. Rye is a relatively unimportant crop in the United States
because it grows well where wheat grows well, and wheat is the preferred
crop. However, rye will produce a good crop on soil that is too poor to pro-
duce a good crop of wheat. Barley and rye potential movements on the Great
Lakes are expected to less than double in the forecast period.

U.S. domestic traffic is basically a sTow growth commodity, with lock
capacity constraints on the Welland Canal after the year 1990 depressing

growth in traffic. Export traffic is also affected by lock capacity
coastraints.

Canadian Commerce - Iron Ore: Present and projected Canadian Great
Lakes iron ore trade volumes are given in Table D-3. Iron ore and iron ore
concentrates make up more than 38 percent of Canadian commerce on the Great
Lakes. In recent years, more than 26 million tons have been shipped
annually. Iron ore is used exclusively in the production or iron and steel.

Canadian Great Lakes iron ore commerce consists principally of the move-
ment of ore from Quebec-Labrador deposits up the St. Lawrence River to
Canadian and United States steel mills on Lake Ontario, Lake Erie, the
Detroit River and Lake Michigan. Smaller quantities of western Canadian ore
move from Thunder Bay on Lake Superior and Georgian Bay to United States
mills at Chicago, Detroit, Buffalo, and Cleveland. The planned major expan-
sion of Stelco's mill at Nanticoke on Lake Erie will create a demand for an
additional 1.4 million tons annually of western Canadian ore.

St. Lawrence Seaway Authority studies have shown that two factors
essentially determine the movement of iron ore through the Seaway: the
growth in demand for iron and steel products in the United States and Canada,
and the ability of Quebec-Labrador ores to compete in the United States with
Lake Superior and other foreign ores. Despite possible declines in demand
for steel in certain sectors, for instance, the use of smaller automobiles,
demand for steel is expected to remain strong; especially as the new,
stronger, lighter steels are finding favour over other costlier metal alloys
or petroleum based plastics. The proportion of Canadian iron and steel pro-
duction in the Great Lakes is not expected to change. In fact, some major
Canadian mills are planning to double their capacities by 1990, to keep
abreast of the anticipated market.




It has been assumed that plans to construct a major new steel mill in
the vicinity of Conneaut, Ohio, on Lake Erie will come about by 1990. This
plant, and Stelco's expanded fac1]1t1es at Nanticoke on Lake Erie, are
expected to increase the demand for Seaway shipments of Quebec- Labrador ore.

Although continued expansion in production from the Labrador trough
to fulfill United States import and Canadian domestic needs appears likely,
at least in the intermediate term, no major expansions are anticipated in
the operations of the Iron Ore Company of Canada, the Quebec-Cartier Mining
Company and other principal mine operators. Growth will be gradual and pro-
portional to general market growth.

Western Canadian ores are not expected to assume any greater role in
supplying the United States growing import needs in the upper lakes. These
supplies will continue to come mainly from foreign suppliers (South America)
and Quebec-Labrador. Large proven reserves and the recently expanded
infrastructure at the Quebec-Labrador mines will strengthen the area's com-
petitiveness with South American sources.

In summary, it is expected that Canadian iron ore westbound through the
Seaway will grow at about 2.5 percent per annum in short term, perhaps
declining to 2 percent or so by 1990. After 1990, capacity limitations at
the Welland will curtail further growth in traffic destined to the upper
lakes, as some bulk travfic is displaced by higher valued general cargoes.

Canadian Commerce - Coal: Present and projected Canadian Great Lakes
coal trade volumes are given in Table D-4. By far the largest volume of coal
shipped in Canadian trades on the Great Lakes is imported from United States
Lake Erie ports by steel mills at Sault Ste. Marie, Nanticoke and Hamilton,
and Ontario Hydro's generating stations at Lampton on the St. Clair River,
Nanticoke and Lakeview near Toronto. Smaller volumes of United States Lake
Erie coal move to various Canadian users on the lakes, and a small amount of
western Canadian coal moves domestically from Thunder Bay to the steel mills
at Nanticoke and Hamilton. In recent years, Canada‘'s total annual coal com-
merce on the Great Lakes has anounted to about 19.5 million short tons, of
which 19 million tons was imported from the U.S.

Growth in the Canadian requirement for coal for steel making is expected
to remain proportional to the growth in the requirement for iron ore. This
was forecast to be generally about 2.5 percent per annum in the short term,
declining to 2 percent or so by about 1990. Like other bulk commodities,
coal traffic moving through the Welland Canal and Soo Locks may suffer
declines when those facilities reach capacity around 1990 and 2000 respec-
tively. Other Great Lakes coal traffic will continue to increase at about 2
percent per year until the year 2000, and at 1.5 percent thereafter. It is
anticipated that Stelco's expanded faci]ities at Nanticoke will rely on tra-
ditional supply sources on Lake Erie for its coal.

Anticipating that the growth in demand for electrical energy will be
increasingly met by expansfon in nuclear-powered generating facilities,

Ontario Hydro expects little growth in their coal requirements at Lakeview
and Lampton. Both of these plants are supplied from Lake Erie. Likewise,
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its new facility at Nanticoke will import most of its coal from across the
lake; but plans are being studied to supply about one-third of this plant's
needs with western Canadian coal via Thunder Bay. New 1,000-foot Canadian
built lakers may be used for this trade. The forecasts have been based on
these plans coming to fruition.

Industrial and other miscellaneous uses of coal should continue to grow
at about the same rate as population growth in the consuming regions. There
will not, however, be imuch growth in Quebec's metallurgical coal requirements
for its iron and steel industry. This coal is presently imported down the
Seaway from Lake Erie, in small volume. Similarly, there is not expected to
be any growth in the volume of Cape Breton coal entering the lakes, though
some will continue to be supplied to the Hamilton steel industry.

Canadian Commerce - Limestone: Present and projected Canadian Great
Lakes limestone trade volumes are given in Table D-5. Limestone is used pri-
marily in the steel making and portland cement making processes. Some is
used for aggregate for road building and the making of lime, other chemicals
and fertilizer. Canadian Great Lakes traffic in this commodity has averaged
about 5.5 million short tons annually in recent years. The main requirements
for waterborne deliveries have been the Toronto area, Sarnia, Sault Ste.
Marie and Michipicoten Harbor on Lake Superior. Toronto has been supplied
traditionally with domestic limestone from Colborne on Lake Ontario. Nearly
all other Canadian requirements are imported from the State of Michigan
through United States ports on Lake Huron.

The future demand for limestone in the Canadian Great Lakes region will
depend on the growth in each of the industries that use it. Limestone
demands which are tied to the steel industry may be slightly lower in the
future due to a change in technology which permits the use of less limestone
per ton of iron produced. In the near term, limestone requirements in this
sector should increase at about 2.5 percent per year and subsequently decline
to 1 percent per year by about 1990.

A modest growth rate, somewhat reflecting general population and
industrial growth in the Canadian Great Lakes region in general, has been
used for other limestone requirements around the lakes. Two percent per year
in 1980, declining to 1 percent per year by 1990, appears to be in line with
other forecasts for minor bulk commodity commerce on the lakes. It is
expected that future supply sources for Canadian needs will not change
significantly; a fair assumption considering the very large known reserves in
current supply areas.

Canadian Commerce - Grain:  Present and projected Canadian Great Lakes
grain trade volumes are given in Table D-6. Annual shipments of Canadian
grain in the Great Lakes - St. Lawrence River system are in excess of 12.5
million tons. To this are added another 4.5 million tons of United States
grain shipped from the upper lakes to Canadian elevators in the St. Lawrence
for transshipment overseas, resulting in a total Canadian lakes grain trade
of about 17 million tons annually. This represents about one-quarter of the
country's total Great Lakes' commerce.




The main Canadian grain movements are western wheats moving eastward to
lake ports and lower St. Lawrence River elevators for domestic use or export
overseas. Most of this trade is through Thunder Bay. This traffic increased
greatly following the opening of the Seaway in 1959. Today, the Seaway plays
an important role in the world distribution of grain. Recent studies carried
out by the St. Lawrence Seaway Authority indicate that the Seaway will prob-
ably maintain its position for years to come due to its location in the
major grain surplus area of the world; the United States, and Canada. Grain
moving eastward on the Seaway consists primarily of exports destined for
Western Europe and the U.S.S.R. The Seaway Authority's studies have examined
a large number of factors which will affect the future of these export
trades, including the agricultural policy in Western Europe, world grain
market conditions, as well as conditions at home such as prairie production,
foreign aid policies, transportation system capacity in western Canada,
modernization of Seaway grain handling facilities and transportation.

There has been nearly a 50 percent increase in prairie grain production
over the past 20 years. It is expected that grain production will continue
to increase throughout the forecast period due to improvements in agri-
cultural management and increased usage of fertilizers. But the future rate
of increase will be iower than in the past because Canada, like most other
countries, is running out of land on which to grow food crops.

Canada's domestic demand for grain is for milling flour, livestock feeds
and brewing purposes. Domestic demand is expected to increase at about the
same rate as population growth, about 12 percent every 10-year period.

Canadian grain exports are expected to grow at a rate more or less pro-
portional to world population growth (about 2.6 percent per annum) for the
next 10 years or so. However, opinion varies on whether Canada will be able
to maintain its present share of the world's wheat market (20 percent to 25
percent) and coarse grain market (10 percent), in view of the anticipated
declining rate of increase in production in the western provinces. In line
with the declining rate of increase in production, a declining rate of
increase in exports was adopted after about 1990.

The proportion of the country's total grain exports, which will move
eastward through Thunder Bay, will decline as markets in Japan and other
Asian and Pacific Rim countries open up (these markets will be served by west
coast terminals) and as the European Econowic Community continues its protec-
tionist purchasing policy. Additionally, anticipated markets in the
Middle-tast and North Africa which would be served through the Seaway, are
not expected to become significant due to the unsuitability of Canadian
wheats for the diets of those populations.

The net effect of developments in the export trades and the growth in
the domestic market is an expected decline in the annual rate of growth for
eastbound grain traffic from about 2.5 percent in 1976 to less than 2 percent
by 1990. After 1990 eastbound grain traffic will continue to grow at a slow
rate, but capacity problems at the Welland Canal are expected to dampen
further growth in bulk traffic destined to Lake Ontario and the St. Lawrence
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River. In addition, by about the year 2000 the United States Soo Locks are
expected to begin experiencing capacity problems, causing the displacement of
bulk commodities from the system in favour of higher valued general cargoes.

Seasonality: Recent historical data were analyzed to establish a sea-
sonal distribution pattern for each of the four bulk commodity trades. It was
assumed that the present shipping seasons on the Great Lakes, i.e., 9 months
on the Welland Canal and the upper lakes and 8.5 months on Lake Ontario and
the rest of the system downstream to Montreal, would not change significantly
during the forecast period. Furthermore, there was no reason to be!‘eve that
the pattern of shipping during the season would change significantly.

Typical seasonal distribution curves for the bulk commodities are shown on
Figure D-3. As the figure shows, during a typical season, traffic in each of
the commodities builds up gradually during the first few weeks of April,
peaks in May and again in October and declines rapidly in December. The spe-
cific projected seasonal distribution patterns for the United States and
Canadian trades in iron ore, coal, limestone and grains are given in Tables
D-7 and D-8 respectively.

2.5.3 Existing and Prospective Bulk Fleets

The world fleet has seen remarkable changes in the 1960's and 1970's.
World ports deal with new, special purpose ships carrying such commodities as
chemicals, molten sulphur, liquified natural gas, wine, and orange juice.

Dry bulk carriers of 150,000 tons and tankers up to 400,000 and 500,000 tons
have appeared. The years since World War II have marked the collapse of the
historic Great Lakes package fleet trade, the demise of Great Lakes passenger
ships, and the retirement through bloc obsolescence of several hundred small
"canallers," uneconomical and incapable of survival in an era of mass produc-
tion and mass movement. The Great Lakes fleet is now characterized by fewer
but larger vessels, deeper draft requirements in harbors and channels, and
emphasis on automated handling. The lakes region pioneered in vessel automa-
tion with the first self-unloading ships and the first giant dockside equip-
ment for continuous automated handling of grain, coal, cement, and iron ore.

As of 1980, this fleet (comprising both United States and Canadian
vessels) consisted of five vessel types totalling some 331 vessels. There
were 163 dry bulk carriers, 93 self-unloaders, 46 tankers, 3 crane vessels,
and 26 package freight vessels. The four bulk commodities analyzed in this
study are carried by the dry bulk carriers, including regular bulk carriers
and self-unloaders, and this group is the most significant in terms of both
tonnage and number. These vessels are primarily involved in the bulk trades
of iron ore, coal, limestone, and grain.

Of the 256 regular and self-unloading bulk vessels actively engaged in
domestic dry bulk transportation in 1980, 87 percent were 600 or more feet in
length. Ten ships are 1,000 feet long and 14 ships are between 767 feet and
858 feet in length. All of the ships greater than 730 feet long are United
States ships. In terms of cargo capacity, 90 percent of the dry bulk fleet
carries 10,000 long tons or better. The United States dry bulk fleet pres-
ently contains 136 vessels, and the Canadian fleet presently contains 120
vessels.
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Table D-7 - Distribution of U. S. Great Lakes Dry Bulk Cargo
Traffic During Navigation Season

: Percent of Total Commodity Shipped
Commodity : Apr : May : Jun : Jul : Aug : Sep Oct : Nov . Dec

Iron Ore :
Routes on S, M, H, E :06.20:12.40:13.40:13.40:13.40:12.40:11.30:10.30: 07.20
Routes on Ontario  :08.00:13.00:13.00:13.00:13.00:12.00:11.00:12.00: 05.00

Coal

: Routes on S, M, H, E :09.40:13.50:13.50:11.50:12.50:12.50:12.50:10.40: 04.20
' Routes on Ontario  :10.00:13.00:13.00:13.00:11.00:09.00:11.00:10.00: 10.00
o : : : : : : : : :

Routes on S, M, H, E :08.00:13.00:12.00:13.00:12.00:12.00:12.00:12.00: 06.00

Routes on Ontario  :08.00:13.00:12.00:13,00:12.00:12.00:12.00:12.00: 06.00
G_ra—.i—n . : . H H . M H .

Routes on S, M, H, E ios 00:11. 00310 00511 00312 00312 00:13.00:14.00: 09.00
Routes on Ontario os 00513 00: 12. 00: :10.00; 09 00:11. 00: 115.00:14.00: 08.00

Note: Projection for“he years 1976 through 2035. .

Table D-8 - Distribution of Canadian Great Lakes Dry Bulk Cargo
Traffic During Navigation Season

: Percent of Tbta] Commodity Shipped
Commodity : Api ng, Jun : Jul : Aug : Sep : Oct : Nov : Dec
Iron Ore 10 17: 13 61: 12 79: 12 79511.23:11.84;10.84;10.752 6.07
Grains s o, 75 11 88 12 14 12 16 9.42§ 9.86213.17:12.042 9.59
Coal 13 21; 13 65: 13 99: 10 97 9. 075 9. 77310 99510 493 7.91
Limestone 11 26 13. 29 12.71: 11 74 10. 85 10. 85 11, 44 11, 49 6.36

4 Note: Projection for the years 1976 through 203
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Forty-five ships in use were built between 1898 and 1920, 34 ships in
use were built between 1921 and 1940, 72 ships in use were built between 1941
and 1960, 105 ships in use were built between 1960 and 1980. Canada accounts
for only 19 of the 79 ships currently in use that were built before 1940.

Self-unloaders are essentially adaptations of the dry bulk vessel. The
basic difference is that the self-unloader is fitted with its own unloading
system. This self-unloading capability results in a vessel that is efficient
and flexible in its use. It is attractive to the ship operator because it
requires a minimum of dock equipment. All that is needed is an adequately
sized stockpile area within reach of the vessel's unloading boom.

The increased pelletization of iron ore opened a new segment of commerce
to self-unloaders. Many natural iron ores have physcial characteristics that
prevent them from being handled readily by belt conveyor systems. Since most
sel f-unloaders use belt conveyor systems, they were excluded from the ore
movement. Pellets, however, can be handled by belt conveyors.

Although both U. S. and Canadian fleets are composed of a mix of regular
bulkers and self-unloaders, there are many important differences in fleet
composition, fleet utilization, vessel characteristics and vessel empioyment
between the two fleets. For this reason the two fleets are discussed sep-
arately in this report.

This section describes in detail the present compositions and opera-
tional characteristics of each natjonal fleet. It also describes the fore-
casts of fleet composition and vessel characteristics which have been made
to the year 2035, and the basis on which they were developed.

For the purpose of this study the fleets have been subdivided into 11
categories, or classes, according to overall length of the hull. These
classes are defined in Table D-9. It is to these classes that reference is
made throughout this report.

United States Fleet - Vessel Characterietice: Future additions to the
United States fleet are expected to exhibit similar dimensions and operating
characteristics to those now in service. The one exception being the possi-
bility of ships up to 1,100 feet in length transiting the Poe Lock at Sault
Ste. Marie after the year 1990. The characteristics of the existing and
future United States fleet are shown in Tables D-10 and D-11.

United States Fleet - Distribution of Commerce by Fleet Nati ¥
Vessel Class: All United States domestiéfshipments é‘e carried 1???%&%%&”“i
States vessels. However, as shown in Table D-12, very little export traffic
is carried in United States vessels, It was assumed that the percentages of
cargo carried by the United States and Canadian fleets would not change
during the 50-year project evaluation period (1985-2035).
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Table D-9 - Vessel Classification in the Great Lakes Dry Bulk Fleet

Class : _ Overall Length of Hull in Feet

[

under 400
400-499
500-549
550-599
600-649
650-699
700-730
731-849
850-949

W 00 ~N O U s W N

—
o

950-1000

[
—t

greater than 1000
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Table D-11 - Vessel Data - U. S. Fleet (Coal and Grain)

Seasonal Load Line
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Table D-12 - Percent Traffic Carried by the U. S. Fleet

Percent Annual Traffic Carried

Commodity ; U. S. Domestic : U. S. Export : U. S. Import
Iron Ore i 100 ; 2 ; 13
Coal i 100 ; 2 ; 2
Limestone i 100 ; 3 ; 0
Grain 100 : 7 2

United States Fleet - Average Operati eeds: The average operating
speeds for the United States fleet were de??Qgg in a manner similar to that
described for the Canadian Fleet, which is presented in a subsequent section
(Canadian Fleet - Average Operating Speeds).

United States Fleet - Vessel Operating Costs: Hourly operating costs
for U.S. vessels are based upon data furnished by the Maritime
Administration, United States Department of Commerce, and are representative
of costs in July 1979, the base economic period selected for this study.
Operating costs were developed on the basis of a 270-day operating year and a
15 percent profit (on the capital investment) to the ship operator.

Construction costs were amortized over a 50-year period at 8-1/2 percent
interest.

In view of the recent rapid rise in the price of fuel, the fuel portion
of daily operating costs has been estimated to rise 5 percent faster than
inflation for the first 20 years of the project evaluation period
(1985-2005). This results in increases in the fuel portion of 34, 179, and
256 percent by 1985, 2000, and 2005 respectively. The computation of hourly
vessel operating costs is shown in Tables D-13, D-14, and D-15.
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Table D-14 - Vessel Hourly Operating Costs (VHOC) for the U.S. Fleet
including Fuel Factor

Vess
Cla

: : : :Increase :

: : :Increase in: :Increase in: : in :
el:Jul 1979: Fuel : Fuel Cost :1985 : Fuel Cost :2000 :Fuel Cost: 2035
ss: VHOC :Portion: (34%) :VHOC :  (179%) :VHOC : (256%) : VHOC

2

3

4

ow

Tw

8a

10
11

L R R 'y : ¥ 3 R 3R 3 N |
639 79 27 : 666: 141 : 780: 202 : 841

67 : 1256 . 42 . 809: 224 . 991 320 : 1,087

982 : 263 . 89 1,07 471  :1,453: 673 - 1,655
L1015 . 287 . 98 1,213 514 +1,629: 735 : 1,850
L 1,212 - 323+ 110 :1,322: 578 +1,790: 827 : 2,039
L 1,585 . 428 . 180 11,729: 759 2,388: 1,085 : 2,670
L 1,208 . 339 . 115 1,413 607  :1,905: 868 : 2,166
1,650 + 441 . 150 1,800: 788 :2,438: 1,126 : 2,776
1,400 . 360 - 122 1,522 684 2,081 @2 : 2,322
1,539 . 396 . 135 1,674 700 :2,248: 1,014 2,553
1,081 . 489 . 166 2,107 875  :2,816: 1,252 -+ 3,193
1,769 . 489 . 166 1,035 875  +2,684: 1,252 : 3,021
1,075 : 489 . 166  :2,141: 875  :2,850: 1,252 : 3,227
L 2,210 + 537 . 183 :2,393: 91  :3,171: 1,375 : 3,585
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Table D-15 - Summary of U. S. Vessel

Hourly Operating Costs (Dollars)

Class 1985 2000 2035
3 810 990 1,090
4 1,070 1,450 1,660
5 1,210 1,630 1,850
6 1,320 1,790 2,040
bw 1,730 2,340 2,670
7 1,410 1,900 2,170
Tw 1,800 2,440 2,780
8 1,520 2,040 2,320
8a 1,670 2,250 2,550
8w 2,110 2,820 3,190
9 1,940 2,640 3,020

10 2,140 2,850 3,230
11 2,390 3,170 3,580
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Canadian Fleet - Fleet Compogition: Trends in the makeup of the
Canadian fleet have been governed by the opening of the St. Lawrence Seaway.
Prior to 1959, much traffic to and from the lower St. Lawrence River had to
be transshipped in small canallers of about 250 feet in length, and these
dominated the fleet in numbers. Upper lakes traffic was handled mainly by
medium-sized lakers, mostly in the 400 to 600-foot length categories, although
a few over 600 feet in length were built in the 1950's while the Seaway was
under construction.

Following the opening of the Seaway, most of the canallers were quickly
phased out of operation, with the exception of those in specialized trades or
using shallow harbors, such as tankers. At the same time, a very heavy new-
building program was undertaken, almost entirely of maximum Seaway-size
lakers (730-foot length), to take full advantage of the dimensions of the new
Seaway locks. Today, plans are being considered for the construction of
Canada's first 1,000-foot, 65,000-ton superlaker to carry western Canadian
coal from Thunder Bay to Ontario Hydro's generating plant at Nanticoke on
Lake Erie.

There are presentiy 120 Canadian dry bulk carriers engaged in grain,
iron ore, coal and limestone trades on the Great Lakes. They range in size
from the 259-foot, 4,100-ton Troisdoc to the new 730-foot, 35,100-ton
Canadian Olympic. There are about 45 vessels still in active service in the
fleet which were built prior to the opening of the St. Lawrence Seaway in
1959,

The fleet consists of 87 bulkers and 33 self-unloaders. The bulkers
must be unloaded by dockside equipment, while the self-unloaders carry their
own unloading system on board. Both types of ships have basically the same
characteristics regarding size, speed, capacity, draft and so on. However,
they differ considerably in the rapid turnaround time in port for
self-unloaders, and the flexibility in the type of port which the self-
unloader can serve. At this time, self-unloaders are used mainly in the coal
and limestone trades. Because their belt conveyor unloading system cannot
handle many natural iron ores, self-unloaders have not been used as exten-
sively in the iron ore trades. The iron ore trades, as well as the grain
trades employ mostly regular bulkers,

Throughout this section, the term "fleet" refers to the total combined
fleet consisting of bulkers and self-unloaders. Additionally, all fleet and
vessel characteristics which are presented represent averages for the total
combined fleet. For the purpose of forecasting, it has been assumed that the
present proportions of employment of bulkers and self-unloaders in the
various trades will be maintained throughout the period of projection.

The compositions of present and projected Canadian dry bulk fleets and
designated commodity service capability (by vessel class) are given in Table
D-16. The overall hull lengths corresponding to these vessel classes are as
presented in Table D-9. Class 7, or maximum Seaway-size vessels presently
dominate the fleet in numbers. All indications are that they will continue
to do so, as smaller vessels retire and new Class 7's take their place.
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' Table D-16 - Present and Future Compositions of the
{ Canadian Dry Bulk Fleet (Including
} Designated Commodity Service Capability)
g : No. Ships :___ Number of Ships in Designated Service
i Class : inClass : IronOre : Coal : Llimestone : Grains
: 1977 Fleet i
1 14 0 10 0 14
! 2 2 1 1 1 1 {
! 3 5 2 5 4 2
i 4 13 : 10 : 12 7 9
' 5 18 : 18 : 15 10 15
! 6 15 : 15 : 14 6 10
. 7 53 : 53 : 41 16 40
Total 120 : 39 : 98 ! aq
1985 Fleet
1 14 0 10 0 14
2 1 1 1 1 1
3 5 2 5 4 2
4 : 10 : 8 : 10 7 7
5 : 17 : 17 : 14 10 14
6 : 16 : 16 : 15 6 11
7 80 : 61 : 49 18 42
Total 143 104 46 T 3
t 2000 Fleet |
1 13 0 10 0 13 :
2 1 0 1 1 1 ;
3 0 0 0 0 0 i
4 2 2 2 1 0 1
5 14 14 13 10 10
6 16 16 14 6 11
7 : 101 80 72 36 98
10 : 2 0 2 0 0
Total S : TH9 2 T2 ) 3
2035 Fleet
1 10 0 10 0 10
2 0 0 0 0 0
3 0 0 ] 0 0
4 0 0 0 0 0
5 5 5 3 2 0
6 10 5 2 6 5
7 : 136 115 88 64 135
10 : 2 0 2 0 0
Total : 163 125 105 2 50
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Furthermore, nearly all expansion of tonnage in the Canadian fleet is
expected to occur in the maximum Seaway-size class, because of the limiting
size of the locks in the Welland Canal and the St. Lawrence River.

It is probable that a few 1,000-foot (Class 10) self-unloaders will be
added to the fleet within the next 10 or 15 years to supply Ontario Hydro's
generating station at Nanticoke on Lake Erie with western Canadian coal

transshipped from Lake Superior. These vessels will be too long and too wide
to enter the locks on the Welland Canal.

A fleet of some 14 Class 1 vessels will continue to operate out of
Thunder Bay in upper lakes shipping of grain and coal. New vessels have been
added to this fleet as late as 1976, and no vessel in the fleet is more than
26 years old. It has been assumed that this fleet of Class 1's will continue
to operate at its present size for most of the period of forecast, perhaps

declining in number after the year 1990 when retirements are replaced by
larger vessels.

Judging by the present age of the vessels in the fleet and recent
reports on retirements due to age, most vessels seem to serve a useful life
of 65 years or so. On this basis, and in view of the latest Tistings of new
ships on order, re-builds, conversions and projections of retirements from
shipbuilders and shipowners, it is estimated that the intermediate-sized
lakers, Classes 3 and 4, will all but disappear from the Canadian fleet
before 1990, and Classes 5 and 6 will steadily dwindle to few in number by
2035. A1l of these will be replaced by Class 7's and Class 10's as discussed
above. '

Canadion Fleet - Vessel Characteristics: Future additions to the
Canadian fleet are not expected to differ significantly from ships in
existence now, in either physical dimensions or operational characteristics.
Average maximum load carrying capacities and operating drafts for vessels
involved currently in each of the four commodity trades are given in Tables
D-17 through D-20. The allowable operating draft of a ship varies with the
time of year according to the vessel's design. A ship is required by law to
operate within its designated safe seasonal load line limits. Average sea-
sonal load line limits for vessels in each class of the Canadian fleet are
given in Table D-21. Depending on the density of the cargo being carried,
the maximum operating draft of a ship will be the lesser of the seasonal load
line limit or the maximum draft attainable when the holds are full. For
instance, a vessel may be loaded to capacity with grain before the allowable
load line limit is reached, but the load line 1imit would be reached before
the holds were completely filled with iron ore. Therefore, in Table D-17
through D-20 the "maximum draft" shown is the lesser of the average seasonal
load line limit or the maximum physically attainable draft at full load.
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Table D-17 - Maximum Capacities and Drafts
by Cargo Type for Projected
Vessels in the Canadian Great
i Lakes Dry Bulk Cargo Fleet (Iron Ore)

i : _ Winter :  Intermediate : Summer :  Midsummer ]

: Max, ! : : Max. : Max. : :Max. : -4
‘ Vessel: Draft :Capacity 2, Draft:Capacity :Draft:Capacity :Draft:Capacity ]
t Class : (ft.) :(s. tons) : (ft.):(s. tons):(ft.):(s. tons):(ft.):(s. tons) J
|

1 :18.82 : 5,643 :19.13: 5,773 :19.52: 5,937 :19.82: 6,063
S 22.50 . 9.912 . 22.88: 10,124 :23.56: 10,589 :24.11: 10,892
P 18.98 . 9,722 :19.79: 10,228 :20.44: 10,633 :20.63: 10,752
© 20,09 11,993 . 20.91: 12,583 :21.68: 13,138 :22.12: 13,455

datnalitgiiion

: 23.23 : 17,556  : 23.78: 18,136 :24.57: 18,970 :25.17: 19,604

O O AW N

:25.12 : 22,018  : 25.80: 23,025 :26.14: 23,352 :26.71: 24,098
7 :26.45 : 28,574 : 26.65: 28,910 :27.53: 30,389 :28.22: 31,548 =

*Maximum Drafts" shown are the lesser of the seasonal load line limit or
the maximum draft attainable at net capaci.y (see note 2).

"Capacities” shown are the lesser of the net load on board at the seasonal
load line limit or the net load on board when the holds are full.
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Table D-18 - Maximum Capacities and Drafts
by Cargo Type for Projected
Vessels in the Canadian Great
Lakes Dry Bulk Cargo Fleet (Coal)

! : . Winter : Intermediate : Summer :___Midsummer

: Max. . Max. : :Max. : ‘Max. :
Vessel: Draft :Capacity 2, Draft:Capacity :Draft:Capacity :Draft:Capacity
Class : (ft.) :(s. tons) : (ft.):(s. tons):{ft.):(s. tons):(ft.):(s. tons)

| 1 :18.83 : 5,647 : 18.83: 5,647 :18.83: 5,647 :18.83: 5,647
j 2 2216 : 9,675  :22.16: 9,675 122.16: 9,675 :22.16: 9,675
; 311877 : 9,500 . 18.77: 9,590 :18.77, 9,590 :18.77: 9,590

4 :20.00 :11,086  : 20.84: 12,526 :20.84: 12,526 :20.84: 12,526

:23.23 : 17,554  : 23.23: 17,554 :23.23: 17,558 :23.23: 17,554
6 :20.26 : 20,897  : 28.26: 20,897 :24.26: 20,897 :24.26: 20,897
7 :26.45 : 28,582  : 26.65: 28,918 :26.67: 28,952 :26.67: 28,952

"Maximum Drafts" shown are the lesser of the seasonal load line limit or
the maximum draft attainable at net capacity (see note 2).

l 2 "Capacities" shown are the lesser of the net load on board at the seasonal
, load line limit or the net load on board when the holds are full.
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Table D-19 - Maximum Capacities and Drafts
by Cargo Type for Projected
Vessels in the Canadian Great
Lakes Dry Bulk Cargo Fleet (Limestone)

: ~  Winter : Intermediate :  Summer :_ Midsummer
: Max. * ¢ Max. : iMax. :Max. :
Vessel: Draft :Capacity 2, Draft:Capacity :Draft:Capacity :Draft:Capacity
Class : (ft.) :(s. tons) : (ft.):(s. tons):(ft.):(s. tons):(ft.):(s. tons)
1 :16.98 : 5,912 : 16.98: 5,912 :17.34: 6,063 :17.34: 6,063 ,
: 21,08 : 11,371  : 21.58: 11,706 :22.00: 11,987 :22.58: 12,376 i
:18.98 : 9,274  : 19.79: 9,780 :20.44: 10,185 :20.63: 10,304

:19.52 : 12,570  : 20.45: 13,240 :21.19: 13,773 :21.65: 14,104

: 21.67 : 23,044  : 22.26: 23,667 :22.99: 24,438 :23.54: 25,019
:23.28 : 23,747  : 23.36: 23,847 :24.28: 25,050 :24.88: 25,835 :

~N o e W N

: 26.56 : 31,091 . 26.73: 31,377 :27.53: 32,721 . :28.23: 33,897
!' . H H . . . H .

i 1 »Maximum Drafts" shown are the lesser of the seasonal load line limit or
: the maximum draft attainable at net capacity (see note 2).

2 "Capacities” shown are the lesser of the net load on board at the seasonal
load line Timit or the net Voad on board when the holds are full.
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Table D-20 - Maximun Capacities and Drafts
by Cargo Type for Projected
Vessels in the Canadian Great
Lakes Dry Bulk Cargo Fleet (Grain)

: . Winter : Intermediate : Summer : _ Midsummer 5
T Max. t o : Max. : Max. : :Max. :
Vessel: Draft :Capacity 2. Draft:Capacity :Draft:Capacity :Draft:Capacity !
Class : (ft.) :(s. tons) : (ft.):(s. tons):(ft.):(s. tons):(ft.):(s. tons) :

1 :17.28 : 4,995 : 17.28: 4,995 :17.28: 4,995 :17.28: 4,995

© 20.57 : 8,680  :20.57: 8,680 :20.57: 8,680 :20.57: 8,680
©18.50 : 11,481  : 19.25: 11,036 :19.62: 12,180 119.62: 12,180
. 20,09 : 11,993 ¢ 20.75: 12,868 :20.75: 12,468 120.75: 12,468
. 22.86 : 17,160  : 22.86: 17,164 :22.86: 17,164 122.86: 17,164
D 28.71 - 21,478 : 2871 21,478 128.71: 21,478 :24.71: 21,478 ’

A O AW N

PN

7 :26.45 : 28,577  : 26.70: 28,997 :26.70: 28,997 :26.70: 28,997

"Maximum Drafts” shown are the lesser of the seasonal load line limit or
the maximum draft attainable at net capacity (see note 2).

2 ncapacities" shown are the lesser of the net load on board at the seasonal
load 1ine limit or the net load on board when the holds are full.

B
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Table D-21 - Seasonal Load Line Limits for
Vessels of Projected Canadian
Great Lakes Dry Bulk Cargo Fleet 1/

Draft in Feet
Winter : : - Midsummer
: (November : Intermediate : Summer : (June
Vessel : through :  (April and :  (May and : through
Class _: March) i October) : _September) : August)

1 :  18.82  :  19.13 . 19.52 19.82
2 . 2.5 i 22.88 P 3.6 24.11
3 18.98 i 19.79 L 0.4 20.63
4 20,00 i 20.91 P 21.68 22.12
5 23.23 i 23.78 L a8 25.17
6 25,12  :  25.89 R TR 26.71
7 i 2.5 i 26.65 L s 28.22

1/ Combined fTeet; 1.e., buTk frefghters and self-unloaders.

Consequently, the "capacity" shown is the lesser of the net load on board at
the seasonal load line limit or the net load on board when the holds are
full.

The most important effect of variation in water depth on shipping, is on
the operating draft of the ship. For example, an inch less draft for a Class
7 ship means 130 tons less caryo can be carried. This translates into a
requirement for more trips to move a given volume of cargo. More trips
involves more time, which in turn raises the unit transportation cost.

Values of the net capacity per inch of draft, or “immersion factors" for the
seven classes in the existing Canadian fleet are given in Table D-22. These
are average values for vessels of the approximate average carrying capacity
shown and apply when the vessel is near its maximum loaded condition. An
immersion value for the possible new 1,000-foot lakers to be used in the coal
trades has been approximated at 230 short tons per inch.




Table D-22 - Immersion Factors for
Canadian Great Lakes
Dry Bulk Fleet

Approximate Average Maximum : Net Capacity Per Inch

: Carrying Capacity : of Immersion
Class : (short tons) : (short tons)
1 i 6,063 ; 42
2 ; 10,892 i 67
3 10,752 § 67
4 13,455 ; 79
5 19,604 ; 100
6 24,098 ; 112
7 i 31,548 ; 129
10 i 65,000 : 230

Canadian Fleet - Distribution of Commerce by Fleet Nationality and
Vessel Clase: Present and future utilization of the total Canadian fleet in
the four bulk commodity trades are given in Table D-23. These forecasts were
prepared by comparing the total annual ton-mile capacity of all vessels in
each class engaged in the given trade, with the total forecast ton-miles for
that trade for the year. Ton-mile capacity for each class involved in a
given trade was determined from historical data or by multiplying the total
number of round trips possible on each lake-to-lake route involved in that
trade by the round-trip distarce, summing, and multiplying the result by the
average load capacity for that vessel class.

Canadian Fleet - Average Operating Speeds: The round-trip time involved
on a given trade route is largely a function of the speed of the vessel in
open water and of the time required to transit canals, channels and locks on
the route. The average operating speeds for vessel classes in the Canadian
fleet are given in Table D-24. These represent the average speed of all
vessels in the size range specified, and take into account typical delays
encountered in transiting the locks at Sault Ste. Marie, the Welland Canal,
and the St. Lawrence River, as well as speed restrictions in the St. Marys
River, St. Clair and Detroit Rivers, Welland Canal and reaches of the St.
Lawrence Seaway below Lake Ontario. Intralake traffic, even though not
restricted by speed limits and waiting time at locks, is generally of the
smaller class of vessel, so it has been assumed that its average speed would
be about the same as that of traffic in larger vessel sizes after delay time
has been accounted for.

D-49

L VNN




" 1 S - ">
w0 ™ N nuwno
o™ o o o s o o
Ed o CQOOONNLW OOOoONNN
Q N [~4] -]
1]
1= [=} 5177 —~OOoOOM,M
;-] o e o o e o o o
f— o 0000882 OO0OOOVMOO
= N =} ~
]
[ —
[, -] KXY . o
+» o
(L4 o 6752 nOoOOoWw
QO e (=2 e o » e o o »
| S ¥a) [=,] 0000981 OCOOCOOOMN
O Y4 -4 [+ ] —t [T=]
Y- -
cC o (1]
o - hoe| o0 o . se s e ss 20
-1T r
- - Vel ™ O O N O WD~ O
[ -] -] 0 ¢ o o o e o o o o
[ =3~ KD (=] OOON~O=r OOOTMmO
< — — e~ -t —t D
[0 -] L d
(&) [
L (7] Q) ee o] o o0
Ox »n m
—_— Q 361668 NHOOOO
[ X ('] o0 o o o o »
(=X N &) o, [=}) 0003301 OO =IO W
— — — et~ — - 0D
= Dy
3% 0
L0 n s o]
Dt [
- o o
P UO> ~ ol
"N \ o < < [ Nl ae N =, DO <O~
o 5 Do o - . . e o o o o
oJo ~ Q@ QOO MMO OO~ OO
N > - P — n
1 — <
o o oo ool
Ry
o (24
-
[V) + +
— (7] [
£ [ (=3
< m a
| x
* (=] w
“ ' —_ N MO ! AN WOWON
— [ 1] .1}
(5] o |
o o
c =
[=] o
| -
- Load
L3 .
L4 -]

Iron Ore - Import

c.

™M AN W
L3 L]
OCOOONNM

(Vo I I o N
o o o »
000088%

6752
0000989

™ WO WO N
. o & o o
COON~ON
—t

MO — OO0

L d L] L4 [ ] L] L]
OCO0OOMMOO
— - O

< < MNN=
¢ o e o o o
OO0OO~MNMO

-t P

—ANMET DO

Coal - All

D.

5 51..72

* L 4
20000031
0 —¢

o ~O 0N
. e o o o @
300030&8

L4 L . L L
3000530%0

™ O < OWw
» L L4 L] Ad
300031”0

wn A~NOO
. e o o o
300031%0

DO NN Ot
¢ o o & o o o
001271“0

—-NMET N ONO
-t

D-50

M T N




Lakes Dry Bulk Cargo Traffic
By Vessel Class (Cont'd)

Table D-23 - Distribution of Canadian Great

Percent Carried by Canadian Fleet

1980 :

: 1973-76 :

1990 : 2000 :

1985 :

2035

Class

:_Average :
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Table D-23 - Distribution of Canadian Great

Lakes Dry Bulk Cargo Traffic
By Vessel Class (Cont'd)

Class

: 1973-76 :

Percent Carried by Canadian Fleet

I. Grain - Import

NONE&WN -

5.0 3.6 3.1 : 2.8: 2.5: 1.
0.4 0.1 0.1: 0.1: 0.1: O
3.5 0.3 0.2: 0 : 0 : O
6.1 5.2 3.9: 0 : 0 : O
15.2 12.9 11.2 : 8.2: 6.3: O
10.2 9.2 9.0 : 81: 7.6: 2.
52.6 61.7 65.5 : 73.8 : 76.5 : 88.

: Average : 1980 : 1985 : 1990 : 2000 : 2035

Table D-24 - Operating Speeds for Canadian

Great Lakes Dry Bulk Vessels

Class

Speed in Statute Miles Per Hour

1

~N Oy W N

10

14
14
14
14
14
14
14
17

AT BT A n o Be e e WAy AT e 4
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Canadian Fleot - Vessel Operating Costs: Operating costs for Canadian
lakers are given in Table D-25. These costs represent the approximate
average operating costs for all dry bulk vessels in each class in mid-July
1979. They were developed from information on vessel running costs obtained
by the St. Lawrence Seaway Authority from vessel operators, and vessel capi-
tal costs obtained from the Department of Industry, Trade, and Commerce.
Operating costs were computed on the basis of a 250-day operating year and a
15 percent profit margin to the ship operator. Construction costs, after
subsidy, were amortized over a 10-year period at 8.5 percent. The subsidy
Tevel was 20 percent. The operating cost of the proposed Class 10 coal
vessels has been estimated to be $2,237 per hour.

2.5.4 Physical and Operational Characteristics of the Navigation System

Water Depths: The water levels of the Great Lakes vary from year to
year, and from month to month during each year. The higher levels for the
year occur during the summer months. The lower levels occur during the
winter months. The seasonal variation between the summer high and the winter

low averages about 1 foot on the upper lakes, 1-1/2-feet on Lake Erie, and
nearly 2 feet on Lake Ontario.

Navigable channel depths (project depths) and charted depths in the
Great Lakes are recorded in feet below low water datum, which is a plane on
each lake and a sloping surface on each outflow river. Low water datum ele-
vations (Chart Datum) are given in feet above the mean water level in the
Gulf of St. Lawrence at Father Point, Quebec, Internationai Great Lakes Datum
(1955). Low water datum elevations represent what might be termed the
average low water levels rather than the extreme low water levels.

The sloping surfaces representing low water datum in the St. Clair,
Detroit, and Niagara Rivers are the surfaces of the rivers which would exist
under conditions of stable flow with the water surfaces of the influencing
lakes at their low water datum elevations. For the St. Marys River and the
Montreal to Lake Ontario reach of the St. Lawrence River, low water datums
are the sloping surfaces of the rivers when the water surfaces of the
influencing lakes are at their low water datum elevations and/or specified
water surface elevations exist at designated points on the rivers.

With the low water datums as planes of references, depths in navigation
channels are generally equal to or greater than project depths except during

extreme low water years, such as those which occurred during the mid-1920's,
mid-1930's and the early 1960's.

One inch of vessel draft on a freighter of 25,000 tons carrying capacity
represents 125 short tons of cargo. On a 1,000-foot, 68,000-ton capacity
bulk carrier, 1 inch means a loss or gain of 230 tons or about 0.3 percent of
carrying capacity. It is evident that raising or lowering of water levels
will affect both the volume and the unit cost of cargo movements. It is
therefore desirable that a relatively stable water level, uniformly balanced
relative to low water datum throughout the system, be maintained on the Great
Lakes and that occurrences of extreme low lake levels be reduced.
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Table D-25 - Operating Costs for Canadian Great Lakes
Dry Bulk Vessels (July 1979)

Class : Operating Cost (% Per Hour)
1 i 555
2 ; 667
3 792
4 997
5 1,095
6 1,200
7 ; 1,509
10 i 2,237

Major channels and harbors on the Great Lakes are authorized and
dredged to a 27-foot system depth. The ship channel in the St. Lawrence

River up to and including some berths in Montreal Harbor are maintained at a
35-foot depth.

Allowable Drafts: The legal draft to which a vessel may load, known as
the load line limit, is assigned by the U.S. Coast Guard arnd the Canada
Shipping Act. The load line is not the same throughout the navigation
season, but varies according to the time of year. The year is divided into
four navigation "seasons" and a specific load line is assigned to each vessel
for each season. Tables D-10, D-11, and D-21 give the averaye seasonal load
line limits for United States and Canadian Great Lakes fleets, respectively.

For the purpose of this study, it is assumed that shios would operate
with a minimum net underkeel clearance of 1-1/2 feet. That is, if the water
level is at low water datum (LWD) a ship would not load to a draft greater
than 256.5 feet (27.0 feet minus 1.5 feet underkeel clearance for squat,

maneuverability, etc.). If the water level were 1 foot above LWD, a ship
could load to 26.5 feet.

Shipping Season: The shipping season is assumed to be 9 months on the
upper four lakes and the Welland Canal and 8-1/2 months on Lake Ontario and .
the St. Lawrence River down to Montreal. These are considered to be the i
current normal operating seasons without consideration of any season :
extension. The effect of season extension on the impact of lake regulation
on navigation is discussed in Section 4, Sensitivity Analyses.
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Route Mileages: The average route mileages from lake of origin to lake
of destination were determined by weighting the trip distance between
shipping and receiving harbors by the tonnage involved, summing the totals
for each lake and dividing by the total tons for all routes. The average one
way route mileages are shown in Table D-26 for United States trades and in
Table D-27 for Canadian trades.

Backhauling: The percent of time ships return empty to the shipping
harbor is used to determine the portion of the total round trip that should
be charged to the commodity carried. For example, the class 10, 1,000-foot
long ships are committed to carry a single commodity such as iron ore and
return empty for another load of ore after each trip. Thus, 100 percent of
, the loaded trip plus 100 percent of the return trip, plus loading and
i unloading time, is charged to the commodity carried. The round trip factor
: is then 200 percent plus loading and unloading time. If a ship carries some
i other commodity for part o~ all of the backhaul, then the portion of the
; round trip charged to each commodity is prorated according to the length of
the loaded trip for each commodity. Round trip time factors are shown in
Tables D-28 and D-29 for United States and Canadian trades, respectively.
These factors were determined by examining the detailed records of each
ship's trips during tihe entire 1976 shipping season. The 1976 records were
the latest available at the time of the analysis.

Turnaround Time in Port: The port turnaround time for United States
vessels, consisting of loading and unloading times, docking, taking on

stores, supplies and equipment, and minor maintenance and repair, were deter-
mined as follows:

a. Bulk Carriers. Information in Greenwoods Guide shows loading and
unloading rates at docks in the Great Lakes. Loading rates for iron ore vary
from 3,000 to 6,000 tons per hour (TPH) and average 4,000 TPH. Unloading
rates vary from 200 TPH to 3,500 TPH and average 2,300 TPH weighted by
storage capacity at dock. It is assumed that the trend toward more efficient
use of equipment will result in a shift to the more rapid unloading equipment
and the average of the unloading rates of 2,000 or higher is more represent-
ative of the 50-year period. Therefore, 2,500 was used, resulting in an
average of locding and unloading rates of 3,300 TPH.

Average loading and unloading times are calculated by dividing the ship
capacity by the 3,300 TPH, assuming .8 efficiency and adding 2 hours for
maneuvering and docking times (one hour at each end of trip). The loading
and unloading times for bulk carriers are shown in Tables D-30, 31, and 32.

b. Self-Unloaders. Loading rates at docks are given in Greenwoods Guide
and average 4,000 tons per hour. Unloading rates are claimed to be as high
as 10,000 TPH for class 10 vessels. Such rates have not been achieved under
actual operating conditions. It is considered that a rate of 5,000 or 6,000
TPH is the maximum for class 10 vessels. The rate for smaller vessels (class
5 or 6) is considerably less, say 3,000 to 4,000 TPH. Average unloading
times are calculated by dividing the ship capacity by the unloading rate as
shown in Table D-33. A lower range of rates was used for the smaller and
older ships and a higher range for the bigger and newer ships.
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Table D-26 - U. S. Fleet Shipment Distances by Origin
and Destination, Traffic Type and Commodity
Trade (Statute Miles)

i Route :  Domestic Traffic : Import Traffic :  Export Traffic
! :Desti-:Iron: :Lime-: : Iron: :Lime-: :Iron: :Lime-:
Origin :nation:Ore :Coal:stone:Grain: Ore :Coal:stone:Grain:Ore :Coal:stone:Grain

. 200:

: 180:

S S - L - - - - -
S M : 780: 820: 300 : 810: 700: - - :69 : - - - -
) S H :690: 730: 170 : - : - : - - 1 = 1= : = - -
§ S E : 800: 900: 530 : 980: 700: - - : 860 : 840: - - -
| s 0 - -: - :1,020: - : - - @ = :930: - - -
: S :S8LS :- : ~-: - :1,700: - - - - 1= - - :1,710
M S ¢~ :500: - : - - - - - - - ! - -
M M : 290: 130: 280 : - - - - - - - : - -
M H :440: - : 360 : - - - - - - - : 440 -
M E :560: -:50: - - - - - - - : - -
M : 0 - - - : - - - - - 725: - - 1,000
M : SLS - - - - - - - - - - - 1,700
H : S - - : 510 - - - - - - - 100 : -
H : M - - : 360 - 470: - - - - - - =
H : H - - : 240 - 300: - - - - - :100: - .
i H : E - - : 410 - 300: - - - - - :1330: - ;
. H : SLS - - - - - - - - - - :870: 1,170 ;
1 : : : : . i
E : S - : 710: - - - - - - - : 400: - -
E : M - 1720 - : - - - - - - e = -
E : H - :330: 110 : - - - - - - : 240: - -
E : E - : 60: 50 : - - - - - - : 90: - -
E : 0 - - - ! - - - - - - :350: - : 560
E : SLS - - - - - - - - - :800: - : 1,030
0 & SLS: M - :1,680: - - - - -
0 & SLS: E - ¢ 960: - : - -
0&SLS: O - -

P
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Table D-27 - Canadian Fleet Shipment Distances by Origin
and Destination, Traffic Type and Commodity
Trade (Statute Miles)

Route : Domestic Traffic Import Traffic :  Export Traffic

:Desti-:Iron:

:Lime-: : Iron: Lime-: :Iron : :Lime-:

Origin :nation:0Ore :Coal :stone:Grain: Ore :Coal:stone:Grain:Ore :Coal:stone:Grain

S

- : 180:

: - ¢ = :1,097:

s
[
1t
[
’
—
- w
=
=
o ~
(.
'
)

S : 266: - - - - - - - -
S M - 1 - - - - - - - : 695: - - 632
S H - : 542: - 532: - : - - 693: - : - - -
S E : 750: 807: -~ 844: 836: - - - : 690: - - 862
S 0 :913: 913: -~ : 904: 952: - - - - - - -
S SIS ¢+ - ¢ - ~ :1,200: - : - - :1,320: - : - - -
S EX : - - - :1,602: - - - :1,835: - : - - -
M S - - - - ¢ - :63: - : - : - - - -
M H - - - - ¢ = 1= : - : 550 - : - - -
M E - - - - - 1 - 585: - : - : - - -
M 0 - - - - @ 725: - - ¢ 932: - - - -
M SLS @ - - - - 1 - - - :1,219: - : - - -
M EX - - - - - - - :1,740: - : - - -
H S - - - - - - 113: - - - -
H M - - - - - - - - 469: - -
H H - - - 250: - - 179: - 305: 280: - -
H E 536: - - - - - 258: - 430: - - -
H 0 - @ - - - - - - = 1 - - -
H SLS @ - - - 650: - - 870: 797: - : - - -
H EX - - - :1,278: - - - :1,363: - : - - -
-+ - : 400: - : - - - - -
- ¢ - :230: 135: - - - - 1 -
- ¢ - : 84: 60: - : - - 145: -
- ¢ - :218 -~ : 288: - - - 1 -
421: - : 568: - : 540: - - -
800: - - - - -
525: - - - - - - - -
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Table D-28 - Round Trip Distance Factors for the U.S. Fleet
by Vessel Class and Commodity Trade
(Percent of Loaded Trip Time plus Loading
and Unloading Hours)

Vessel Class ;

Commodity Trade

{ron Ore Coal Limestone Grain
5 . 170% + 20 hrs. : 150% + 20 hrs. : 160% + 20 hrs. : 1508 + 20 hrs.
6 L 1708 + 22 hrs. : 1508 + 22 hrs. : 160% + 22 hrs. : 160% + 22 hrs.
6w 180% + 24 hrs. 150% + 24 hrs. - ; -
7 © 180% + 22 hrs. : 180% + 22 hrs. : 180% + 22 hrs. : 180% + 22 hrs.
W :180% + 22 hrs. : - . 2008 + 22 hrs. : -
8 . 200% + 22 hrs. : 2008 + 22 hrs. : - ; -
8a i 200% + 26 hrs. ; - ; 200% + 26 hrs. ; 200% + 26 hrs.
o - } 2008 + 26 hrs. : - : -
9 . 200% + 26 hrs. : - ; - -
10 : 200% + 28 hrs. : 2008 + 28 hrs. - -
11 :200% + 30 hrs. : 200% + 30 hrs. : 200% + 30 hrs. : 200% + 30 hrs.

1/ A factor of 200 percent means vessel carries only one commodity and entire
trip is chargeable to that commodity.

A factor of 100 percent means vessel
carries one cargo in one direction and another cargo on return trip.

of 125 percent means that loaded trip plus 25 percent of return trip is

chargeable to cargo shown and 75 percent is chargeable to some other cargo
carried on some return trips.
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Table D-29 - Round Trip Distance Factors for the Canadian Fleet
by Vessel Class and Commodity Trade
(Percent of Loaded Trip Time

1 Vessel U Commodity Trade
, Class Wl Grain__: IronOre : Coal : Limestone
i 1 U 200 2/ 200 : 200 200
% W 200 : 200 : 200 200
g 2 U 200 : 200 . 200 - 200
: W 200 : 200 : 200 : 200
| : : :
: 3 U 200 : 200 ¢ 200 : 200
' W 160 : 160 : 200 : 200
: 4 U 180 : 180 i 200 200
W 137 : 135 . 200 : 200
5 U 180 : 180 : 200 200
W 130 : 138 : 200 : 200
6 U 200 : 200 : 200 - 200
W 132 : 134 : 200 : 200
i 7 U 200 : 200 : 200 200
W 137 : 143 : 200 : 200
g 1/ U - For inter- and intralake trades on the Upper Lakes, i.e., S, M, H, and
! E, which do not pass through the Welland Canal.
W - For all interlake trades which pass through the Welland Canal.
2/ Factor of 200 percent represents “"dedicated" routing, i.e., no, or
insignificant, backhaul.

D-59




Table D-30 - Loading Rates at U.S. Harbors

_Loading Rate, tons per hour

Harbor Iron Ore Coal
Duluth 3,500 8,500
Superior 3,200 -
Silver Bay 5,000 -
Taconite 6,000 -
Two Harbors 3,800 -
Marquette 3,100 -
Escanaba 2,500 -
Chicago - 2,500
Toledo - 3,000
Ashtabula - 7,000
Conneaut - 7,700
Sandusky - ; 3,500

27,100 : 32,200
Average Rate 4,000 TPH ; 5,400 TPH




Table D-31 - Iron Ore Unloading Rate at U.S. Harbors -
Bulk Carriers

Tons of Traffic : UnToading Rate
l Harbor : (Millions) : (Tons per Hour)

Ashtabula

2,500
1,500
2,600 ]
500 j
200

: : 200

i Burns Waterway : : 2,200
: Cleveland : 1.0 : 3,300
) M .5 . 650
; : .8 : 1,000
; : .8 : 900
: : 2,300

Conneaut : 3.2 : 3,500

Detroit : : 1,000

: 1.0 : 800

: 500

450
350
200
1,400
500
2,500
1,700
1,450
2,000
1,000
1,000
1,200
1,900
630
200

: 900

2.0 : 2,000

.4 : 1,000

.9 : 1,400

: 2.1 : 600

Toledo : : 1,450
: : 1,050

1,700

: : 600

Trenton : 1.8 : 700

1.
1.
3.

Buffalo

N ~NOONO

.
[ =]

w N

Gary
Huron
Indian Harbor

Lorain

NN
[ ] L ] L ] -

L]
O NNO=ROOONOLO

South Chicago

Average unloading rate é,300‘TFﬁ (weighted by toné of traffic). The highest
unloading rates are considered more representative of corditions over the
50-year project 1ife. The average of these rates is 2,500 TPH.
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Table D-32 - Loading and Unloading Time
U. S. Bulk Carriers

Class 5:

Class 6:

Class 6w:

Class 7:

Class 7w:

Class 8:

Class 8a:

Class 8w:

Class 9:

Class 10:

2 x 22,000 (capacity class 5) , _1
3,100 .80 (eff.)

26,000 (capacity class 6) 20 hrs. + 2 hrs. =24 + 2 = 26

22,000 (capacity class 5)

2 x 37,900 (capacity class 6w) _%ﬁ +2 hrs. =29 + 2 = 31

23 +2=25

2 x 30,400 (capacity class7) x 1 +2
3,300 0

39,400 (capacity class 7w) 4 23 hrs. + 2 = 30 + 2
30,400 (capacity class 7)

32

2 x 29,700 (capacity class 8) , 1 +2=21+2=23
50 8

36,400 (capacity class 8a) l1+2=26+2-=28
2 X ey X8

49,300 icagacitx class 8w¢ x 26 hrs. + 2 =35 + 2 =37
,400 (capacity class 8a

49,800 (capacity class 9) , 26 hrs. + 2 = 36 + 2 = 38
36,400 (capacity class 8a)

No bulk carriers in this class.

+2hrs. =18 + 2 =20
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Table D-33 - Vessel Loading and Unloading Time; U. S. Fleet

Time, hours
: : :  Weighted
Vessel Class : Bulk Carriers : Self-Unloaders : Average Time

; 5 : 20 : 20 : 20
’ 6 : 26 : 21 : 22

6w : 31 : 28 : 24

7 : 25 : 21 : 22

Tw : 32 : 22 : 22

8 : 23 : 21 : 22 1
X 8a : 28 : 25 : 26
; 8w : 37 : 24 : 26
| 9 : 38 : 26 : 26 ;
' 10 : : 28 : 28
? 11 : : 30 : 30 ;j
{ : : : j

UnToading Times for Self-Unloaders, hours ;

Average Unloading Rate, tons/hour |
Vessel Class : 3,0 : . : N : . : . I
5 : 20/ . : : : f?
i . 6 : 21 : 23 : : :
‘ 6w : : 24 : 21 : : :
7 : : 21 : : : 1
Tw : : : 22 : :
8 : : 21 : 4
8a : : 25 : :
8w : : : 26 : 24
9 : : : 26 : 24 :
10 : : : 36 : 31 : 28
11 : : : : : 30
1/ Times are determined by:
(2) (Maximum Ship Capacity) (Efficiency = .8) 4 (maneuvering time
Average Rate = 2 hrs.)
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Personnel employed in lake fleet operations have indicated that average
unloading time to stockpile is 8 to 12 hours for self unloaders and longer
for bulk carriers. Loading rates can be as short as 5 to 8 hours, but nor-
mally require 10 to 20 hours. The normal combined rates would then be 18 to
32 hours which encompass the range used in this study of 20 to 30 hours.
Selections of time were weighted slightly toward the self-unloader fleet as
this represents the most recent and fastest growing portion of the fleet.

The average turnaround time in port for the Canadian trades are given in
Table D-34. These are average times for the combined fleet of bulkers and
sel f-unloaders. They were determined in a manner similar to that used for
United States ships. The total time spent in port consists of time to berth
and de-berth, load and unload, take on supplies, have minor maintenance
performed, make measurements and documentation, and average waiting time.

The mean loading and unloading rates for the major Canadian and United States
terminal facilities used in the Canadian trades, which were used to develop
average loading and unloading times, are given in Tables D-35 through D-38.

Shallow Draft United States Harbors : A shallow draft harbor is
defined as "any harbor or dock area with less than 27 feet of water depth
available." Traffic tapes were analyzed for 1976, the most recent year that
tapes were available, to determine the traffic at 27-foot and less than
27-foot deep harbors. Results are shown on Tables D-39 through D-42.

Nearly all of the iron ore shipped on the Great Lakes is shipped and received
at harbors having system depth of 27 feet. Nearly all of the grain travels
at 27 feet with the exception of U.S. grain shipped to Buffalo, NY (about 1.5
million tons annually), which is received at less than 27-foot docks.

However, 1imestone and coal are shipped to many of the smaller harbors
for use in the construction industry and as fuel. Some of the shipping and
receiving harbors have not been dredged to 27 feet, but offer only 20 to
25-foot water depths. There are many reasons for this, such as, lack of suf-
ficient commerce, long and/or restrictive channels to negotiate, difficult
and/or expensive dredging required for deepening.

The percent of traffic at harbor locations with depths less than 27 feet
is determined as described in the following paragraphs and shown in Tables
D-43, 44, and 45 for projection years 1985, 2000, and 2035, respectively.

a. Iron Ores. Harbors shipping or receiving iron ore on Lakes
Superior and Michigan are all at 27 feet. However, about 10 to 11 million
tons of iron ore received on Lake Erie is restricted in draft. At Cleveland
Harbor, about 1 to 2 million tons is received on the Cuyahoga River at
23-foot draft. In addition, Canadian shipping harbors on Lake Huron are at
25-foot draft and the Rouge River (Ford Plant) dock is at 25 feet and
receives about 1-1/2 million tons of ore annually. Therefore, about 12
million tons or 17 percent of the 70 million tons shipped in U.S. ships must
be shipped at less than 27 feet. The weighted average depth for these
harbors is 23.4 feet.
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Table D-34 - Average Turnaround Time in Port
for Canadian Combined Fleet

Vessel Class : Turnaround Time, Hours

20
20
20
20
22
22
22
10 26
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Table D-35 - Average Loading and Unloading Rates at Major
Terminals used in the Canadian Dry Bulk Trades
(Iron Ore)
Loading Terminals : Unloading Terminals
: : Average Rate, : : Average Rate,
i Harbor : Number : Tons/Hour : Number : Tons/Hour
% Canadian Ports
1 Lake Superior: : : : : .
s Michipicoten 1 : 1,700
Thunder Bay : 2 : 6,000 : : »
} Sault Ste. Marie : : : 1 : S.U.'s only 1/
; Lake Huron: : : : :
! Depot Harbor 1 1,500
' Little Current 1 2,700
' Lake Erie: :
i Port Colborne 1 : S.U.'s only
1 Nanticoke 1 : S.U.'s only {
} Lake Ontario: : : : : }
f Picton : 1 : 2,200 : :
; Hamilton : : : 3 : 1,270 1
: St. Lawrence River:: : : :
Sept Iles : 2
Port Cartier 1
Contrecoeur 2 1,925 5
United States Ports ;
' Lake Superior: :
Duluth 1 3,500 : : T
‘ Marquette 1 3,100 : : i
‘ Silver Bay 1 5,000 : : :
Superior 1 3,200 i
Taconite 1 6,000 i
Two Harbors 1 3,800 i
Lake Michigan: ? ;
Burns Waterway 1 2,200 ]
Portage 1 2,500 '
Gary 1 1,450 b
Indiana Harbor 3 1,340 |
Chicago : : 4 1,630
Escanaba : 1 : 2,500
Lake Erie: : s
Ashtabula 2 2,000
Buffalo 1 2,600
Cleveland 4 1,880
L~arnaut 1 3,500
it 5 840
Luiuin 2 1,550
Toledo 3 1,400
. Huron 1 1,770
3 1/ S.U. =Self-UnToader




Table D-36 - Average Loading and Unloading Rates at Major
Terminals used in the Canadian Dry Bulk Trades

(Coal)
Loading Terminals : Unloading Terminals
: ¢ Average Rate, : ¢ Average Rate,
Harbor : Number : Tons/Hour : Number : Tons/Hour

Canadian Ports

Lake Superior:
Marathon

: S.U.'s only L/
Thunder Bay :

only

—
w
L]
o
L ]
[

; sault Ste. Marie :

; S.U.'s only
; Lake Huron: :

Little Current 1 : S.U.'s only
Courtwright 1 : S.U.'s only
Lake Erie: :
Windsor 1 : S.U.'s only
Nanticoke 1 : S.U.'s only
Kingsville 1 : S.U.'s only
i Port Stanley 1 : S.U.'s only
; Lake Ontario: : : :
‘ Oshawa : : 1 : S.U.'s only
4 Toronto : : 1 : S.U.'s only
Lakeview : : 1 : S.U.'s only
St. Lawrence River:: : :
Montreal : : 1 : 600

| United States Ports

Lake Michigan: :
Chicago : 1 : 2,500

Lake Erie: : : :
Ashtabula 1 8,000
Conneaut 1 10,000
Toledo 6 2,650

17°5.0. = SeTf-UnToader
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Loading Terminals Unloading Terminals
Average Rate, : Average Rate,
! Harbor Number Tons/Hour Number Tons/MHour
; Canadian Ports
i
: Lake Superior: :
; Thunder Bay 1 . S.U.'s only 1/
! 1 : 65
% Michipicoten : 1 : S.U.'s only
, Sault Ste. Marie : 2 : S.U.'s only
: Lake Huron: : :
; Killarney 1 2,000 :
i Whitefish 1 : 1,000
, Courtwright 1 : S.U.'s only
‘ Sarnia 5 : S.U.'s only
‘ Parry Sound 1 : S.U.'s only
Sombra 2 : S.U.'s only
Serpent River 1 : S.U.'s only
Lake Erie: :
Port Colbourne 2 1,400
Windsor 1 400 4 S.U.'s only
Amherstburg
Kingsville 1 S.U.'s only
Killarney 1 2,000
Lake Ontario:
Bathe 1 900
( Hamilton 2 400 3 S.U.'s only
{ Picton 2 1,000 1 S.U.'s only
% Clarkson 1 2,000
i Colborne 1 1,000
Toronto : 1 400 3 S.U.'s only
St. Lawrence River::
Montreal 4 500 3 S.U.'s only
Sept. Iles 2 700
1 S.U.'s only
Baie Comeau 3 140 1 200
Quebec 1 500
United States Ports
Lake Superior: :
Superior 2 400 2 : 350
Duluth 1 1,500 1 : 700
Lake Huron: :
Calcite 2 3,900 2 : S.U.'s only
Drummond Is. 1 2,000 :
Stoneport 1 2,500 1 : S.U.'s only
Lake Erie: : :
Conneaut 1 S.L.'s On1y2/: 1 :S.U.'s only
Marblehead 1 1,500 : :
Cleveland 1 1,200
1/ 5.U. = SelTf-UnToader —
2/ s.L. = Self-Loader
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Table D-37 - Average Loading and Unloading Rates at Major
Terminals used in the Canadian Dry Bulk Trades
(Limestone)




Table D-38 - Average Loading and Unloading Rates at Major
Terminals used in the Canadian Dry Bulk Trades
(Grain)
Loading Terminals :  Unloading Terminals
: Average Rate, : : Average Rate,
Harbor : Number : Bushels/Hour : Number : Bushels/Hour
Canadian Harbors
Lake Superior: : :
Thunder Bay : 25 : 48,840 4 10,300
1 Lake Huron: : :
Collingwood 1 16,000 1 16,000
; Goderich 1 12,000 2 18,500
! Midland 3 15,700 3 31,700
‘ Owen Sound 1 15,000 1 22,000
| Port McNicholl 1 12,000 1 49,000
4 Sarnia 1 22,000 1 30,000
' Wallaceburg 1 15,000 1
; Lake Erie:
Port Colborne 2 58,000 2 28,000
Windsor : :
Port Stanley : 1 : 22,000 1 15,000
Lake Ontario: : :
Toronto 3 18,400 3 10,000
Kingston 2 44,000 1 35,000
Hamilton : 1 5,000
St. Lawrence River::
Montreal : 5 99,200 4 41,250
Baie Comeau 1 47,000 1 85,000
Port Cartier 1 70,000 1 100,000
Quebec 1 45,000 2 80,000
Sorel 2 65,000 1 32,000
Trois Rivieres 1 55,000 1 45,000
: Cardinal : : 1 15,000
Prescott : 1 : 80,000 1 96,000
United States
Harbors
Lake Superior: : :
Duluth : 13 : 26,900 3 10,000
Superior : 15 : 23,700 3 15,300
Lake Michigan : :
Chicago 8 34,400 7 11,000
Milwaukee 2 26,000 2 10,000
Lake Hurcn:
Saginaw 2 30,000
Lake Erie:
Toledo 3 40,700
Detroit : :
Huron 1 15,000 : 1 : 20,000
Buffalo 4 14,500 : 5 : 22,600
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Table D-39 - Iron Ore Traffic at U.S. Harbors for 1976

Millions of Tons

L. Huron
St. Clair River

Detroit River

Detroit Harbor

Rouge River

Trenton
Total

At less than

/ Thru Traffic _
/ Some ore (perhaps 1 to 1-1/2 millfon tons) is received at Ford plant at
25' project depth.

27!

27!

27!

27!
27

27!

Up

Up

Down

0.1 Can.

1.2 Can.

0 U' S.
0.6 Can.
7.9 U.S.

e

(Yo XS, N No.]
(7, =]
* o

cOoOacO

o 400 (=N )

Harbor Depth Receipts Shipments
L. Superior
Two Harbors 27! 8.3
Duluth - Superior 27! 0.3 Can.
22‘3 Ul S.
Presque Isle 27° 1.2 Can.
5.0 U.S.
Silver Bay 27' 10.8
Taconite 27! 11.5
Total T9.4
At less than 27' 0
L. Michigan
Escanaga 27! 0 11.5
Calumet Har. & River 27! 2.4 Can.
6.0 U.S.
Indiana Harbor 27' 2.6 Can.
8.4 U.S.
Burns Waterway 27! 0.04 Can.
4.1 U.S.
Gary Harbor 27" 8.0 U.S.
Total 31.5 1.5
At less than 27! 0 0

n3
s o
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Table D-39 - Iron Ore Traffic at U.S. Harbors for 1976 (Cont'd)
: : Millions of Tons
Harbor :  Depth : Receipts :  Shipments
L. Erie : :
Toledo : 27' : 0.6 Can.
: : 4.2 U.S.
Sandusky : 27" : .02 Can.
Huron : 25' : .2 Can.
: : 1.7 U.S.
lorain : 27! : 0.4 Can.
: : 4.1 U.S.
Cleveland 27 & 23" 3.0 Can.
: : 10.4 Y.S.
23’ : 9,0 1/
Fairport : : 0
Ashtabula : 27! 1.3 Can.
: : 4,7 U.S.
Conneaut : 27" : 2.3 Can.
: : 6.1 U.S.
Erie : : 0
Buffalo 27' (1.9) & 22' (1.5) 3.4 Can.
Total : : 7.7 :
At less than Y A 12.4 1/ (29% of Total)

Lake Ontario - None at ﬁ. S. Harbors

I/ Up to 9.0 offToaded at 27" by 1985.
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Table D-40 - Coal Traffic at U.S. Harbors for 1976 :
: : ~MiTTions of Tons
Harbor : Depth : Receipts :  Shipments
L. Superior : : :
DuTuth=Sup : 27t .9 : 2.2
Presque Isle : 21" 0.6 : 0
Marquette : 27' 0.5 :
Ashland : : 24' .1
Keweenaw : 25' .1
Silver Bay : 27" .2
Taconite : 27" .6 :
Total : : 3.0 : 2.2 o
At less than : 27" 0.2 (7% of Total) '
Sault Ste. Marie : 27" 2.8 Can.
: : 3.0 U.S.
Total : : 5.8
L. Michigan : : ;
fraverse City : r4 B .06 ]
Ludington : 20 .04
Muskegon : 27" 1.7
Grand Haven : 23" .1
Holland : 21’ .1
Burns : 27" .1
Indiana : 22' .2 :
Cal. Har & River : 27" 0 : 3.5
Milwaukee : 4 S .9 : o
Sheboygan : 21’ .03 :
Menominee : 28t .05 : I
Port Washington : 2" .9 : i
Manitowoe : 21' .15 : §
Green Bay : 24' 1.4 : !
Escanaba : 27 .2
Total : : 5.9 : 3.5 '
At less than : 27 ¢ 3.9 (66% of Total) O ]
L. Huron : : : ]
ATpena : 24' 0.6 :
Saginaw River : 4 S 1.7
Harbor Beach : 21' 0.3
St. Clair River : 27" U 1.5 :
: :  Down 0 (Note thru traffic Up
4.8 Can, 6.7 U.S.; j
: : Down 0.1) ]
Detroit River : 27 W 6.2 (Note thru traffic Up ‘
: : 4.8 Can, 8.3 U.S.;
Down 0.1)
Detroit Harbor 1.4 : 0
Rouge River 4.0 (2€27' : 0
: : 2025'): 0
Wyandotte : 27' 0.5 : 0
Trenton : V4 0.4 0
Calcite : : 0.04
Total : : 16.6 : 0
At less than : 21 5.0 (30% of Total) O
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Table D-40 - Coal! Traffic at U.S. Harbors for 1976 (Cont'd)

Millions of Tons

Harbor Depth Receipts :  Shipments
L. Erie :
Monroe 27! 1.0 :TO Can. TO U.S.
Toledo 27! 0 : 3.9 10.7
Sandusky 24' 0 : 2.9 2.1
Huron 0 : 0 0
Lorain 0 : 0 0
Cleveland 0 : 0 0
Fairport 0 : 0 0
Ashtabula 27" : 4.1 0.9
Conneaut 27 0 : 5.6 1.1
Erie 0 : 0 0
Buffalo 0 : 0 0
Niagara River 21’ 0.3 : 0 0
Total 1.3 : 18.% 13.8
At less than 27! 0.3 (25% of: 2.9 2.1
Total): (18% of (14% of
: Total) Total)
L. Ontario Avg. 16%
None at U.S. Harbors
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Table D-41 - Limestone Traffic at U.S. Harbors for 1976

: : Millions of Tons
Harbor : Depth : Receipts : __ Shipments
L. Superior : : :
U ut - Supo : 27. M 0.7 UoSa . 0
; Ashland : : 0.05 U.s. :
l ! H
! L. Michigan :
% Green giy : 4 : 0.2
| Manitowoc ¢ 21 : 0.0
Milwaukee : 2 : 0.01
Cal. Har & River :an 1.6
‘ Indiana Har 27 1.8
} Burns (Part of 2 0.5
| Indiana) :
: Buffington : 26' 2.0
i Gary Harbor :2n 1.6
i St. Joseph : a2 0.1
: Holland Harbor A 0.1
Grand Haven . 23! 0.5
Ludington : 20 1.0
Port Inland : 25! -0 3.3
Total : 9.7 : 3.3
At less than 21 3.9 (42% of: 3.3 (100%)
: Total):
L. Huron : : :
Drummond Island 27 : : 2.1
Port Dolomite (U.S. 27 : : 3.5
Steel) : : :
Calcite (U.S. Steel) : 25' (27': : 11.3
‘ : by 2000): :
r Stoneport . 25' (27': : 9.7
by 2000): :
Alpena ¢ 28 : : .07 Can.
Saginaw River ¢ 21! : 1.7 :
St. Clair River : 27 up ¢ 0.1 0
: 0 Down: 0
Thru Traffic Up : 0.1 Can.
Down 1.5 Can.
. . 13-4 UoSo
Detroit River : 27" Up : 0.2 0
: Down: 4,7 0
Thru Traffic Up : 0.2 Can.
0.1 U.S.
Down 0.3 Can.
: 8.7 U.S.
Detroft Harbor 27! 1.6 0
Rouge River 127" & 25 2.2
Wyandotte : 271 : 1.0
Trenton : 27 : 0.1 :
1 Total : : 1.5 : 26.7
At less than : 27 : 2.7 (25% : 21.1 (79%
i : : of total) : of Total,

0% b
2000
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Table D-41 - Limestone Traffic at U.S. Harbors for 1976 (Cont'd)

Millions of Tons

L. Ontario

None at U.S. Harbors

Harbor Depth Receipts :  Shipments
L. Erie
Toledo 27' 0.1
Marblehead 24" 0 1.3
. Sandusky 25' 0.2
Huron 25" 0.7
Lorain 21 : 1.3
Cleveland . 27" & 23' 1.9
Fairport 27 : 1.9
Ashtabula 27! 0.5
Conneaut 27! 1.3
Erie 27' 0.3
Buffalo 25' 1.7 :
Total 9.9 : 1.3
At less than 27' 4.0 (40% of: 1.3
Total) : (100%)

. by 2000 0.9 (10%)




Table D-42 - Grain Traffic at U.S. Harbors for 1976

Miilions of Tons

Harbor Depth Receipts Shipments
Lake Superior :
UulutE-guperior 27" : Overseas 2.2
: : Canadian 0.7
: U.S. 1.6
Total : 15
: At less than 27' 0
Lake Michigan :
Milwaukee 27! : Overseas : 0.2
: Canadian 0.1 : 0.1
: U.S. : 0.02
Chicago Harbor 27! : 0: 0
Lake Calumet 27! : Overseas : 0.2
+ Canadian 0.06
: U.S. (internal) 0.05
Calumet 27" : Overseas 0.8
: Canadian : 0.8
: U.S. (internal) 0.1 : 0.1
Total : 0.2 : 2.3
At less than 27' 0: 0
Lake Huron :
Saginaw River 25" : Canadian 0.2
Lake Erie :
oledo 27 : Overseas 1.5
: Canadian 2.0
Huron 25' : Canadian 0.2
Cleveland 23! + Canadian .01
: U.S. 0.1 :
Buffalal/ 24" : Canadian 0.04:
: U.S. 1.5 :
Total : 1.6 ; 3.7
At less than 27" 1.6 1/ 0.2 (5%
(100% of Total): of total)
Lake Ontario :
None at U. S. Harbors
T/ Received at 27" by 2000.
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Table D-43 - Percent of Year 1985 U.S. Traffic at Harbors with
Depths 1/» 2/ Less than 27' by Commodity, Origin
and Destination

| Route : Commodity
s Origin : Destination : IronQOre : Coal : Limestone : G(%jn
! : :
1
| S S - 0 - 0
S M 0 0 - -
‘ S H 0 0 - -
g S E 5-0 0 - 9000
t S 0 0 - - 0
é M S - 0 - -
; M M 0 70.0 100.0 -
! M H 0 0 100.0 -
| M E 5.0 - 100.0 -
‘ M 0 - - - 0
H S - - 10.0 -
H M 100.0 - 80.0 -
H H - - 80.0 -
H E 100.0 - 80.0 -
. E S - 15.0 100.0 -
i E M - 70.0 - -
£ H - 30.0 100.0 -
E E - 25-0 . 100¢0 -
E 0 - 20.0 : 100.0 0
~E SLS - 15.0 - -
0 & SLS M 0 0 -
0 & SLS E 30.0 - - -
0 & SLS 0 - 0 - : -
1/ Average Federal channel depth at these locations in feet below LWD is:

iron ore, 23.4 feet, coal, 23.0 feet, limestone, 24.1 feet,; grain, 23.8
feet.

2/ The first letter of each lake name is used to denote lake of origin or
destination.




Table D-44 - Percent of Year 2000 U.S. Traffic at Harbors with
Depths 1/» 2/ Less than 27' by Commodity, Origin
and Destination

Route : Commodity %
Origin_: Destination : IronOre : Coal : Limestone : Grain |
: : 3 O ST T A 4 f
!
s s - - - 0 3
S M 0 - - - ?
S H 0 0 - - '
S E 0 - - 0
S 0 0 - - 0
| .
: M M 0 50.0 100.0 -
i M H 0 - 100.0 -
i M E 0 100.0 -
; M 0 - - 0
'i H S - - 5.0 -
f; H M 100.0 - 40.0 -
! H H - - 25.0 -
H E 100.0 - 20.0 -
E S - 10.0 - -
t E M - 50.0 - -
! E H - 20.0 100.0 -
» E E - 15.0 100.0 -
E 0 - 15.0 - 0
0 & SLS M 0 0 -
0 & SLS E 15.0 - - -
0 & SLS 0 - - - -

1/ AVerage{FEderéT'channeTLdEpfh at these.1ocations %n feet beIow‘iHD 1s:

iron ore, 23.4 feet; coal, 23.0 feet; limestone, 24.1 feet; grain, 23.8
feet.

2/ The first letter of each lake name is used to denote lake of origin or
destination.
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Table D-45 - Percent of Year 2035 U.S. Traffic at Harbors with

Depths 1/» 2/ Less than 27' by Commodity, Origin
and Destination

Route : Commodity
‘ Origin : Destination : JIronOre : Coal : Limestone : Grain
i : : % : % : % S 4

‘ S S - - - 0
’ S M 0 - - -
i s H 0 0 ; )
! S E 0 - - 0
« S 0 0 - - 0
!
: M M 0 15.0 50.0 -
! M H 0 - 25.0 -
M E 0 - 25.0 0
: M 0 - - - 0
‘ H S - - 5.0 -
‘ H M 100.0 - 20.0 -
H H - - 15.0 -
H E 100.0 - 10.0 -
E S - 500 - -
E M - 15.0 - -
E H - 5.0 50.0 -
E E - 5.0 50.0 0
E 0 - 5.0 - 0
| 0 & SLS M 0 0 -
' 0 & SLS E 0 - -
0 & SLS 0 - - -
T/ Average Federal channel depth at these locations in feet below LWD is:

iron ore, 23.4 feet; coal, 23.0 feet; limestone, 24.1 feet; grain, 23.8
feet.

2/ The first letter of each lake name is used to denote lake of origin or
destination.
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The Corps of Engineers has studies underway to determine the need for
improvements at Buffalo and at Cleveland Harbors. There are plans to ship
ore to the Cleveland outer harbor in 1,000-foot ships, offload and ship ore
upriver in smaller ships. In addition, Republic Steel opened a new
transshipment facility in Lorain outer harbor in 1980. This facility
receives ore in 1,000-foot vessels for transshipment. As much as 6-7 million ;
tons of the ore shipped to Cleveland could eventually be handled at Lorain. i
In view of this, it is expected that by year 1985, no more than 5 percent of ‘
iron ore received at U.S. Great Lakes ports will be restricted to less than
27-foot draft and by year 2000, all ore harbors will be at 27-foot draft.

b. Coal. Coal is shipped in large quantities to power plants and steel :
mills at 27-foot draft with few exceptions. Coal is also shipped in smaller ’
quantities to harbors and docks that do not have 27-foot draft available. :
Discussions with industry have indicated that the present pattern of coal
traffic will not change significantly in the near future. Therefore, the
percent of coal moving at depths less than 27 feet will decrease slowly
through the early years of project life. By 2035, however, it is estimated
that nearly all coal (85-95 percent) will move at 27 feet and only 5 to 15
percent will be restricted to drafts less than 27 feet.

. e s e mmarm. Sty e e Pt e

c. Limestone. Limesto.. is shipped in large quantities for use by the
steel and cement industries. It is also shipped in much smaller quantities
to many ports for use in the construction industry. Many ports receive as
little as 100,000 tons per year. Many of these ports do not have 27~foot
draft available. In addition, many of the shipping ports have only 25-foot

_ draft available. Discussions with industry have indicated that this
i situation will not change much in the near future and the distribution of
‘ traffic in 1976 is representative of current and 1985 conditions. However,
by year 2000, it is expected that the two major shipping ports (Calcite and §
l Stoneport) will be deepened to 27 feet and the restriction will no longer be |
l the shipping harbor, but will then be the receiving harbor. By year 2035,
it is estimated that between 10 and 50 percent of the limestone, depending on
the route involved, will be restricted to less than 27-foot draft.

d. Grain. Grain is currently shipped at 27-foot draft except for grain
shipped to Buffalo, NY, which has only about 23.8-foot draft (weighted draft

at several docks). By the year 2000, it is expected that all grain will
travel at unrestricted 27-foot draft.

e e ——————— Ay e -
» . o

Canadian Harbors: Many harbor facilities used in the Canadian bulk
trades also have depths less than 27 feet. The proportion of traffic in each
bulk trade, which is loaded or unloaded at shallow draft harbors is given in
Table D-46. These proportions were determined by analyzing 1976 port-to-port
traffic in each of the bulk trades, aggregating the shallow draft and deep
draft tonnages into lake-to-lake totals, and comparing the total shallow
draft component in each lake-to-lake route to the total tonnage of that com-
modity shipped over that route. For example, from Table D-46, 50 percent of
Canadian coal moving from Lake Superior to Lake Ontario either originates or
destinates at a shallow draft facility. Table D-47 gives the average depth
at the shallow draft facilities encountered in each of the lake-to-lake
routes. These were compiled from data on the individual facilities involved

-
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in each port-to-port route. The lesser or "controlling" depth was determined
for each port-to-port route, and the mean controlling depth for each lake-to-
lake grouping, or route, was calcylated for each commodity trade by weighting
the port-to-port routes according to tonnage shipped.




Table D-46 - Percent of Canadian Great Lakes Dry Bulk Traffic
at Shallow Draft Harbors

Route : Commodity
{ Origin _: Destination : IronOre : Coal : Limestone : Grain
| S : S : 100.0 : - - 100.0
. : M : 0 P - - 100.0
§ H - 100.0 - 100.0
E 8.0 50.0 0 100.0
0 0 50.0 - 100.0
: : SLS : - : - : - : 0.9
5’ : EX : - : - : - : 0
M S - 100.0 - -
. M - - - -
i H - - - -
' E - - 0 10C.0
' 0 - - - 100.0
SLS - - - 0
EX - - - 11.2
H S - - : 1060.0 -
M 100.0 100.0 : - : -
H - - 84.0 100.0
E 100.0 - 90.0 100.0
0 - - - 100.0
SLS - - - 100.0
EX - - - 100.0
, E S - 99.0 : 100.0 : -
! M - : - : - : -
! H 100.0 : 25.0 : 100.0 : 100.0
i E - : 0 : 90.0 : 100.0
0 - 3.5 - . 100.0
SLS - - - 53.0
EX - - - 5.7
i 0 S - - - -
| M 0 - - -
H - - - -
E 100.0 - - 100.0
0 - - 0 -
SLS - - - -
EX - - - -
i SLS 3 - - - -
M - - - -
H - - - -
E - - - -
0 - 0 - -
SLS - - - -
EX - - - -
, EX S - - - -
M 0 - - -
i H - - - -
E 30.8 - - -
I 0 0 0 - .
1 SLS - - - -
‘, n 0on
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Table D-47 - Weighted Average Minimum Depths at Shallow Harbors
Used in the Canadian Great Lakes Dry Bulk Trades

Route : Depth in Feet

Urigin  : Destination : IronOre : Coal : Limestone : Grain

S 20,0 : . 24.8

23.6

=]

: : : 23.2
23.0 : . : :  21.5
: . : : 24.8

22.3

w
=En mMrrromx

[72]
mrromXIc

=y}
»xn

w
mromx

M m 2w
=w >I“ﬂo:: x o

[72]
mrromx

>x N

—FoOmMmITIRIw

w
w




i SECTION 3
F EVALUATION OF REGULATION PLANS

3.1 Lake Erie Regulation Plan Objective

Limited regulation of Lake Erie would require increasing the Lake's
outflow whenever high water supply conditions exist on the upper Great Lakes
(about 80 percent of Lake Erie water comes from the upper Great Lakes). This
can be achieved by a control structure near the head of the Niagara River
(the outlet of Lake Erie). When the supply condition on the upper Great
Lakes is at or below average, the control structure at Niagara would be
adjusted to provide the outflow which would have occurred under natural
conditions. The objective, therefore, is to maximize the lowering of the
high Lake Erie water levels while maintaining as nearly as possible its long-
F term average and low levels. Several alternative control structures have

i been examined and regulation plans developed around them. These structures
; have net capacities on an annual basis, ranging from 3,700 cfs to 25,000 cfs.

e o o oy - v

3.2 Basis-of-Comparison

3.2.1 Basis-of-Comparison Using Plan 1977 and Plan 1958-D
(Categories 1 and 2)

A1l Lake Erie regulation plans developed by the Board were compared to
the basis-of-comparison which is a set of water levels and outflows that the
Great Lakes would have experienced for the historical period 1900-1976 if
certain assumed physical conditions had been in effect throughout this
period. In computing the basis-of-comparison, the Study Board adopted the
following conditions: Lake Superior regulated in accordance with Plan 1977;
Lake Ontario regulated in accordance with Plan 1958-D (with discretion);
average diversions of 5,000 cubic feet -«r second (cfs) at Long Lake and
Ogoki, 3,200 cfs at Chicago, and 7,000 cfs at Welland Canal; 27-foot naviga-
tion channel outlet (present) conditions in the St. Clair and Detroit Rivers
and 1953 (present) outlet conditions for Lake Erie.

3.2.2 Adjusted Basis-of-Comparison Using Plan 1977 and Plan 1958-D i
Modified (Category 3)

To take into account the high water supplies of the 1970's, a second
basis-of-comparison was developed by modifying Plan 1958-D and considering
channel enlargements in the St. Lawrence River. Only Category 3 plans were
compared to the adjusted basis-of-comparison.

The main report and Appendix A "Lake Regulation" provide detailed ]
descriptions of the regulation plans, the basis-of-comparison, and the
adjusted basis-of-comparison.

3.3 Regulation Plan Development

Limited regulation of Lake Erie requires adjustments to its outflows
according to certain prescribed rules through control works constructed at
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its outlet near the head of the Niagara River. The regulation studies were
conducted under three separate categories. Category 1 develops the necessary
plans to regulate Lake Erie levels without making any changes to Lake Ontario
Regulation Plan 1958-D. Categories 2 and 3 deal with the modifications to
Plan 1958-D. Category 3 also deals with channel modifications in the St.
Lawrence River to handle the increased outflow from Lake Erie. Plans for
Lake Erie regulation under each category were further subdivided into three
groups: those which require a regulatory structure in the Niagara River,
those which utilize a regulatory structure in a diversion channel cut across
Squaw Island, and lastly, plans which use the Black Rock Lock to discharge
the additional water from Lake Erie. All of these plans are considered
limited regulation schemes since they would only lower the high levels of
Lake Erie, but could not raise its levels.

The resulting outflows from Lake Erie, under Category 1, were routed
through Lake Ontario in accordance with Regulation Plan 1958-D. Under
Category 1 there was no attempt to modify Plan 1958-D to accommodate this
increased inflow nor to satisfy the IJC Lake Ontario criteria. Plans under
Category 2 included modifications to the operational rules of Lake Ontario
Plan 1958-D to accommodate regulation of Lake Erie and to satisfy the IJC
criteria for the regulation of Lake Ontario to the same degree as occurred
under the development of that plan and under actual operation since 1960.

Regulation of Lake Ontario under Plan 1958-D consists of the selection
of an outflow from a basic rule curve and a comparison of that outflow with a
series of outflow Timitations. If the selected outflow is greater than the
minimum limitations or less than the maximum limitations, it is adopted as
the outfiow to be released from the lake. If, however, it falls outside the
Timitation, the limitation will govern the flow to be released. Category 2
modification consisted of making changes to these limitations (referred to as
the "I, "P", "M", "J", and "L" limitations). This is explained fully in
Appendix A.

Category 3 differs from Category 2 in that the resulting Lake Ontario
levels and outflows are to satisfy the criteria as written in the Orders and
Supplementary Orders of Approval over the entire 1900-1976 test period. This
involves channel modifications in the St. Lawrence River as well as modifica-
tions to Plan 1958-D.

Three plans were tested under each category; ‘vated as 25N (which
would increase the outflow from Lake Erie by 25,uft: 155 (which would
increase the outflow by 9,600 cfs), and 6L (whict wo :« =acrease the outflow

by 3,700 cfs).

3.4 Economic Impact on Commercial Navigation

The Navigation Subcommittee evaluated the effects of each regulation
plan on commercial navigation by comparing the cost of transportation under
the basis-of-comparison regime of lake levels to the cost of transportation
under the three plans for each category (1, 2, and 3).
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For example, if the cost of shipping iron ore on the Lake Superior to
Lake Erie route is higher under regulation plan conditions, the additional
cost is considered to be a loss to navigation.

The depth of navigation channels is measured from low water datum (LWD)
on each lake. Since the level of Lake Superior is usually closer to LWD than
| the other lakes, it usually limits the cargo loading capacity of vessels.
Thus, Lake Erie levels must be reduced to a comparable level before they can
cause any loss to navigation. When Lake Erie is the controlling lake under
basis-of-comparison conditions, then all of the reduction in Lake Erie levels
affects navigation. However, when other lakes control, only a portion of the
| lowering of Lake Erie levels affects navigation. Limited regulation of Lake

Erie w?uId increase the number of occasions when Lake Erie controls, as shown
in Table D-48.

Table D-48 - Percent of Time that Each Lake Controls the Depth j
Available to Commercial Navigation :
; (April - December)

| : Route
E : S-MH-E : MH-E |
: S . MH : E : MH T 1
Basis of Comparison : 89.7 : 9.7 : 0.6 : 9.2 : 8.8
Plan 6L . 895 : 9.9 : 0.6 : 89.3 : 10.7 |
Plan 158 . 8.1 : 1.1 : 0.8 : 8.7 : 15.3
Plan 25N . 8.2 + 13.3 : 45 : 67.9 : 32.1

The regime of lake levels under basis-of-comparison and regulation plan

conditions is compared using monthly mean lake levels over the period of
record.

The losses to navigation due to lowering the level of Lake Erie under
different categories of regulation plans result from decreased cargo carrying
ability and the consequent need for additional vessel trips. Over the
50-year economic evaluation period, the average annual cost of Great Lakes
bulk commodity transportation is about $1.8 billion under all basis-of-
comparison conditions (including the adjusted basis-of-comparison). The
regulation plan with the greatest impact (25N) would increase that cost by
about 10 million dollars. Detailed breakdowns of the economic impacts on
commercial navigation are shown in Tables D-49 through D-51.

3.4.1 Impact by Category

There is very little difference between Categories 1, 2, and 3 in the
economic impact on the United States fleet. The reason for this is that the
only difference between Categories 1, 2, and 3 is a change in Lake Ontarto
levels (see Table D-52), and only a small percentage of the traffic on Lake
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Table D-52 - Summary of Hydrologic Evaluation of Lake Erie
Regulation Plans
Basis-of- : : :
Comparison : Plan 6L : Plan 15S : Plan 25N
LAKE SUPERIOR : : :
Mean :  600.44 : 600.43 :  600.41 : 600.37
Max imum . 601.93 : 601.93 : 601.93 : 601.93
Minimum : 598,69 : 598.68 :  598.65 : 598.62
| Range : 3.24 : 3.25 3.28 3.31
} LAKES MICHIGAN-HURON : :
] . . . .
; Mean . 578,27 : 5718.24 : 578.18 : 578.05
! Maximum . 581.15 : 581.09 : 580.99 : 580.75
i Minimum : 575,47 : 675.45 : 575.42 : 575.36
‘ Range : 5,68 : 5.64 : 5.57 5.39
| : : : :
j LAKE ERIE
Mean . 570.76 : 570.67 :  570.53 : 570.17
Max imum : 573.60 :  573.45 : 573.18 572.53
| Minimum . 568,00 : 568.07 : 568.02 : 567.84
Range : 5.51 : 5.38 5.16 : 4.69
| LAKE ONTARIO - Cat. 1 : : :
4 (with deviation)
Mean . 284,61 :  284.64 :  204.65 :  244.63
Max imum :  247.37 : 247.39 :  247.56 :  247.50
Minimum . 241.81 : 241.74 :  281.59 : 241.38
Range : 5.56 5.65 : 5.97 6.12
LAKE ONTARIO - Cat. 2 : : :
Mean T 284,61 :  244.66 :  280.69 : 244.71
Max imum : 287,37  :  287.38 :  247.42 : 247.45
M in imum . 201.81 : 242.04 :  242.12 : 282.21
Range : 5.56 5.30 : 5.30 : 5.24
T Ad]. B.0.C. : Plan6l = Plan 185 - Plan 5N
LAKE ONTARIO - Cat. 3 : : : :
Mean : 284,63 : 244.64 :  244.65 : 244.67
Max fmum . 206,77 : 246.79 :  246.84 :  246.83
Minimum . 202,38 : 282,32 :  242.34 : 242.47
i Range : 4.39 : 4,47 4.5 4,36
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Ontario is carried in United States vessels. In addition, Lake Ontario
levels are seldom the controlling levels for routes involving other lakes in
the system. Therefore, the impacts on the Canadian fleet are also small, but
are still much larger than for the U.S. fleet since most of the traffic on
Lake Ontario is carried in Canadian vessels.

3.4.2 Impact by Plan

As shown in Tables D-49, D-50, and D-51, the total net loss to naviga-
tion increases from Plan 6L to Plan 25N as the Lake Erie levels, and
consequently, Lake Michigan-Huron levels are decreased. As stated above,
Lake Erie levels directly affect mainly Canadian traffic, while Lake
Michigan-Huron levels affect mainly U.S. traffic.

3.4.3 Effect of Adjusting Basis-of-Comparison

The adjustments to the basis-of-comparison only affect the levels on
Lake Ontario. Therefore, there are only small impacts on the United States
fleet since little traffic on Lake Ontario is carried in U.S. vessels. Most
traffic on Lake Ontario is carried in Canadian vessels and, therefore, the
impacts are greater on the Canadian fleet. Table D-53 shows a comparison of
the effects of Category 3 plans on the U.S. and Canadian fleets under basis-
of-comparison and adjusted basis-of-comparison conditions.
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Table D-53 - Comparison of Impacts on Transportation Cost

Under Basis-of-Comparison and Adjusted
Basis-of-Comparison Conditions (Category 3)

Condition

Present Worth

: Impact in Dollars
: PTan BE : PYan 1]

an
United States Fleet
Basis-of-Comparison - 8,184,000 - 24,424,000 - 72,493,000
Adjusted Basis-of-

Comparison - 8,178,000 - 24,412,000 - 72,484,000
Difference - 6,000 - 12,000 - 9,000
Canadian Fleet
Basis-of-Comparison - 3,148,000 - 12,395,000 - 42,124,000
Adjusted Basis-of-

Comparison - 3,970,700 - 13,103,000 - 42,900,000
Difference 822,700 708,000 776,000




Section 4

SENSITIVITY ANALYSES

4.1 Introduction

The purpose of each sensitivity test undertaken was to determine the
effect of changes in basic data or assumptions on the losses to navigation

‘ caused by limited regulation of Lake Erie. The following assumptions and
l data were tested:
\

1. Projections of bulk traffic,
2. extension of the navigation season, and
3. capital cost of ship construction.

In addition, the computer program used in this study was tested by
running data from the International Great Lakes Levels Board (IGLLBR) Study
(7 December 1973) to determine if the IGLLB results could be duplicated.

The differences between data used in this study and data used in the
IGLLB study were also examined to identify the reasons for the marked
increase in impact on commercial navigation from changes in lake level.

; 4.2 Projections of Bulk Traffic

The losses to commercial navigation are sensitive to the accuracy of

| projections of future commerce (commodity and volume), composition of the

' vessel fleet (number and characteristics of vessels), and traffic patterns

| (e.g., Mesabi ore and pellets vs. foreign ore and pellets via the Seaway).
These factors are all interdependent (if one changes, the others will
change), and all are dependent upon the laws of supply and demand, which
include new technologies which may develop. Other factors, such as political
decisions affecting imports and exports, intermodal competition, and availa-
i bility of funds for research, planning, or construction for the various
transportation modes will also affect future commerce. Because of the
complexity of factors involved it is difficult to place a numerical value on }

the accuracy of projections or on the accuracy of benefits resulting from |
regulation.

B R T

The annual cost of transportation will rise or fall nearly propor-
tionally to the total volume carried. Therefore, a range of high and low

i estimates of traffic volume was considered to represent the broadest possible
range in transportation costs and benefits/losses, and as such, a detailed
evaluation of all factors, vessel fleet, technology, etc., was not con-
sidered necessary. The evaluation of these variables would require new data,
new assumptions, and new evaluations. Such a monumental effort was con-
sidered an unnecessary refinement.
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The projections of future commerce were modified to include a low pro-
jection assuming no growth at all between years 1985 and 2035 and a high pro-
Jection assuming 2-1/2 percent annual growth between 1985 and 2035. The
projections used in this study represent growth of about 1 percent annually.
‘ Table D-54 shows the traffic in millions of tons under each assumption and
‘ the capitalized value of each.

Table D-54 - Sensitivity Analysis of Traffic Projections

{
; : Year : Capitalized Value : Effect on
Traffic T 1985 : 2000 : 2035 : at 8-1/2% : Navigation
! Projection : (Millions of Tons) (AJ]]IONS of Do]1ars) Losses
? Low (no growth) ': 204 : 244 : 244 : 3,072 - 15% 1/
! Used in this study : : ; :
: (1% annual) : 244 : 299 : 378 : 3,596 : -
High (2-1/2% : : : : :
annual) : 244 : 353 : 839 : 4,520 : o+ 26% 2/
T7 3072 = 35% x 100 = -16 ' '
5o X *
2/ 4520 - 35% x 100 = +26
5% :

, As shown, the no growth assumption would reduce the losses to navigation
! by 15 percent because less traffic would be in the system to be affected by

; changes in levels. The high projection, on the other hand, would increase

' the losses to navigation by about 26 percent.

4.3 Extension of the Navigation Season

The impact of season extension on the losses to navigation due to
limited regulation of Lake Erie would be directly proportional to the change
in total transportation cost reduction. For example, extension of the season
by one month would reduce the required freight rate by about 2- 152 percent
for iron ore, 3 percent for coal, and about 1 percent for grain.3/ The
effect on 11mestone was not evaluated. A one month season extension would
reduce total transportation cost for bulk commodities by about 2 percent. As
a result, any benefits or losses accruing to commercial navigation due to
limited regulation of Lake Erie would also be reduced by about 2 percent.

3/ Data on freight rates taken from 16 December 1975 Winter Rate Study by
, ARCTEC, Inc.
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4.4 C(Capital Cost of Ship Construction

The vessel operating cost used in this study includes the capital cost
of ship construction based on the premise that all costs should be shared
equally by the users of the system. Lower water levels result in Tower
carrying capacities for the vessels in the bulk fleet. More trips are
required each year to transport the same tonnage. Shipping authorities have
indicated that additional vessels must be added to the fleet to provide the :
additional trip capacity. Therefore, the capital costs of these additional !
vessels must be included in the total transportation cost. Capital costs for
ships are expected to account for about 30 percent of total trip costs over
the 1985-2035 period.

; 4.5 Changes in Data: International Great Lakes Levels Board (IGLLB) Study
vs. International Lake Erie Regulation (ILER) Study

The effect of changes in lake levels on commercial navigation is much 1
greater now than during the IGLLB Study (1973). The evaltuation in the IGLLB
Study was based on 1971 price levels. The evaluation in this report is based ]
on 1979 price levels. The major changes in data are discussed in the j
following paragraphs.

4.5.1 Projections of Future Commerce

The projections of commerce for any future calendar year are less under ]
the ILER Study than the IGLLB Study. However, the 50-year evaluation periods ;
are different for each study 1985-2035 for ILER Study and 1970-2020 for IGLLB :

] Study. The resulting growth trends used in the ILER are somewhat higher in |
: the first 25 years and lower in the last 25 years than those assumed for the :
1 IGLLB 50-year economic evaluation period.

The impact of the different assumption in tonnage growth can be shown by
] comparing the present worth of the tonnage used in each study (Figure D-4).

As shown, the tonnage used in the ILER Study produces an increase of about 10
percent in results. 3

4.5.2 Shallow Draft Traffic

A shallow draft harbor is a harbor with channel depth less than 27
feet. The IGLLB assumed that all traffic to shallow draft harbors would be
eliminated by 1995. Either the shallow draft harbor would be deepened to 27
feet or the traffic would be transferred to 27-foot deep harbors.

A thorough evaluation of traffic patterns revealed that nearly all iron
ore and grain currently is shipped to and from 27-foot harbors. Coal and
limestone, on the other hand, are often shipped to harbors where channel
depths are less than 27 feet and total receipts at a port are generally
100,000 tons annually or less. Because of the relatively small volume of
traffic, some of these harbors will not be deepened. Therefore, a new sce-
nario for the "shallow draft" harbors was developed for this study.
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A test run of Plan 25N using the IGLLB assumption of no shallow draft
traffic by 1995 indicated losses to navigation of about 58 million dollars
(present worth). The losses under the current revised shallow draft analysis
are about two times greater ($117 million). Therefore, the revised shallow
draft analysis approximately doubles the losses to commercial navigation.

4.5.3 Vessel Operating Costs

Vessel operating costs were obtained from the United States Maritime
Administration and in Canada, from the St. Lawrence Seaway Authority and the
Department of Industry, Trade, and Commerce. Vessel operating costs for a
class 10 vessel are compared in Figure D-5. As shown, the operating costs
for the combined U.S. and Canadian fleet are about four times higher in 1979
compared to 1971 (IGLLB Study).

A comparison of ILER and IGLLB hourly vessel operating costs for vessel
classes in the United States and Canadian fleets is shown below in Table
D-55-

Table D-55 - Comparison of ILER and IGLLB Study
Hourly Vessel Operating Costs

Vessel (Class :
. 8 : 0 : 10 : 11 :Totall/

5 6 7

U.S. Fleet
ILER Costs 1115 : 1212 : 1298 : 1400 : 1769 : 1905 : 2210 : 8699
IGLLB Costs : 305: 324 : 345 : 453 : 484 : 563 : O : 2474
Ratio + 3.6: 3.7: 3.8: 3.1: 3.6: 3.4: N/A: 3.5

T 72 3 4 % 5 7

Canadian Fleet

ILER Costs . 555 : 667 : 792 : 997 : 1095 : 1200 : 1509 : 6815
IGLLB Costs : 149 : 179 : 208 : 228 : 228 : 251 : 252 : 1495
Ratio : 3.7: 3.7: 3.8: 4.4 : 4.8: 4.8 : 6.0 : 4.6

1/ Class 11 costs excluded since these were not considered in the IGLLB
Study.




2\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\

Variable Cos

S F

1971

NN 1979

11 i 979
Source: MARAD
didiiaaiiteisaii

$64 million in 1 .

Ship Owne rship

184

in 1971 and

e F

Total Co

563

Figure D-5 Vessel cost per hour class 10,1971 vs. 1979

_ _ T [
Q @] O
¢ 8 & i °
&PH °23 1724 i

inoy sed 3s0)




- aea et o S————— - =

-

R T & -~

4.5.4 Fuel Costs

The costs of marine diesel and bunker C #6 fuels have risen dramatically
from 1971 to 1979 as shown in Figure D-6. Based on this increase, and the
recent rapid increase in prices, it was assumed that fuel costs would
increase at a rate of 5 percent greater than the rate of inflation over the
first 20 years of the project economic analysis period (from 1985 to 2005).
The effect of this is to increase transportation costs and consequently the
losses to navigation by about 30 percent as shown in the following analysis
for Class 5 and Class 10 vessels.

Véssel Hourly Operating Cost

Base Year Costs Average Annual
1979 Costs over the Project Life

Item 1985-2035
Vessel Class 5
Fuel Cost $ 287 $ 574
Non-Fuel Cost 799 799

Total Cost $1,086 $1,373
Vessel Class 10
Fuel Cost $ 489 $ 978
Non-Fuel Cost 1,417 1,417

Total Cost 31.906 32,395

Ratio of Cost Change
Class 5: 1373 = 1.26
T086

Class 10: 2395 - 1.26 Say 1.3 or 30%
1306 Y

4.5.5 Summary of Impact of Data Changes

The total effect of the four data changes described is to increase the
impact of lake level changes on commercial navigation by a factor of about
11. That is, the benefit or loss to navigation is now 11 times greater than
it was when the IGLLB Study was performed.

Variable in Sensitivity Analysis Factor

Commerce Projections 1.1
Shallow Draft Traffic 2.0
Vessel Operating Costs 4.0
Increasing Fuel Costs 1.3

Total Effect (1.1 x 2.0 x 4.0 x 1.3) = 11
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4.6 Verification of 1980 Computer Program

The 1980 computer program used in this study (ILER Study) is a modified
version of the program used in the International Great Lakes Levels Board
(IGLLB) Study (7 December 1973).

The 1970 data used in the IGLLB Study was run through the modified ILER
Study program to test agreement with the earlier (IGLLB) program. The
results (see Table D-56 below) showed that the modified program yields
results about 2 percent lower than the IGLLB computer program when the same
input data are used.

Table D-56 - Comparison of ILER and IGLLB Study Transportation
Cost Savings For Regulation Plan SE0-901

Computer Program Used

Commod1ity i TGLLE Study ILER Study

: 3 $
Iron Ore i 291,300 ; 284,400
Coal i 12,200 ; 12,900
Grain i 40,700 ; 40,100
Limestone _9,000 _ 9,200
Total IGLLB Study - 353,200 : 346, 600
Total ILER Study  : 346,600 :

Difference : 6, 600
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Section 5
DREDGING AS AN ALTERNATIVE TO COMPENSATE FOR LOWER LAKE LEVELS
5.1 Introduction

The navigation losses could be eliminated if harbors and connecting
channels were dredged deeper to offset the decrease in mean lake level. That
is, if mean lake levels were decreased by 0.3 feet and the harbors and chan-
nels were dredged 0.3 feet deeper, then there would be no loss in vessel
loading. The quantities of material and cost involved in dredging United
States Federal harbors and channels to depths of 1/4, 1/2, and 1 foot, have
been determined and curves of depth versus cost plotted for each lake and
connecting channel. A similar analysis for Canadian harbors was not under-
taken due to a lack of sufficient readily available data.

It is recognized that it is not possible to dredge to tolerances of 1/4
foot. However, it is considered likely that such dredging would be
accomplished during normal maintenance dredging by modifying the contract to
pay for the additional depth desired, for instance, 0.3-foot as in the
example above.

5.2 Dredging Costs

Dredging costs were estimated for U. S. harbors on Lakes Michigan,
Huron, and Erie (Table D-57). The regulation plans do not affect the high or
mean levels on Lake Superjor and only lower the minimum level by 0.1 foot.
Therefore, dredging costs were not estimated for Lake Superior. Likewise,
the mean level on Lake Ontario is essentially unchanged. In view of this,
dredging costs were not estimated for Lake Ontario.

Harbor areas, the nature of existing bottom materials, and unit prices
for dredging were determined from information available at Corps of Engineer
District Offices at Chicago, I1linois; Detroit, Michigan; and Buffalo,

New York. If, in the past, dredged material was considered polluted, then
the cost of confined disposal was included. All estimates were based on
December 1977 price levels.

It should be noted that the decrease in mean water level on Lake Erie
for Plan 6L is about 0.1 foot; for Plan 155, 0.2 foot; and for Plan 25N, 0.6
foot. Practically speaking, dredging is accomplished in terms of 1/2 feet or
whole feet of depth. If it were determined to dredge 1/2 foot deeper to off-
set the decrease in mean lake level caused by Plans 6L or 155, the initial
cost would be much greater than simply paying a contractor for 0.1 or 0.2
foot additional dredging. Nevertheless, the portion of that cost chargeable
to a regulation plan is only the amount for the decrease in mean level caused
by a regulation plan. Any additional amount would be charged to overdepth
maintenance dredging for the existing harbor or channel project.

5.3 Losses to Navigation While Dredging is Being Accomplished

If a regulation plan were implemenied, Tosses would occur to navigation
while dredging to offset those losses was being accomplished. If dredging
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was completed in 5 years, navigation losses will decrease to zero over the
5-year period. Losses were computed using the 1985 Toss for the first year
and decreasing that loss to zero in equal increments over the 5 or 10-year
period. The dredging costs and the navigation losses while dredging is being
accomplished are summarized in Table D-57.

5.4 Summary

As shown in Table D-57, the dredging costs plus navigation losses while
dredging is being accomplished are greater than the losses to the United
States vessel fleet from regulation. It is concluded that dredging is not a
viable alternative for the United States, especially for Plans 6L and 15S

where dredging costs alone would be greater than the losses caused by
regulation.

Table D-57 - Comparison Between Dredging Costs Plus Navigation Losses
While Dredging is Being Accomplished and Navigation Losses
With No Dredging (Millions of Dollars, Present Worth)

: U. 5. Navigation
Loss with no
Dredging

: : : (Category 3 Plans
: Dredging Cost : Navigation Loss : Total : vs, Basis-of-
Plan : 5-yr. : 10-yr. : 5 yir. : I0-yr. : D-yr. : I0-yr. : Comparison)
6L : 14 : 11 : 2 : 3 : 16 : 14 : 8.2
155 : 27 : 23 : 6 : 9 : 33 : 3 24.4
26 : 63 : 53 : 19 : 29 : 8 : & : 72.5
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ANNEX A
CONVERSION FACTORS
(BRITISH TO METRIC UNITS)

cubic foot per second (cfs) = 0.028317 cubic metres per second (cms)
cfs-month = 0.028317 cms-month

foot = 0.30480 metres

inch = 2,54 centiﬁetres

mile (statute) = 1.6093 kilometres

ton (short) = 907.18 kilograms

square mile = 2.5900 square kilometres

cubic mile = 4.1682 cubic kilometres

Temperature in Celsius: °C = (°F - 32)/1.8

1
1
1
1

acre-feet = 1,233.5 cubic metres
gallon (U.S.) = 3.7853 litres
gallon (British) = 4.5459 litres
ton (long) = 1016.0 kilograms




ANNEX B

Commercial Navigation Subcommittee Membership

Canadian Section United States Section
Charles J. R. Lawrie, Chairman Charles W. Larsen, Chairman
Transport Canada Corps of Engineers
G. Reginald Golding, Member Robert McIntyre, Member
Transport Canada Corps of Engineers

L Nick Mangione, Member William Gelston, Member

3 Department of Public Works St. Lawrence Seaway Development

Corporation

Robert J. Lewis, Member
St. Lawrence Seaway Development
Corporation

et —

Donald J. Ward, Member
Corps of Engineers

Sharon Heckman, Member
Corps of Engineers

Fred Kwan, Member
Corps of Engineers
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ANNEX C
Computer Programs
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"LEVELS" and "GLCOST"
for
NCD Planning Division, Chuck Larsen
to be used by the
International Great Lakes Levels Board
for a report to the
International Joint Commission

on the
Regulation of Great Lakes Water Levels

Source Language: Fortran System:

Author(s)

1. Bureau of Mines
2. U. S. Army Corps of Engineers, Detroit District

3. U. S. Army Corps of Engineers, North Central Division
Sharon Heckman (NCDDO)
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Commercial navigation cost comparison figures have been calculated with
the help of computer algorithms for various lake level regulation plans.
With the assistance of data processing, it was possible to study numerous
regulation plans and arrive at transportation costs for both U. S. and
Canadian fleets by commodity, month, traffic route, and vessel class.

Two separate computer programs were needed in this study. These
programs will be referenced as "LEVELS" and "GLCOST." The first program,
"LEVELS," is only used to preprocess the actual lake water level readings and
produce the route variation readings needed to execute the second program,
“"GLCOST." Once all the various plans under consideration have been run and
converted by "LEVELS," the output can be saved and input to "GLCOST" as often
as necessary or desired.

Input to “LEVELS" consists of files of data that contain monthly mean
lake level readings. The first record in each file is a title card. The
second and remaining data records consist of 12 lake level readings
(January-December), a lake number, and a year. The format for this data is
(9A8,2X,11,1X,14). The third record contains the monthly values for the
same lake and the next year. All data for one lake is grouped together and
followed by data for another lake. The program is currently set to extract
data for 1900-1976, the years used in the study. The lake numbers to be used
are 1, 2, 3, and 4. If any other lake numbers or years exist on the input
file, they will be ignored. Input levels for 1 represent Lake Ontario, 2 is
Lake Erie, 3 is Lakes Michigan and Huron, and 4 is Lake Superior. Since Lake
Michigan and Lake Huron hydraulically react as one lake, only one set of
water level readings-is available for them.

A maximum of 30 different files may be input for one run. The ntsn
will consist of an equal number of files. These output files will alcc start
with a title card. The remaining data records contain the month, year, and
10 numerical values. These numbers represent the variation (plus or minus)
that exist relative to the minimum water depth to be used in "GLCOST." The
10 values correspond to 10 different routes that will be evaluated in
"GLCOST" and listed later within this documentation. The output format is
(12F6.0,2X,11,1X,I4). Data for each year is grouped together. These files
will subsequently be used as water level input to "GLCOST."

"GLCOST" was prepared to utilize all of the data on vessel
characteristics, prospective commerce, operating costs, trip times, and water
Tevel data in order to calculate the cost of commercial shipping on the Great
Lakes. A comparison of these costs will show the monetary effect (cost bene-
fits or losses) of the regulation plans being considered.

One execution of "GLCOST" will produce cost figures for a single year
for either U. S. or Canadian data. Within this run, a maximum of 30 dif-
ferent lake level plans may be considered. Each run will evaluate data for
four different commodities and produce results for deep draft and shallow
draft harbors. The program will handle 77 years of water level data
(1900-1976), 11 different vesssel classes, and 10 different trade routes for
domestic, export, and import cargo.
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Numerical input values may be coded using a free format (separate each
number by at least one space) unless otherwise indicated. Titles (words
listed in capital letters such as items 5, 7, 9, 11, etc., listed below) are
input simply to label data for easier identification. The first three let-
ters are required and any additional letters or comments may be input simply
to help the user. Data should be input as follows:

1. Number of files of water level data to be run. (Total number
equals base case plus number of alternate plans up to a maximum of 30 files).

2. Short title (maximum of 10 characters in columns 1-10) for each file
of water levei data.

3. Title (maximum of 80 characters).

This Tine will be printed as part of each page heading on the
output.

This title might contain the country (United States or Canada), com-
modity (iron ore, coal, limestone, or grain), year, date of run,
etc.

4. a. Year
b. Minimum water depth for deep draft harbors (ex. =27 ft.)

c. Minimum water depth for shallow draft harbors (ex. iron = 23.4
feet, coal = 23 feet, limestone = 24.1 feet, grain = 23.8 feet).

d. Percentage of U. S. Exports carried in U. S. ships for U. S.
runs or percentage of Canadian imports carried in Canadian ships for Canadian
runs (ex. 80 percent = 80).

e. Percentage of U. S. imports carried in U. S. ships for U. S.
runs or the percentage of Canadian exports carried in Canadian ships for
Canadian runs.

f. Country code:

0
1

U. S. Data
Canadian Data

5. CAPACITY - This word represents a title for the following line of
data. Input either the entire word or abbreviate by inputting the first
three letters (see sample input).

6. Maximum designed cargo capacity (in tons) for each of the 11 vessel
classes. Separate numbers by at least one space.

7. DRAFT - Next title line, input entire word or minimum of three let-
ters as underlined.

8. Draft at maximum cargo capacity (feet) for each of the 11 classes.




9.
10.

IMMERSION - Another title line.

Net capacity (tons)/feet of immersion in excess of 18 feet for each

of the 11 vessel classes.

11.
12.
13.
14.

15.
input.

16.

17.
18.

19.
20.
21.
22.
23.

SPEED - Next title line.

Vessel speed in miles/hour for each vessel class (11 values).

CcosT

Vessel operating cost (dollars) per hour for each vessel class (11).

CLASS DISTRIBUTION - Title, minimum of first three letters must be

Percentage of annual shipment by class.

For U. S. runs, input two lines of 11 values each (22 total).
The first 11 values are used for deep draft figures unless the
route includes Lake Ontario or the St. Lawrence Seaway.
The second 11 values are used for shallow draft harbors and for
the routes excluded above.

For Canadian runs input three lines of 11 values each (33 total).
The first 11 values are used for domestic tonnage.
The second 11 values are applied to Canadian import tonnages.
The third set of 11 values are used for Canadian export tonnages.

Fxample: For 15 percent, input 15. Each set of 11 values must
total 100 percent.

MONTHLY DISTRIBUTION
Percentage distribution of traffic by month.
For U. S. data, input two lines of 12 values each (24 numbers).
The first 12 values are used for deep draft analyses and the
second set of 12 values are used for shallow draft calculations.

Canadian data needs only one set of percentages (12 values).
Each set of 12 numbers must add up to 100 percent.

ROUND TRIP FACTOR
Round trip time factor by class (11 values).
UNLOADING TIME

Unloading time in hours by class (11 values).

LOAD LINE LIMITS

P




24, Next four lines consist of four sets of seasonal load line limits
(11 numbers/line). Limits should be input in seasonal order of winter,
intermediate, summer, and midsummer.

Winter Timits will be used for January, February, March, November, and
‘ December.

Intermediate for April and October.

Summer data will be applied to May and September.
Midsummer for June, July, and August.

26. DOMESTIC - If no domestic cargo is shipped, this category may be

{
| 25. TONNAGE, MILEAGE, AND SHALLOW DRAFT PERCENTAGE
§
| omitted.

i 27. Shipping data for domestic cargo. This data must be input in speci-
; fic columns instead of simply separated by spaces as in the previous data.
Use as many lines as is necessary to describe domestic cargo.

Column 1 - Lake Origin
Vessel loads cargo at a port on one of five lakes.
Input S for Superior, M for Michigan, H for Huron,
E for Erie, and O for Ontario.

Column 3 - Lake Destination

Vessel unloads cargo at a port on one of five lakes.
Input S, M, H, E, or 0.

| Column 4-13 (F10.0) - Tonnage (in thousands of tons)
Column 14-23 (F10.0) - Mileage (distance from origin to destination)

Column 24-33 (F10.0) - Percentage of tonnage that travels to shallow
draft harbors.

28. EXPORTS - U. S. Exports

For Canadian runs, data for Canadian imports should follow
this heading. Omit this title if data is not available.

29. Code exported cargo as described for domestic cargo in 27.
For Canadian runs, data for Canadian exports should follow

this heading. Omit this title if data does not exist for
this category.

: 31. Code imported cargo as described in 27.
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32.
33.
34.
35.

END - Indicates the end of all data for commodity specified in 3.
Repeat items 3-32 for coal.
Repeat items 3-32 for limestone.

Repeat items 3-32 for grain.




The commodity input order of iron, coal, limestone, and grain only
relates to the titles and headings printed in the summary report; therefore,
the order may be changed or substitutions may be made provided the user
realizes that the first group will be printed under the heading iron, the
second group under coal, the third under limestone, and the fourth under
grain. Total cost figures are printed in millions of dollars. The actual
total cost will be printed for the first water level plan. All subsequent
costs will be printed as differences between the base case (Plan 1) and the ]
following alternative plans. If the differences are negative, the plan being
considered costs more than the base case; and if the differences are
positive, the base case costs more than the alternate plan. Execution of
“GLCOST" automatically outputs a listing of all input data and the summary
cost report as mentioned previously. A lengthly detailed cost report is also
generated and stored as a file which may be printed as desired by the user.
This report consists of five pages for each plan input. These reports print
j cost breakdowns by route and month or by vessel class and month or as input
: by route. It also prints the number of vessels required by class and month
or by route and month. 1
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PROGRAM LEVELS ¢ INPUT, OUTPUT ,TAPE2,
TAPES=INPUT, TAPE6G=OUTPUT, TAPEL1,TAPEL12, TAPEL3, TAPEL14, TAPELS,
TAPE16,TAPEL7,TAPEL18,TAPELS, TAPE20,TAPER21,TAPE22,TAPE2],
TAP{ 24, TAPERS, TAPE26, TAPER7, TAPE28, TAPE29, TAPE3C, TAPE3Y,
TuPp 32, TAPE33, TAPE34L, TAPESS, TAPE36, TAPE3T, TAPESHE, TAPE3Y, TAPEG()

FelTICOL wEPTHS = 4812 o T24F302%3

v Jin 1978

THTIS PRUGRS.: wAS ACQUIRED FROM G,0, LARSEN, DETROIT DISTRICY
MODLIFIFD aND RUN IN 1980 BY 9, HECKMAN, NCO ADP CENTER

NOTE « WwTTHIN THIS PROGRAM THE ORDER OF THE LAKES I8 CHANGED TO
SUPERIOR = |
MICHIGAN=HYRON =2 2
ERIE = 3
ONTARIO = 4
THE NUMERICAL ORDER QF THE LAKES INPUT IS
OMTARIQ = 1}
ERIE = 2
MICHIGAN=HURON = 3
SUPERICR = 4

NIMENSION ITITLE(26), 8S(12),MS8(12),E8(12),05(12),188(12),1IM8(12)
NIMENSTICS TES(12),108(12),DATA(9)

START NF PROGRAwv
THIS SECTION CONVERTS LAKE NUMBERS AS DESCRIBED ABOVE AND
EXTRACTS DHLY THE INPUT RECORDS FOR LAKES ie=4 AND YEARS 1900=197¢

WRITE (6,2010)

REAL TNTAL NUMRER 0OF FILES 7O BE PROCESSED IN THIS RUN
READ (S,%) 1TAPE
MTAPE=1Y)
MAX=1041TAPE
MAXIMUM OF 30 FILES CAN BE CHANGEO IN ONE RUN OF THIS PROGRAM
IF (TAFF ,GE, “4AX) GO TC 231
NTAPE=NTAPE+L
REwING MTLPE
REWIND 2
MYR=1977
MM=T77
READ TITLE CARD
READ (MNTAPF,10) TTYITLE
PRTITF (2,10) 1TUTLE
READ DATA
READ (MTAPE,R ) DATA,NLM,MNYR
FORMAT (QAR,2X,I1,1x,14)
I+H(ENF (NTAPE)) 1R, 9
IF ("ud 6T, 4) GO TO S
TF (NYR GE, MYR) GO TN S
IF (NYR LT, 1900) GO TO S
IF (UM LT, 1) NuMsi
GO Y0 (11,12,13,14),Mym
Ny =4
GU TO 15
NUms3
60 10 15
NUM=z?
GO TO 1S




"Tr .- - - e —————
( 14 Ni'vesi 4’

18 WRITE (2,8) DATA,NUMpKYK
( 6n 10 S
tA ENDFILF 2
REwILL 2
' ¢ RErIND NTAPE

FILES ARE SUORTED BY YEAR AND THEN RY LAKE, THUS THE DATA FCR ALL
FCUR LAKES IS TOGETHER FOR EACH YEAR
(1.E. 1,1900 THEN 2,1900 THEN 3,1900 THEN 4,1900 THEN 1 190t ETC
rcaLL SMSORT(RO)
( CALL SMFILE("SORY",*CODED",2,"REKIND®)
CALL SMFILE(™"OUTPUT","CODED", 2 ,"REWIND")
CALL S"KEY (77,1,4,0,%"DISPLAY")

~
s NaNeNal

—— - i P ottt s

¢ caLL SMREY(7S,1,1,0,"0DISPLAY"™)
reaLL sSvern
Re “INC 2
‘ READ ( 2 ,10) TTITLE #
WRITE (~TAPE,30) ITITLE :
: c :
? C c REREAC ALL LAXKE VALUES FORk ONE YEAR AT A TIME {
f TYR=190Q
: T1ERR=0
; (4 wRITE (6,2011) ITITLE
; 21 FORMABT (//" DATA ERKRORS = VALUES MAY BE MISSING OR QUT®,
1 " OF DROER DR LABELLED INCORRECTLY"/)
( NG 230 MNS] ) MM
READ ( 2 »S10) SS,NUM,JYR
1F (vUM LEQ, § JAND, JYR .EG, TYR) GO TO 3%
( WRITE (6,51) SS,NUM,JYR
; 51 FURMAT (2X,12F6.2,2Xs11,1X,14)
IERR=1
C 31 READ ( 2 »510) HS,NUM,JYR
IF (NLM ER., 2 JAND, JYR ,E0, IYR) GD TO 32
WRITE (6,51) HS,NUM,JYR
G TERK=1
32 REAL ( 2 ,510) ES,NUM,JYR
IF (NLM ,EQ, 3 ,AnD, JYR LEQ, TYR) GO TO 33
C rRITE (6,51) ES,NUN,JYR
IERF=21
33 READ ( 2 ,510) 0OS,NUM,JYR
C 1IF (tyuh JER, 4 JBND, JYR ,EQ, IYR) GO TO 34
wRITE (6,51) 0OS,NUV,JYR
JEPR=]
C 34 IF (IERR LFG, 1) GO TD 230
c
ou 1fe J=t,12
C CALL KDULMD (SS(J)*100,,18S(J))
CALL ROUAND (HSCJ)2100,,1IMS(J))
CALL ROUMD (ES(J)I*100,,1ES(J))
C CALL RPLUND (NS(J)*100,,108(J))
180 CGONTINUE
o
( o CALCULATE THF ADJUSTMENT TO THE LOW WATER DATUM FQOR EACH OF
c THE 10 RUUTES.
f o THESF 10 RDUTES CONSIST OF S, MH, E, 0, S=MH, Se=VMHeE, S=MHeEe0,
i C c MHeE, MH=E«0,E=Q,
CALL CRTPEP (NTAPE, 188, I™s, IES, I0S, IYR )
IYR=IYR«+1 .
C 230 CONTINUVE D-116
B




ENDFILF NTAPE
REXIND MTAPE
- GO T 1

231 WRITE (¢,2000)
S1op

FUOR- AT ST ATEMENTS

om0

!
i 10 FURYAT (26A3)
- S10 FUREAT (12F6.0,2X,11,1%,14) {
; 2000 FGRMAT ( 1M1 ) f
) 2010 FORMAT ( 1H1,10X,"CRITICAL DEPTHS « 4812 « T24F3023")
| - 2011 FORMAT (11Xx,26A3/)
l Fah
SUBKOLTIME CKTDEP (NTAPE, 18s, IMS, 1ES, I0S, IYR )
08 JUL 197%

(

PURPOSE =
COMPUTE CRITICAL DEPTH

DESCRIPYIGN NF PARAMETERS =
188 SUPERIQOR ELEVATIUANS
(™8 MICHIGAN=MURUM FLFVATTONS
l1ES ERIE ELEVATIONS
108 ONTARIO FLEVATIONS
T1YR BEGINING YEAR FOR PERIOD

REMARKS = *
ISS IMS IFS I0S MUSY BE DIMENSIONED 12 IN CALLING PROGRAM

DI¥FMSICH TSS(1), IMSC1), IES(1), 10S(1), LWD(4), IDC4), 1B(6)

LO~ vaTER DATLM FOR SUP M=y ERF ONT

aNeNe] OO0 0000O00

LwD(1)
Lan(2)
- Vel (3)
LPig)

6tulfo
5TeA0N
S6Leéy
2u28¢

. € VARTATIN. FROM LW RATER DaTuw
NG ¢0 J=t1,12
o) TS8S(J) = L#D(1)
- 1:(2) TvsS(d4) = Lrh(2)
Ia(3) IES(J) = L+G(3)
ID4) 108(J) = LWD(4)

DU tR 21,6

GG TC (21,72¢23,24+25,26),N
' 2l L=t

V=22

Gii TN 3¢
. - 22 L=i
1 ve3

G0 TP 30

’ “ 23 L=i
|

M3 0
GG TO 30

w 24 L=2 D~117




L
¢ 25
¢ 26
30
c ¢
¢ 50
51
, 40
¢
18
¢ .
¢ 20
c
¢ .
c
c
¢ 910
€ .
c
¢ ¢
c
c
¢ ¢
c
c
¢ ¢
c
c
¢ ¢
c
c
€ ¢
c
c
C ¢
c
c
C ¢
c
c
C ¢
c
¢ ¢
c
C
c:

Mzl

GG 70 30

L=2

M=y

GO 10 30

L=3

Mz d
ISUFM=ID(L)+2000

DC 40 KK=L, M

IF  ( ISUM=(ID(KK)+2000)) &50,5S%1,51
CONTINUE

GG TO 4y¢

ISUFMSIO(KK)+2000

CONTINUE

IB(N)=TSUM=2000
CCNTINUE

Jd=J
WRITE (MTAPE,910) JJ,IYR,1D,1B
CONTINUE

RE TURA

FOPVMAT STATEMENTS

FORMAT (7X12,14,17X,1015)
gt;RGLTINE ROUND ( Ay IA )
01 FEB 1974

PURPOSE =
KOUND FLUATING POINT NUVMBERS

USAGE =
CALL ROUND € A, 1A )

DESCRIPTIUGN OF PARAMETERS =
A = INKPUT FLOATING POINT NUMBER
Ia - OUTPUT FIXED POINT NUMBER

REMARKS =
FUNCTION WRITTEN BY G O LARSEN, DETRUIT DISTRICT
FORTRAN 4 1
FRECISION OF A1 A2 A3 1S NUVBER OF CUMPUTER WORD FLOATING POINTY
SIGMIFICAMT DECIMAL DIGITS

SUBFOLTINES AND FUNCTION SUBPROGRAMS REGUIRED =
SIGN TABS INT

MVETHOD =
US LAKE SURVEY METHOD

DATA A1/0,4999999999991/, A2/0,00000000000187, A3/0,5000000000009/
YROUND (A)=A+SIGN (A1+4IABS ( INT (A)=2x( INT (A)/2))%A2,A+A3)
IA = XROUND ( A ) D-118
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RETURN
ENnD
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PROGRAM GLCOST '{ INPUT,DUITPUT . TAPES=INPUT, TAPE6ROUTPUT, TAPET,
1 TAPFII.TAPE12,TAPE13,TAPE14. TAPE1S,TAPEL16,TAPELT, TAPE1LS,
e TAPE19,TAPE20,TAPE2L,TAPER2,TAPER23,TAPE24,TAPERS,TAPER26,
3 TAPE27,TAPER2S, TAPEZO.TAPESO TAPE3Y,TAPE3Z2,TAPE33, TAPERY,
4 TAPEISaTAPESb,TAPE37,TAPtse,TAPESQ,TAPEaO,TAPESJ

NRARRAAR REGULATYZON OF GREAT LAKES WATER LEVELS RARRRAR

USED BY THE INTERNATIONAL GREAT LAKES LEVELS BOARD FOR REPORT TO
THE INTERNATIONAL JOINT COMMISSION

o T T TR B

THIS PROGRAM CALCULATES THE TRANSPORTATION COSTS (IN MILLIONS
OF DOLLARS) OF COMMERCIAL NAVIGATION FOR U,S, AND CANADIAN
FLEETS BY COMMODITY, MONTH, TRAFFIC ROUTE, AND VESSEL CLASS,

OO0 00

¢ ONE RUN PRODUCES COST FIGURES FOR A BASE CASE (THE FIRST FILE
SPECTFIED) AND THE COST DIFFERFNCES BETWEEN THE BASE CASE AND

¢ VARIOUS ALTERNATTIVE PLANS UNDER CONSIDERATION,
11 IS USED TO ANALYZE THE EFFECTS OF WATER LEVEL REGULATION

¢ On THE COSTS OF TRAWSPORTING SELECTED COMMODITIES ON THE
GHEAT LAKES,

¢ PROGRAY NRTGINALLY WRITTEN BY THE BUREAU UF MINES

‘ EXTENSIVELY MODIFIED BY THE U,S, APHY CORPS OF ENGINEERS,

NORTH CENTRAL DIVISION ADP CENTER (SHARUM HECKMAN) 1980,

¢ THTEGER 0
COMMON /DOTN/ NoM,L

C COMMCN /CTHP/ ARRAY(12,77,10)

CGMMNL / CAUNTRY/ COUNTRY(2)
COMMON /CNMCLS/ NMCLAS(11)
¢ COMMON /  CMMCLS/ MMCLAS(11)
COMMON /NCO4/ NPG,DPT,NCA(2,5) ,NCR(2,5),ITJ(10)
COMION /MCOM/ MON(13),TITI(10)
¢ coMMOr /CSLR/ SLR(12,11)
COMMON /MSAVE/ SAVE(30,8)
NIMEMSIOM ACC(15,5),HVC(11),C78(12,12) ,TITLE(30)
C DIMENSTCM PERCT(3),TLUC11),VPT(11)
OIMFLSTON VSC(11),VCH(11),VTM(24),VPC(33),RTF(11), IDATA(6)
DIMEMSION CTO(15,5),ATL(15,5), INKODE(11),SCT0(15,5)

C ¢

. C
COMMON /CVLA/ VLA(12)

€ ¢

CoMvON /Cx0/7 X0 (18, 10)

cCOMMON /CVLB/ VLB (11)
(, COMMON /CVLCEYZ VILE C 1Y)

COMMON /CVCP/ VP (11)

COMMON /CHRRTE/ HRRTE (10, 12)
(: COMMON /VBRC/VBC(12,12)

COMMON /TOT/TOT(12,12)

COMMON /TIME/ ITIME,BASE1(15,5),BASF2(10,12),BASE3(10,12),
C 1 BASE4(10,12),BASES(10,12),BASE6(12,12),BASET(10,12),

2 BASE8(12,12)

c
C DIMENSION EYP(10,12)., SHP(10,12)
DIMENSION RFEM(10,12), SME(10,12)
c .
C ¢ CANADIAN VESSEL CLASSES D-120 oot
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A

DAYA ¥MCLAS/2H1 ,2H2 ,2H3 ,2H4 ,2HS ,2H6 ,2HT ,2H8 ,
1 2H9 ,2%10, 2H1{ /
c 1,8, VESSEL CLASSES
DATA NMCLAS /2H5 ,2Hb6 ,2H6K,2HT ,2HTW,2HB ,2HBA,2H8N,
1 PH9 ,2H10,2H11/
DATA »0Kr / UHJAY ,dHFER ,4HMAR ,U4nAPR ,4HMAY ,4HJUNE,4HJULY,
1 THAUG L IHSEP S 4H0CT L,4HN0V L,4WDFC ,SKHTOTAL /
c 1,8, t AkF ™MAMES
PaTe ~CA /AHSUPERL, 6HOR US, 6HMICHIG, 6HAN UIS,6HHURON ,
1 én IS, 6HFRIE , 6HW US, 6HONTARI, 6HO us 7/
c CAIADI AN LAKF NAMES
DATA NCR /AHSUPERT, 6HOR CAN, 6HMICHIG,6HAN CAN, 6HHURON ,
1 A CAM, AHERIE ,aH CAN, 6HMONTARI, 6HD CAN/
(o
DATA [Lw,JEX,1TM,I1TO/ BHOOMESTIC, AHEXPORT ,8HIMPORTY ,
1 AHTOTAL /
DATA CNUNTRY/ 3IHUS , 3ZHCAN /
C THNPUT CDDES
DATA TNKOULE /3HCAP,3HDRA,3IHIMM,3HSPE,3HCOS ,3HCLA, 3IHMMON, 3IHROU,
1 InUnL, 3WLOA, 3HTON /
DATA 1 MOMNTH, NOVSCL, NOYEAR, HNROUTF / 12, 11, 77, 10/
o
PERCT(3)=1,v
N 5 J=1,30
"0 S5 J=1,8
S SAVE(I,a)=0,
c* SPECTFY ThF N1}, NF wWATER LEVEL FILES TO BE PROCESSED
¢ (KX, PRASE CASF + S ALTEFRNATIVE PLANS = 6 FILES)
“aREAD (S,%) NTAPF
¢ REAL A SHORT (10 CHARACTERS OR LESS) TITLE FOR EACH FILE,
¢ THTS wTLL ONLY BF USED FOR IDENTIFICAYION IN THE SUMMARY REPORTS,
DU & I=1,NTAPE
-NEAD (S5,9) TITLE(I)
9 FORMAT (A10)
8 CONTIRULE
ICRNOP=Y
C PROGRAM 1S PRESENTLY WRITTEN TO RUN A MAXIMUM OF 30 WATER
[ LEVEL FILFS (TAPELY YD TAPEWO)
IF (MTAPE LLF, 30) GO TO 3

YHRTTE(H,920) NTAPE

929 FORNMAT (Px,"INPUT ERROR=MAX, MO, OF PLANS IS 3N"/2X,
1 YO TLPYTe,14)
e ISHul=r
TCROP=TCRNP 4+
3 TEPLNu="
TTIME=O
fO 165 1 = 1, NOVSCL
PO 162 J=Y,NMONTH
162 778 ¢ J,1 ) = 0,0
HVC (T ) = 0,0
165 CONTINUE
NG 170 1 = {1, NROUTE
PO 17¢ 0 = 1, NMNNTH
HRRTF (I, J) = 0.0
Fye(r,J) 20,0
SHP(T,.") =0,0
REV(T,J) 20,0
170 SMF(I,J) 20,0
DO 179 1 = 1, NQOVSCL
PO 179 J =2 1, NROUTE D-121
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175

30

C

c

C

c
1000

c

c

c

c

c
31

c

c
39
1001
4a
1002
45

c

c
51

c

c
52

c

c
53

c

c
54

c

c
55

c

o

c

c

X0 (1, J) = 0,0

COorTINMUE -

TF (1SHel LEQ, 1) GO TO 1S0 -
0O 30 I=1,15

DO 30 \.'=1'S

€C10(1,J)=0,

ATL(T,J)=0,

ACC(1,J)=0,

scToCI,J)=0,

CONTINUE

TITLE CARD = MAY SPECIFY COUNTRY, COMMODITY, YEAR, DATE, ETC,
THIS INFORMATION WILL BE PRINTED AS PART OF THE PAGE HEADING
(MAXIMUM OF 80 CHARACYERS)
REAR (S,1000) ITI
IF (EGF(S5)) 401,31
FORMAT (10A8)

YEAR, DEEP DRAFT, SHALLOW DRAFT, AND PERCENTAGE OF CARGO CARRIED IN
U,S. SHIPS FOR EXPORTS AND IMPORTS .
ALSOC ENTER A 0 FNR A U,S8. RUN OR A 1 FOR A CANADIAN RUN

READ (S,*) TYR,HRD,SHBD,PERCT(1),PFRCT(2),1COUN .
HDPZHEN=1,5

READ INEMTTIFIER OF TYPE OF DATA THAT 1S TO FOLLOW

caP, DRA, IMM, SPE, C0OS, CLA, MON, ROU, UNL, LOA, DR TON

READ (5,1001) KODE

FORFAT (A3)

DO 40 1=91,11

IF (KCNE .FQ, INKODEC(I)) GO TO aS

CONTINUE

WRITE (6,1002) KODE

FORMAT (1X,"INPUT ERROR=DATA LABEL ",A3," IS NOT VALID")
JERROR=1

GO 10 39

GO TN (51,52,53,54+,55,56,57,58,59,60,96) 1

CAP = NMiX DESIGNED CARGD CAPACITY (NET TDNS) FOR EACH VESSEL CLASS
INPUT 11 VALUES

READ (S,x) VCP

G0 TN 139

DRA = DRAFT AT MAXIMUM CARGO CAPACITY (FT,) FOR EACH VESSEL CLASS
INPUT 11 VALUES

READ (S,») VLC

G0 10 39

IMM = NET CAPACITY/FT, OF IMMERSION IN EXCESS OF 18 FT, (TONS)
INPUT 11 VALUES

READ (S,=) VLB

GO TO 39

SPE « VESSEL SFEFD IN MILES/HOUR FOR EACH VESSEL CLASS

INPUT 13 VALUES

PEAD (5,%) VSC

GO T0 39

COS = VESSEL OPERATING COST PER HOUR (DOLLARS) FOR EACH VESSEL CLASS
INPUT 11 VALUES

READ (S,*) VCH

GO TO 39

CLA = PERCFENTAGE QF ANNUAL SHIPMENT BY CLASS
'S DATA«-FIRSY 11 VALUES FOR ROUTES THAT DO NQOT USE ONTARIO OR SLS
SECOND 11 VALUES ARE USED' FOR SHALLOW DRAFT HARBORS AND

D-122
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*NUTES USIMNG LAKE ONTARIO OR SLS
TOTAL NE 22 VALUES INPUT FOR U,S, RUNS

CamanTAn DATA=FIRST 11 VALUES ARE NISTRIRUTION BY CLASS FOR
DO¥ESTIC TUMNAGF
=SECUNE 11 VALUES ARE DISTRTIRUTIOM RY CLASS FNR
CANADIAN TMPORY TNNNAGE
~TuTu 11 VALUES ARF PISTRIAUTIOT BY CLASS FUR
CAMADTAN EXPLRT TOHNNAGE
TeTah OF 33 VALJERES IMPUT FOR CANADTIAN RUnS

OOOOOMNOOON

. S~ T=1
; - 61 Tls[+10

H | READ (S,%) (VPCITV),TVv=I,IT)
i c THE St NF EACH 11 PFRCENTAGFS INPUT #UST TOT4L 100,
; - VSiiv=g

D3 &3 J=7,11
; VSim=ySUM$VPC(J)

w VPC(J)=vPC(J)/100,

) 63 CONTIWNUE

‘ c IF SU~ QF PERCFNTAGES DUES NOT EQUAL 100%, PRINT ERRDR MESSAGE
- TF (veur LT, 100,01 ANE, VSUM _GT, 99,.99) G0 TN 65

WRITE (e,04) VSUM
64 FOR¥AT (1x,"INPUT ERRQR=SUN NF PERCENTAGE DISTRIBUTION BY CLASS IS

“w 1 ",F6e.1," AuD SHOULD TOTAL 100"™)
TERINE =
65 I=T+11
~ TE (T LT, 2%) GN TO 61

TF (TCnuyN EQ, ©) GO TO 39
TF (T ,LTY, 34) GN T0O 61
GO TN 39

Suh =« PERCFATAGE DISTRIBUTINM RF TRAFFTIC RY MOMTH
FuR CataPIa:, LATA, INPUT 12 VALUES
FOR U,S, ODATA TAPUT 24 VALUES
THF FIRSYT 12 VALUES wILL RE USED FOR DEEP DRAFT RUNS
TrE SFCOMD 12 VALUFS «TLL RE USED FOR SHALLOW DRAFT RUNS
57 T=%
db6 Tl=ji+11
READ (S5,+) (VTR IVY,Iv=T, T
VSiiMay,
DD A2 Jd=T1,11
VR sy SLUY+v T ()
62 VTA(TisyTa(a)/7100,
C TE Stw (F PERCFOTAGES NOES NOT EQUAL 100%, PRINT ERROR MESSAGE
IF (vSte T, 100,01 _AND, vSu™ _GT, 99,99) GO TN 47
WRTTF (6,u") VSUV
49 FORSAT (1X,"INPUT ERRNR=SU¥ NF MONTHLY PERCEMTAGE PISTRIRUTION®,
1 " OF TRAFFIC TS ",F6,1,/"AND SHOULD TOTAL 100%)
If "’Q""\zl
Hn7 Y=ty
TF (ICOLN FN, 1) GO 10 39
TF (1T LT, 25) GN Tir 44

OO0 0

nO T RQ
¢ R = RN TRTIP TIME FACTOR HY CLASS
c IMPLUT 1) vALIIES
S8 REAt: (S,n) RTF
60 10 39
(o DML = upnan TTIMF T HOURS RY CLASS
(o TPUT 1§ VALUES

S9 READ (S,%x) TLU
D-123




e
OO0 C.ONOO

6n

20

21

(¢ 96

97

9R

102

C 101
[ §

103
C 104

149

a2 NaNeNg]

GO 70 39

LOA = SEASONAL LOAD LINE LIMITS

READ 4 SETS NF VALUES IN SEASONAL ORDER OF
wINTFR, INTERMEDIATE, SUWMER, MIDSUMMER

nINTER COI'STSTS OF J‘N' FEB, MAR, NOV, AND OEC
INTERMEPIATE INCLUDES APRIL AND OCTOBER

SUMMER MOLTHS ARE MAY AND SEPTEMBER

MIDSUMMER INCLUNES JUNME, JULY, AND AUGUST

PO 20 1=3,6

FEAD (S,%) (SLR(I,J),J=1,NOVSCL)
CONTYINLE

P 21 J=t,NOVSCL
SLR(1,J)=SLR(3,J)
|LR(2,J)=SLR(3,J)
SLR(10,J)=8LR(4,J)
SLR(9,.J)=SLR(S,J)
SLR(7,J)sSLR(6,J)
SLR(R,J)=SLR(6,J)
SLR(11,J)=SLR(3,J)
SLOP(12,J)sSLR(3,)
GO Tr 3%

PRINT INPUT DATA

WRYITF(6,700) ITI

TF (ICNUN LEBR, 1) GO TD 97

PRITF(6,701) IYR,HBD,SHBD, TCOUN,COUNTRY(ICDUN1),PERCY(1),PERCT(2)
WRITE (6,702) NMCLAS

GO TD 98

WRITE(6,701)TYR,HBD,SHRD, ICOUN,COUNTRY(ICOUN+1),PERCT(2),PERCT(1)
WRITF (6,702) MMCLAS

WRITE (6,70n3) VCP

“RITE (6,704) VILC

“RITE (6,705) VLB .
WRITE (6,706) VSC

YRITE (6,707) VCH

IF (ICCUN~ EQ, 0) 6O TD 101}

WRITE (6,718) VPC

GO TN 192

WRYTF (6,708) (vPC(IV),1V=1,22)

WPITE (6,709) RTF

YRITE (6,710) TLU

WRITF (6,711)

WRITE (6,725) (SLR(3,J),J=1,NOVSCL)

WRITE (6,726) (SLR(4,J),J=1,NOVSCL)

WRITE (6,727) (SLR(S,J),J=1,N0VSCL)

WRITE (6,728) (SLR(6,J),J21,MDVSCL)

IF (ICOUN (ER, 1) GO TO 103

WRITE (6,714) (MONCTI),I=1,12),VTV

G0 Y0 104

WRITE (6,724) (MON(I),1=1,12),CVTNM(1),131,12)
WRITE (6,715)

DO 119 NN=1,?2

PERCT(NN)=PERCT(NN)/Z100,

TON « FOR THREF NIFFERENT CATEGORIES (DOMESTIC, EXPORT, IMPORT)
READ ORIGIN, DESTINATION, TONNAGEC(IN §000 OF TONS), MILEAGE,
AND PERCENTAGE OF SHIPMENT THAT GOES TO SHALLOW DRAFT HARBO

0-124
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o/
c
C
L c
9s
) 100
94
108
“ 110
“ 120
c
c
—
o 125
- 126
- 117

OO0 OO0

o
c
C ¢
“ 130
c
. 150
152
S~
153
o

EXPORTS = 11,8, EXPORTS = CANADIAN IMPORTS
IMPQFTS = 11,8, IMPORTS = CANADTAN FXPORTS
READ (5,100) IDATa

IF (FCF(5)) 150,94

FORMYAT (6410)

DECHDE (A0, 108, I0aTA) 11,12

FOR¥MAT (PAt)

TF (1) ,~F, 1rD) GO TO 110

JrDEY=ND

GO T 125

IF (Tt ,NE, 1HT) GO TO 120

TNDEX=10

60 YO 12S

TF (11 _NE, 1+4E)Y 60 TO 126

END TNPICATES THE FND OF TONNAGE DATA

WHEM THIS OCCuURS, PROGRAM STARTS CALCULATING CNSTYS
IF (12 .Fl. 1HMN) GO YD 150

IF (72  NE, 1HX) GO YO 126

INDEX=S

WRTTF (6,716) IDATA

PEAD (S,100) IDATA

IF (ECF(S)) 150,126

DECONE (69,139, IDATA) 10,IN,TON,RMILE,SHAL
IF (SHAL LT, 0,1) SHAL=0,0

WRITE (6,717) 10,10, TONM,RMTLE, SHAL

FORMAT (OX,A1,9X,AL,6X,FIN0_1,1X,F10,1,5%X,F10,1)

TRANSLATFE NDRIGIN aND DESTINATICN INPUT LETTERS TO NUMERIC

SURSCRIPTS,
SUPERIOR = § = |
MICHIGAN = M = 2
HURON = Hs=3
ERIE = =z
ONTARIQ =0 = §

FIRSY SURSCRIPT MAY BE 1=15 RATHER THAN 1=S RECAUSE
OOMESTIC = 1e5
UeS. FXPUORTS = CAMANIAN IMPORTS = 6=10
UeS. IMPORTS = CAMANIAN EXPORTS = 11=15

CALL FINDITCIC,ID,T,J)

IF (IC,EN, 0 ) IFRRQR=1

SHAL=SHAL/100,

refFP DRAFT TOUNAGE

CTOCTYINDEY,J)=TON & 1000, % (1,=SHAL)

SHALLTUW DRAFTY TONNAGE

SCTO(I+INNDFX,J)=2TON = t0N0, » SHAL

ATL (T+INDEY, 1)=M]ILE

FORMAT (AL,1X,A1,3F10,0)

Go Tr 95

IF (TERROR ,FQ, 1) GO YO 399
IF (HHD LT, 0.1) GO T 397
TTIMESTITMF ¢

NP 483 J1s1,18

N 1Sy 12=1,5%

ACC(T1,I2)=0,

NO 154 11=21,10

N0 154 12=21,12
HRRTF(I1,12)=20,
SME(T1,12)=20,
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SHP(11,12)=0,

EYP(T1,12)=0,

RE¥(T1,72)=0,

nD 1SS I1=1,11

PL §SS 12=3,12

CTS(12,11)=0,

DO 156 111,114

NGO 156 J2=s1,1¢

X0(11,72)=0,

1F (TTINF ,GT, NTAPE) GO TC 399
JERROR=(

READ WATER LFVEL DATA

KAVIGABLE CHANNEL DEPTHS IN THE GREAT LAKES ARE INPUT IN FEEY
RELATIVE TO THE LOw wATER DATUM INPUT

-CALL wWLD(ITIME,JERROR,1ITJ)

1F (JERROR ,EQ, 1) GO TO 152
NPG=0

77 YEARS OF DATA wWERF USED IN STUDY AND REPORT OF 1980 (19:0=~1976)
YRCCN=1 ,/FLNATI(NNYEAR) :

DO 2R0 N1 ,NMONTH

DO 270 N2l ,NDYEAR

ne 270 L=3,NIVSCL

IF (VPC(L) L LE, D, 001 _AND, VPC(L+11) .LF, 0,001) GO TO 270
HRCON2RTIF (L) /VSC (L)

Tv=0

1P=3

NO 260 I=1,15

IF (1 ,EN, 6) GO 7O 17%

IF (7 LEQ, 11) GO TO 172

GO TD 174

IP=1

Iv=11t

GO TO 174

TP=2

Iv=22

nn 260 J=1,5

IF (CTO(I,J) LLE, 01) GO TO 2640

DETERNMINE ROUTF NUMBER AND DEPTH DF CHANNEL
Call DEPTH(I,J,WATER,Q,HPP)
ROUTES INCLUDING LAKE OWTARIO USE SAME VALUES AND PROCEDURES FOR
DEEF DRAFT RUNS AS ARE USED FOR ALL SHALLOW DRAFT CALCULATIONS
IF (ICOuUN ,EQ, 1) GO TO 176
IF (D (ER, 4 ,DR, D ,ER, 7 ,OR, O .ER, 9 ,O0R, O ,EQ, 10) GO YO 187
VICONZSYRCONRVTIM(N)
TRCOM=VPC(L)*VTCON®PERCT(1IP)
IF (YATER = VLC(L)) 1RR,18R,186
VICONZYRCOMRVTM(N)
TRCOM2VPC(L4TIV) & VTCONSPERCT(IP)
1F (0 NE, 4 ,OR, D ,MNE, 7 ,O0R, O MNE, 9 AR, O
.NE, 10) GO TO 184
GO TO 190
CAPAC=VCP(L)
G0 T0 189
VICON=2YRCONaAVIM(Ne12)
TRCONSVPC(L+11)eVTCOM*PERCT(IP)
MAXIMUM DRAFT IN LAKE ONTARIO CANNOT BE GREATER THAN 26 FT,
IF (WATER ,GT, 26,) WATER=Zp,
G0 TO 184

D-126
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1A9

400

420

430
P 260
270

280

OO0

|\ 300

310

o 320
281

~.7

VESSFL CAPACTTY MyST RE ADJUSTED IF CHANNEL DEPTH 18 LESS THAN
MAXTMUM DFSTGMED VESSEL DRAFT,
CAPACSVCP (L) =(VLR(LI*(VLC(L)="ATER))

TRIP=CTIN(L, ) *TRCN/CAPAC
RATLESSTRIP2ATL(T, J)

FITIRSSQLM TLESwARCNY « TRIPATLU(L)
COST I® PITWTED IN «TILLIONS OF DRLLARS

COST=rHNURS*VCHIL) 71700000,
ACCUMULATE TONTALS Ry VARIOUS CATEGNRIES
HVE (1.)=HVC (L) +HOURS

HRRTF (N, NY=HPRTE (U, NM) +HOURS
CTS(M,L)=CTS(N,L)+CNST
ACC(T,J)=acC(I,J)+CNST
SME(D,N)SSME(D,NY+COSTY
XNCL,0)=X0(L,0)+COS8T

IF (T=S) 400,400,410

TOTAL COST OF DOMESTIC SHIPMENTS
SHP(G,NY2SHP(O,N)+CDST

GO TO 260

IF (I=10) 420,420,430

TOTAL COST OF EXPORT SHIPMENTS
EYP(O,NY=EYP(1,NY+COST

GG TN 260

TATAL COST OF IMPORT SHIPMENTS
PEM(O,N)SREM(0O,N)+CNST

CONTTNUE

CUMTTAYUE

CALL NV (N, HVC, ICOUN)

caLL CVe(N,CTS,ICOUN)
COMTTINUE

TIF- (TTYINVF EO, 1) GD TN 281

COSTS FUR AILTERNATE PLANS ARF COMPARED TD BASE CASE COSTS

THE DIFFFRFYCES (BASE CASE = ALTERNMATE PLAN) ARE PRINTED FOR

ALL THE PLANS !IWDER CONSIDFRATION,

TOTAL COSTS ARF NaLy PRINTED FOR THE BASE CASE,

NEGATIVE DIFFERENCES INDICATE THAT THE ALTERNATE COSTS MORE THAN
TrF RASE CASE,

PNSITIVE DIFFERENCES INDICATE THAT THE BASE CASE C0OSYTS MORE THAN
THFE ALTERNATF,

D0 300 1=1,18

rn 300 J=1,5
ACC(T,J)=RASFEI1(I,J)=ACC(I,))
DU 310 [21,NRNUTF

no 310 021 ,MMONTH

8P (T, .71)=RA8F2(],J)=8HP(I,J)
FYRP(T, 1)SAMGF (I, )=FYP(],))
REM(T,J)=HASEANCT,J)=REM(T,))
SVE(1,J)=RA8F5(1,J)=8ME(T,J)
HRRTE(T,J)28ASFT(1,J)=HRRTE(T, )
NO 32 T=1,N0v8(CY

NN 320 J=1,~MOMTH
VRC(T,0)2HASF6e(1,J)=VBC(I, )
TAT(1, TISKASFR(I,T)=TOT(J, 1)
CNNTINUE

CaLL HED(TYR,HRD)
CALI PTACACC, 13,ICOUN)
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caLL HEP(TYR,HAD)
IF(1CCH'N) 282,282,284

U,8, PRINTOUT SEQUENCE

2 NgNe]

(s 2R2 WRITE(T,2000) COUNTRY(1),ILw

. CALL SPT(SHP,TCROP, TYIME, ISHAL)
vRITFE (7,730)
( WRTITE(7,2000) COUNTRY(1),1EX
CALL SPTCEYP,ICRNP,ITIME,ISHAL)
CALL HEN(TIYR,HED)
WRTITE(T7,2000) COUNTRY(1),1IIM
CALL SPT(REM,ICROP,ITIME, ISHAL)
GO YO 28¢%

CANADIAN PRINTOUT SEQUENCE

(2

00

284 WRTITF(7,2000) COUNTRY(2),1Lw
CALL SPY(SHP,ICROP, ITIME, 1SKAL)
WRTTE (7,730)
RRITF(7,2000) COUNTRY(2),1EX
CALL SPT(REY, ICROP, ITIME, ISHAL)
caLL HENCTYR,HEN)
WRTITF(7,2n00) CDUNTRY(2),1I1V
CALL SPT(EYP,ICROP,ITIME,ISHAL)

28R wITF (7,730)
wWRTTF (7,2000) COUNTRY(TCOUNS1),ITC {
CALL SPT(SHE,ICROP,ITIVE, TSHAL)
ratt HED(TYR,HBD)
CALL NOV( 13,HVC, ICOUN)
CALL HEDCIYR,HBD)
WRITE(7,2000) COUNTRY(TICPUNS1),1T0 _
CaLL evVeC 13,CTS,1COUN) 4
YF (ITIMF ,4E, 1) GO TP 152

c SAVE THE TNTAL VALUES CALCULATED FOK THE BASE CASE
c THFSE VALUFS ~TLL BE USED FOR COMPARISON (OF ALTERNATE PLANS,

NC 610 121,185
N &Y0 JI=3,8

610 RASEI(I,J)=ACC(I,J)
D0 620 121 ,NROUTE
N 620 Iz ,MMOMTH
RLSFP(T,.0)=SHP(I,J)
RASE3I(I,J)=EYP(1,))
RASEFU(T,J)=RENCT,J)
RASES(T,J)=8"E(1,J)

620 RASF7(T,J)=HRRTE(],J)
D0 830 121,M0VSCL
DO 636 J2t,NMONTH
RﬂSEﬁ(I'J)=VRC(1pJ)

630 RASCA(JI,1)=TOT(J,1)
60 TN 182

n & A A" "N A AN N

™

m ~ 2

700 FORMAT (tH1, 50X, "INPUT DATA"//7X,"TITLE CARD: ",1048/)

701 FORNAT (7x,"YEARZ ",I4,3X,"DEEP ORAFT DATUME ",F6,2," FT." ,
1 3¥,"SHALLO- DRAFT DATUNE®,F6,2," FT,"/7X,

! {  ®COUMTRY ",I1," = ",A3,2X,"EXPORT PERCENTAGEE ",Fd,0,

} [ & 2 " IMPORY PERCFNTAGE= “,F4,07)

m

702 FORMAT ( TX,"VESSEL CLASS™,11X,A2,10(5%,A2))
703 FORMAT ( 7X,*CAPACITY (TOMS)™,TX,11(F6,0,1X))
o C T04 FORMAY ( 7X,"DRAFY AT MAX CAPAC(FTI™,2X,11(F4.1,3X))
|
)
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705 FORMAT ( 7X,"TNNS/FY IVMFRSION™,6X,11(FS,0,2X))

706 FORMAT ( 7X,"AVERAGE SPEECIMPH)",6X,11(Fa,1,3X))
707 FORMAT ( 7X,"DPERATING COST/HR ($)",2X,11(FS,.0,2X))
TOB FORMAT (7X,"DISTRIRUTTION BY CLABS",/,9%,

1 “FOLTES ON SyMyH,E",dX,11(FS,4,2Y)/9%,

2 "ROUTES N DMTARIO",4X,11(FS,4,2%))

709 FOPHAT (/7X,"QOuUNNeTRIP TIME FACTUR®,1X,11(FS.2,2X))
TI0 FOPrAT ( 7X," Ul LNANTING TIME (HRS)",6X,11(F3,0,4X))
711 FORMAT ( 7X,"SFASUNAL LCAD LINE LIMITS™)
714 FOPMAT (/7%x,"DISTRIRUTION OF TRAFFIC RAY MONTH"/
1 29%X,12(A4,2X)/9%X,"ROUTES ON S,M,H,E",2X,12(FS,4,1X)/
2 9%,"RGLUTES OM ONTARIO",2X,12(FS,.4,1%))
T1S FOPMaAT (/,7X,"ORIGIN DESTINATION TONS",
1 » MILES SHALLO® DRAFT PERCENTAGE® )
716 FORMAT (TX,6A10)
T1A FORMAT (TX,*DISTRIBUTION RY CLASS",/,9%,

1 "FOR DOMESTTC USE",4X,11(F6,5,1X)/79X,

2 "US EXPsCAN IMP",6X%,11(F6,5,1%X)/79X,

3 "US IMP=CAN EXP",6XsJ1(F6,.,5,1X))

T24 FORMAT (/7X,"DISTRIBUTION CF TRAFFIC 8Y MONTH"/

1 29%X,12(A4,2X)/712Xs"ALL ROUTES",6X,12(FS,4,1X)7)
725 FORHAT (9X,"JAN FEB MAR NGOV DEC®,3X,11CF4,1,3X))
726 FORMAY (1SX,"APP OCT®, 99X, 11(F4,1,3%X))

727 FORMAT (15X,"mAY SEPT®,8X,11(F4,1,3%))

728 FCGRM AT (12X%,"JUNE JULY AUG®™,6X,11(F4.1,3X))

730 FORMAT (/7)

2000 FORMAT(SX, BHWCNST OF , A3, 1X,A9, 9HSHIPMENTS ,2X,

t "(IM MILLIONS OF DOLLARS)™)

*t*tttti**i*it*t*ttt**tttw*tit*ttttiitt*ﬁ*ttitilttttttﬁtittttiitititﬂﬁ
MaAX, CF 0 DIFFERENT COMMODITIES MAY RE PROCESSED IN ONE RUN
(TROM OPE, CUAL, LIMESTONE, AND GRAIN)
393 IF (TCRUP ,GE, 4) GO 70O 401}
0 70 2
399 DO 395 JR=1,NTAPE
TRvizThet10

REWIMD TPW
395 COMTIMNUE
CALCULATTONS FOR SHALLOW DRAFT IMMEDIATELY FOLLOW DEEP DRAFTY
CALCULATTONS FOR EACH COMMODITY
IF (TSHAL LER, 1) GC TN 393
392 TSHAL = 1
IF (SKPD 1T, 0,1) GO TO 2
HNP=ShRD=1,5 .
HEDeSKHRD
IF (TCOUNM EQ, 1) GO TN 396
PP 67 TI=1,11
67 VPC(TI)eVvPC(TII¢+11)
PO 42 111,12
42 VIM(TI)=VT*(T1+12)
396 NG 500 1I=1,1S
no SN0 IK=21,S8
S00 CTO(II,IK)=SCTO(IL,IK)
6O TN 3%
PRINT SUMMARY REPORT
401 WRITE (6,4000)
WRITE (6,431) TYR
431 FORMATY (62X%X,1477) *
WRITE (6,4480)

D-129




a40 FORNAT (35X, "DEEP DRAFT",36X,"SHALLOr DRAFTY®,22X,"TOTAL®/
1 IXA,"PLANT 12X, "IRON" ,BX,"COAL",6X,"LIMESTONE",S5X,"GRAIN"
2 +TX,"IROMN",8X,"COALY,6X,"LIMESTONE",S5X,"GRAIN"/)
PN 4Se 1=31,NTAPE
TSAVF=N,
a ne 64y J=1,8
- 444 TSAVE=TSAVE+SAVE(I,J)
WRITE (6,460) TITLE(I),(SAVE(I,K),K=1,8),TSAVE
C 450 CONTINUE
a60 FORMAT (3x,A10,3%X,8(F10,6,2X), prFiz 6/)
4000 FORMATY (//1H1,30X,46HWATER LEVELS OF THE GREAT LAKES--!NTERNATIONA
/LK JCINTY CGMMISSION SPECIAL STUDY, /,
/ 30x,34F EFFECT OF LAKE LEVEL REGULATIONe=,
/ 29HRAY SUBCOMMITTEE ON NAVIGATION, 37X /7))
STONP
£'Nn
SURKOUTINE NOV(N,HVC,ICOUN)

»n m

THTS SURPROGRAM COYPUTES THE NUMBER OF VESSELS REQUIRED BY CLASS
FOR EACH MONTH,

OO0

COMMNN /NCOM/  NPG,DPT,NCA(2,5),NCB(2,5),1TJ(10) l
COVMAN /sVBC/ VBC(12,12)

cOMVMON /vCOM/ MON (13), ITT (10)
COMMOA yCNMCLSZ NMCLAS (11)
COMMON /CHRRTE/ HRRTFE (10, 12)
COMMON / CMMCLS/ MMCLAS(11)

DIMENSICN HWVC (11), HPM (12)
o NUMBER CF HOURS PER MONTH (JAN, = DEC,)

DATA NMONMTH, NOVSCL, MRNUTE /7 12, 11, 107
PaTA P /700,672,090 T0U Lo T20  pT70ULeT20,e78u,pT44,4T720,,748,,720.,
1 1044/
IF(h=13) 100,120,140

100 DO 110 I=1,M0VSCL
VRC(I,N) = HVC(I) /7 HPM(M)

110 KVC(I) = 0,0

(] A ~ o) A ~ ()

NUMBER OF VESSELS REGUIRED BY CLASS 8Y ROUTE

™
2 XaXa)

NDC 200 I = 1, NROUTE
HRRYE (I,N) = MRRTE(I,N) / HPM (N)
200 CONTINUE
RETUR!
120 IF (ICOLN LEQ, 1) GO TO 122
WRITE (7,2000) MMCLAS
GO TO 124
122 WRITE (7,2000) mMCLAS
124 D0 130 J=91,NMONTH
ARITE (7,2010) mMNNCJ), (VBC(K,J),K=1,NOVSCL)
130 CONTINUE
WRITE (7,3000)
3000 FORMAT(//1H 15X, "NUVMBER OF VESSELS REQUIRED (BY ROUTE) *
1 /771K ,"MONTH",8X,1HS,9X, 2HVH,
210X, 1HE,, 10X, 1HO,8X ) U4HSeMmH,6X, ens-vu-r,ax.aus-uu-s-o.
35X, auvu-E,bxabHMH-E-ﬂ 8X,3KRE=D/)
0N 310 J = 1, NMONTH
VRITF (7,3010) MON(J), (MRRTECI,J)y I = 1, NROUTE)
3010 FORMAT( 1N , 1X, A4, {10F11,4/)
310 COMTINUE

A A A A N a ~”
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RETURN
140 WRITE (7,2020) N

RETURN

2000 FURMAT(1H , 15X, "NUMRER OF VESSELS REQUIRED (RY VESSEL CLASS)",
//71H S 3N, "VFSSEL CLASS™//1IH ,"MONTH" ,SX,A1,11(8X,A2)7)

2010 FORMATEIM , 1X, A4y 12F10,4/7)

2020 FCGRMAT(1HY,*"THE VALUF FOR THE vOMTH IS, IS," BUT SWOULD NOT EXCEED
$ 12°,///) i
)
SUIRNLTIME CVC(M,CTS, ICUUN) -

THIS SUBPROGRAM TQTALS AND WRITES THE COST OF TOTAL SHIPMENTS 8Y
VFSSFL CLASS BY MONTH

DIMENSIOM CTS (12,12), TOTAL(11)
COMMON /NCOM/  NPG,OPT,NCAC2,5),NCR(2,5),1TJ(10)
COMMON /MCOM/ MON (13), ITI (10)
COMMDN /CANMCLS/Z NMCLAS (11)
COMMON /CMMCLS/ MMCLAS(11)
ComMON /T0OT/7 TOT(12,12)
NATA DSH/bHeweaane/
DATA NMONTH, NOVSCL /7 12, 11/
TFC N =« 13) 100,120,160
100 DO 102 IS=1,NQVSCL
102 TOT(N,18)=0,
rO 110 I=1,NOVSCL
TOT(M, 1) = TOTI(N,1) ¢ CTS(N, 1)
110 CTS(M, 1) = 0,0
RETURN
120 IFL = &
130 IF (ICOUN LEQ, 1) GO TD 132 ‘
WRITE (7,2000) NMCLAS
GO TN 134
132 WPITE (7,2000) MMCLAS
134 DO jJue0 I=1,MOVSCL
140 TOTAL(T) = 0,0
PG 1S5S0 J=1,NMONTH
TF (TFL E®, 4) GO TD 14S
DO 142 IK=1,NOVSCL
142 CYS(J,IK)I=TNT(J, 1K)
145 wRITF (7,2010) MONCJ),(TQT(J,13),13=1,NOVSCL)
PO 150 I=1,NOVSCL
TOTAL(T) = TOTALCI) + TOT(J,I)
150 CONTTNUE
¥RITE (7,2020) (DPSH,1=1,21),TOTAL
RETURY
160 IF(™ = 14) 180,170,180
170 IFL =3 S
GO TC 130
1RA0 WRITE (7,2030) N
RETURN
2000 FORMAT(1HO,S3X,"VESSFL CLASS"//,1K ,"MONTH"™,aX,A2,11(9X,A2)/)
2010 FORMAT (1M, 1X,0a,11F11,6)
oN20 FOPMAT(IHU,1%,21860/s14 »*TOTAL",11F11,6)
2030 FOPHAT(1H],"THE VALUE FOP THE MONTH IS",T15," BUT SHOULD NQT EXCEED
Y 12%,/7/7) '
Fen
SHRRNUTINE HED(TYR,HBD)

HEADTNG PRINTONT ROUTINE
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COMEDY. /NCOM/  NPG,DPT,NCA(2,5),NCR(2,5),1TJ(10)

covmnn /¥COM/7 MON (13), ITI (10)
NPG=NPG+ ¢

WRITE (7,1000) NPG,ITI,IYR

*RITF (7,1010) ITJ,HRD

RETURYL

1000 FORVAT (4THIWATER LEVELS OF THE GREAY LAKES==INTERNATIONAL,

/ 31K JOINT COMMISSTON SPECTAL STUDY, /.,
/ 34h EFFECT OF LAKE LEVEL REGULATINNa=,

/ 29%RY SUBCOMMITTEE ON NAVIGATION, 37X, SHPAGE ,
/ 10X, SOHCDOST ANALYSIS OF TRANSPORTATION OM YHE GREAT LAKES,

/ 10X, 1GA8,I8)

1010 FORMAT(IH ,10AR,/,1H ,16X,"HARROR DEPTH =",FS,1," FEET"/)

END

SIRROUTINE PTA(AAA,NEW,NPL) *

1S, 77,

PRINTCUT ROUTINE FOR UNITED STATES AND CANADIAN TRAFFIC

DIMEMSION AAA(15,5)

COMMON /NCOM/  NPGSCPT,NCAC2,5),NCR(2,5),1T7TJ(10)

COMMNN yMCcnM/ MOM (13), ITT (10)
COMVAN JCOUNTRY / COUNTRY(2)
NeNE I

TEST IF US OR CAMADIAN RUM
IF(NPL) 100,100,200
PRINTOUT FNR U,S, TRAFFIC

100 WRITE (7,1000) COUNTRY(1),NCA
PO 110 J= 1,8

110 WRITF (7,1010) MONIN), (MCACI,J),121,2),
/ (AAACT, YY), Iz 1,5)
WRITE (7,1020) COUNTRY(1),NCB
no 120 J= §, S

120 WRTITE (7,1010) MONIN)Y, (NCACI,J),121,2),
/ (AAA(Je+S,T), 1= (, 8)
WRITE (7,1030) COUNTRY(1),NCA
RO 130 J= 1,8

130 WRITE (7,1010) MON(M),(NCB(1.,J0),121,2),
/ (AAA(J+10,1), I= 1,S)
RETURN

PRINTUUT FNR CANADIAN TRAFFIC

200 WRITE (7,1040) COUNTRY(2),NCB
Do 210 Jz l' S
210 WRITE (7,1010) MON(N),(NCB(I,J),181,2),
/ (ARA(T,J), I= 6,10)
WRITE (7,1050) COUNTRY(2),NC8B
DO 220 J= {, S
220 WRITE (7,1010) MON(N),(NCACI,J),1=%1,2),
/ (AAA(J, 1), Ix {, 8)
WRITE (7,1060) COUNTRY(2),NCA
No 230 Js 1, § )
230 WRITE (7,1010) MONCN),(NCBC(I,J),1=1,2),
/ (AAACT,J), I= 11,15)

0-132
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RETURN

1000 FORMAT (//,3%,A3,1X,19HDOMESTIC SHIPMENTS,28X,11NDESTINATION, /,
/ 20X, S(2Xx, 2A6), /, 2X, 2WMO, TX, 6MORIGIN, /)

1010 FORMAT (11X, AS, 33X, 2A6, 3%, F10.6, 4CaX, F10.6))

1020 FORUATY (//7,3%X,03,1X, 19HEXPORT SHIPMENTS e2BX, 1 IHDESTINATION, Z,
/ Jrty, S(2%x, 2A48), 7/, 2%, 2¥MQ, 7X, 6HORIGIN, /)

1030 FuRwAY (//7,3X,A3,1X,10HIMPORY RECEIPTYS ,2B8X,11MNESTIHATION,/,
/ 20X, S(2kx, 246), /, 22X, 2HMO, TX, 6HORIGIN, /)

1040 FORMAY (//,3%X,A3,1X,19HDOMESTIC SHIP“FNTS,28X,11HDESTINATION,/,

1050 FOR™AT (//,3%,A3,1X,19HIMPORY RECELIPTS ,28X,11HDESTINATION,/,
/ 20X, S(2X, 246), /, 2X, 2WM0O, TX, 6HORIGIN, /)

1060 FOCRMAT (//,3%X,A3,1X,19HEXPORY SHIPMENTS ,28X,11HDESTINATION,/,
/7 20X, S(2X, 2A6), /, 2%, 2HMO, 7X, 6HORIGLN' /)
FND
SUMRNLTIME  SPY(VAR, ICROP, TTIME, TSHALD

SUMMARY PRINTOUT ROUTINE

DIMENSTON VAR (10,12), TCL (1C¢), SUM (12)
cowe g /NCOM/  NPG,DPT,NCA(2,S),NCR(2,5),1ITJ(10)
coMmn /MSAVEY/ SAVE(30,8)
cCOMMON /MCM/ MON (13), ITYI (10)
CATA DSH/6Hwmeanse/
NDATA NMONMTH, MNRQUTE / 12, 10/
wRITE (7,1000)
N 100 I= 1, NRQUTE
100 TCL(YI) = 0,0
T01=0,0
re 130 Jz 1, NMONTH !
SumM(J) = 0,0
N 120 Is 1, NRQUTE
TCL(T) = TCL(I) + VAR(I,J)
120 SuUM(J) = SnUM(J) + VAR(I,J)
TOY = 0T + SuUM(J)
130 CONTINUE
PO t10 J = 1, NMONTH
110 WRITE (7,1010) MON(J), (VAR (1,J), I=1,NROUTE),SUMCY)
JCR=ICRQP
IF (ISHAL L,EQ, 1) ICRsSICROP+4
SAVE (ITIME,ICR)=T0T
WRYTF (7,1020) (OSH e I 21, 22), TCL,TOY
RE TURE
1000 FORMAT(/1X,SHMONTH,SX,1HS,9%X,2HMH, 10X, 1HE, 10X, 1HO,BX,4HS=MN, 6
/%, 6HS=MH=F , ax, BHS.”H“E-Op 5%, ‘“‘MH'E' 6‘, 6HMH.E-nI ax, S"E'OI
/ TX,"TIDPTAL"/)
1010 FOPMAT ( tX, A4, 22Xy F9.6, 9(2Xy F9,6)s2XsF11,6)
1020 FORMAT (1KN,22A4,/1H ,SHTOTAL,F10,6,9F11,6,)F13,.6)
Fun
SURRALTY LM e NERPTH(IsJoWATER,D,HDP .
A3SSIGN RNUTE NUMBER ACCORDING TO URIGIN AnD DESTINATION
TNTEGER N
cov~n: /bt *,¥,L
Comtanr. /CTMP/ ARRAY(12,77,10)
COMMON /CSLR/ SLR(12,11)
CUOMMON /CVLCZ VLC(11)
NIMFENSION TRNUTE(S,S)
DATA IROUTF /1,5:5¢60705020208099%029208,996,8,8,3,10,7,9,9,10,47
1J=]
50 IF (1J ,LT, &) 60 YD 100
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1Je2lJ=S
60 YK 80
100 Y LYEC(CTIY, ) '
WATEFSARRLY (M ,™,N) ¢ KDP
IF («ATERaSLR(M,L)) 120,120,110
110 WATER=SLR(M,L) -
120 JF (“ATER-VLC(L)) 140,140,130
130 WATER=VLC(L) :
140 RETULRN
FiD -
SURROLTINE VLD(IYI"E:JERPOR 1T
READ wATER LEVEL DATA
CoOMMON /CTMP/Z ARRAY(12,77,10)
PIMENSTON TEMP(10),1T7J(10)
ICAT=O
IT=ITINME+LD
PEAD(IT,1001) ITJ
1001 FORMAT (10AR)
Qe FELY (TY,100n) IMLELIYR,(TENP(I),Ix1,10) :
TF (FCF(IT)) 999,901 .
1000 FNRMAT (7X,1242X%e12,17%,10FS5,2)
901 JF (IrOr LLE, 0) GO TD 900
TF (IvPe ,EQ, 99) GO TOH 999
IF (IvO ,GT, 12) GO TO 90N
IF (IYR ,GT, 76) GO TO 90¢
no Enn I=1,40
BOC AWRAY(TVMP:,IYR+1,1I)=TEMP(I)
ICMT=TCMT 4t
GO 10 9on
999 IF (ITIME NF, 1) GO TN 997
"RITE (3,998) ICHT,1ITJ
9QR FORMAT (/7X,20HRECORDS READ IM WLD ,I5,4X,10A8)
JSAVE=TICNT .
RETURN
997 YRTITE (3,996) ICNT,ITJ
996 FORMAT ( /7X,20HRECORDS READ IN WLD ,Iq,ax 10A8)
1F (1SAVE ,EG, ICrT) RETURN
PRITE (3,990) TSAVE
990 FQORMAT (AX,"THIS DOES NOT ECUAL THE *,14,
1 " RECORDPS READ FOR THE PASE CASE"/8YX,
2 "ALALYSIS SKIPPED «PLFASE CNRRECY THIS PROBLEM®/)
99% JERRDNK=1
YRITE (3,1002)
VRITE (3,1000) IMON,IYR,(TEMP(I1),1=21, 10)
1002 FORMRAT (2X,s"nax DATA ERROR wxa%) )
RETLOA
()
SURENLTINE FINDIT (I0,10,1,J0)
DIMVENSICM LAKE(S) ‘
COMVERT ALPHA CHARACTERS INPUT FOR LAkF ORIGIN AND DESTINATTION
TO NUMERIC SURSCRIPTS TO BE USED WITHIN PROGRAM
DATA LAKE / 1HS, tH™M, 1HH,. {HE, 1HO /
120
Js0
D 10 K=1,8
1F (10 ,EQ, LAKE(K)) GO TO 20
10 COMTINUE
4S WRITF (6,50) 10,1D
50 FURNMAT (/iX,"IMPUT DATA ERRUR-DRIGIN OR DESTINATION 1S lNCORRECT'
1 2A%/)
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20

3n

qh
6

Theo

G TN 60

I=K

Nl 30 k=) ,x

TF (TR L F, LAKEC(HK

rl.'”"T".lf E )) Gn Tn 00
cir 108

J=K

CETUR?

()
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00080
00090
oo10¢0
00110
001en
00130
0oo0tac
001860
00160
0ot7n
00180
00190
00200
00210
00220
00230
00oun
002580
00260
0ce70
00280
00290
00300
00310
00320
003230
00340
003Sn
00360
00370
00380
00350
0Qua0n
00410
oo4z20
0p43n
00440
604as0
00den
0navo0
0nURD
0oa9o0
00500
00510
00520
00530
00&aun
00550
00560
00570
00580
00590
00600
00610
00620
00630
00640
006S0
006606
00670

T ey T e~ RS-
PRESENT WORTH PROGRAM
RASE ©
pIv P(SNM)
FAK L=0 TN 500
LFT P(L)=0
NEXT L
PRIMNTY USING "NUMBER OF YEARS"™;
IMPU'T M
PRIMNY "i.UMRER OF YEARS"™;
PRIMY
REWV

PRINT ™ENTER A § FOR COMSYAKWNT ABSCLUTE CHANGE OR "3
PRINT "EATFR A 2 FOR A CINSTANT®
PRINY "RATF OF CHANGE IN DETERMINING INTERPOLATED YEARS™)

INPUY It

IF T13>»3 THEMN 1te0

JF YT1<1 THEM 160
PRTILT
PRINT “EMTFR THE PROJECT YEAR ALONG WITh THE VALUE "
PRINT "ASSNCTATED WITH THAT YEAR"
PRINT "In ASCENDING PRMOJECY YEAR ORDER, IF VALVWES ARE NOT *
PRINT "IN ASCENDING ORDER®
PRHINT "ERKNR v ILL OCCUR InM THE ANALYSIS,.,"
(Y

LFT tR=n

LET PuU=g¢

LET PS=0

INPUT 19,P6

IF 190 THEAN I90

LET PusPg

LET Fe=Po

GRTe 4

LET Kk9=z19«NA

LET P(19)=P6

IF I1=2 THEN S30

IF T1=3 THEN 490

LET Z2=(P6=PS) /K9

LET Mz=KkQey

FOR 21=1 TG M

LET 22=rReZ1

LEY P(2?)=PS4+471%»?

MEXT 73

IF 19>= &)1 THEN 660

LFT KR=TG

LEY PazP§

GNTIC 3ur

IF PS=¢c THEN 550

GO TC S&0

LEY PS=,.001

IF Pe=y THEN K80

GNTO S9n

LET Péesz, 001

LEY R2SEXP(1/K9*xLOG(P6/PS) )=

LFT M=pr9=1{

FOR Z21=y TQ v

LET 22=zr8+21

LET P(Z22)=P5x(14R2)*21

NEXT 71

CrT0 490
PR'MT "EMTFR YEAR R COST"

INPUT 19,P6

e et



006RC IF T9>Nt THEMN 710
00690 LET P(I9)2P(19)=Pb
o 00700 GNATD 670
00710 LETY [2=n
00720 LET tus=o
{ - 00730 GOASUF BT
00740 GNP 92
007 LEV 't naMusy
g . 00760 TF ABS(S?2) < ,001 THEN 790
i 00770 LET 12=J2e_.5%x82/D2
' 00760 GOTN 730
! < 00790 PRINT
I 00800 PRINT
|
H

00810 PRINT "ITERATIONS "3
w 00815 PRINT USING "#¥aMe", nNu;
, 00820 PRIMT " 1/R/P IS ")
i 00825 PRINT USTMG "gHg u4fgir", 12
: ) 00830 PRINT "ANOTHER RUN (Y OR N)"3
' 00R40 INPUT VYS$
: 00850 IF Y$ = "Y" THEN 100
- 00840 GOTO 970
00870 LFY so=0
00BR0D FOR {=20 TO My _
W, 00B90 LET 82=8S2+P(L)/(1.+412)~L
00900 MEXT 1
00910 RETURN
o N0920 LET D2=0
00930 FOR L=1 TO Ni§
009u0 LET D2eN2=LaP(L)/7 (1, ,+12)2CL+1)
< 00950 AEXT L
00960 RETURM
00970 END
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SAMPLE INPUT

7308
/NNSEQ
KwAM,TOOD,CN277000,P02,
USER,ACCT, #,PASSHORP, LARSEN/3=1157/NCD=ADP
GEt,~0NeLGN,
GET,TAPEI1=JUK3RAS?,
GET,TAPE12=J¥36L2,
GET,TAPE13=J¥315S2,
GET, TAPE14=Jr325N2,
MAP,NFF,
M0D6LGN,PLZ1000000,
EXIT,U,
COST,LO=F,
REWIND,ONTPLT,
COPY,0OUTPUT.CNOTR0,
REPLACF,CNPT20,
ROUTE,CAOT20,DC=PR,UNSCEF2RI, P02,
REWIMD,TAFEZ,
REWIND, TAPFT,
REPLACF, TAPF3=CLCN203,
REPLACE, TAPET=CLEN20T,
ROUTE, TARPET,NC=PR,Un=CFF2RJI,P=02,
DAYFILE,NYCN2G,
REPLACE,PYCM20,
/EOK
[}
PLMN77ADJ B
TTPLAGLCYS
77PNISSCT3
77PL2SNCTY3
CaMena JPQN NRE 2000 DEEP DRAFT (EX=M=0eM), (EX=E=0=E), (EX=0=20-0)
2000 27, 23.4 9R B7 1
CAPACITY
6063 10892 10752 13455 19604 24098 31548 0 0 0 0
| DRAFT
‘ €@ 19.R2 24,11 20.63 22.12 25,17 26,71 28,22 0 0 0 0
IMMERSTQOM
S04 800 RO 948 1200 1344 1548 0 0 0 0
(  SPEED
14 14 14 4 14 14 14 0 0 0 O
cos-
( 720 850 1050 1410 1510 165C 2040 0 0 0 0
CLASS PISTRIRUTION
000 .58.,1 8,7 82,700 0 0
@ 000 ,54 8,26 B,87 R2,33 0 0
000 ,11 9,2 9,2 B1,49 0 0 0
MONTHLY DISTRIRUTION '
C 000 10,17 13,6 12,79 12,79 §1,2 11,84 30,84 10,7 6,07
ROUND TRIP FACTOR
2 21,6 1,35 1,38 1,34 1,43 0 0 0 0
C  UNLOADING TIME
20 20 20 20 22 22 22 0 0 0 0
LOAD LINE LIMITS
C 18,82 22,54 18,98 20,09 23,23 25,12 26,45 0 0
19,13 22,88 19,79 20,91 23,78 25,89 26,65 0 0
19,52 23,56 20,44 21,68 24,57 26,14 27,53 0 0
- C 19.82 24,11 20,63 22.12 25,17 26,71 28,22 0 O
§ ' TONNAGE, MILEAGE, AND SHALLOW HARBOR PERCENT

A A A A A N O N N 8 A A

00
0

OO0 D
QO DO

ODOMESTIC
C 88 1800, 266, 100,
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Cr e i e — e e

N
S £ 1500, 750, 8.
s 0 2nhpn, 013,
-« 00D 4900, 6T,
HE 100, S36, 100,
FXPIRTS S Fx AND CAMADIAN IMPORY
o S S 13r0, 18y, 100,
S F 4, n%6, 8,
8 0 2100, 952,
- M Qg 300, 725,
IMPORTS US TMPORT AND CANADIAN EXPORT
$ M 2900, 695,
W S8 E 300, 699, 8.
H M 1000, 305,
H ™ 400, 469, 100,
W HE Roo, 430, 1060,
0 M 4u00, 1777,
nE 14500, 1008, 30,8
N\ END
CANADA COAL 2000 DEFP DRAFT (D=ESEX=E) DOM (0-ExE=-SLS) EXP
2000 27, 22°¥ 98 98 1
CAPACITY

5647 9675 9590 12526 17554 20897 28952 0 0 68000, O
CRAFT

18,83 22,16 18,77 20,84 23,23 24,26 26,67 0 0 28, 0
IMMERSTON

SO4 B04 RO4 94R 1200 1344 1548 0 0 2930, o

SPEED

14 14 14 14 140 14 14 0 0 14,9 O

cosy

720 850 1050 1419 1510 165¢ 2040 29 0 3110 O

CLASS DISTRIAUTION

3,06 0 0 ,11 3,06 ,83 83,86 0 0 9,08 0

3,06 0 0 ,11 3,06 ,83 83,86 0 0 9,08 0

3,06 ¢ 0 .11 3,06 .83 R3,86 0 0 9,08 O

MAONTHLY DISTRIRITINN

000 13,21 13,56 13,99 10,97 9,07 9,77 10,99 10,489 7,91
ROUMD TRTP FACTOR

2222222¢952 o

UNLOADTNG TIMF

20 20 20 20 22 22 22 0 0 28 0

LOAD LINE LIMITS

18,83 22,16 18,77 20,09 23.23 24,26 26,45 0 0 28, 0
18,83 22,16 18,77 20,88 23,23 24,26 26,65 0 0 28, 0
18,83 22,16 18,77 20,84 23,23 24,26 26,67 0 0 28, 0
10,83 22,16 18,77 20,80 23,23 24,26 26,67 0 0 28, 0
TONNAGE, MILFAGE, AND SHALLOW HARBOR PERCENT

DOMESTIC

S H 00, 507, 100,

3 E 5100, p7, 50,

S 0 300, 911, 50,

0 E 200, 1167,

FXPORTS US EX AND CANADIAN IMPORT

F S 4400, B0G, 99,

E N 6%00, 239, 25,

E E 7000, R4,

E 0 1n60n, 218, 3.5

0E 200, 568,

ENOD

gg%an&.uxuza:nn; NEEP (HeSLSaHe0) (SL8=N=0=N) OCT, 1980
000 27, 22.5 97 100 1
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n

~

CAPACTITY

6063 12376 10304 14104 25019 25835 33897 0 0 0 O
DRAFTY

17,34 22,5R 20,063 21,65 23,54 24,88 28,23 0 0 0 O
IMMERSIN®

S04 Ryps ROu 948 1200 31344 31S¢4B 0 0 0 O

SPFED

14 14 14 14 1& 14 14 0 0 0 ©

cosy

720 AShH 1050 1410 1S10 16S0 2040 0 0 0 O

CLASS NISTRIRUTINK

0D OO0 3.2 16,1 4,6 76,1 0 0 0 O

6N O 3.3 15,58 4,78 T6.32 0 0 0 0

0 0 0 2,2 te,! 4,6 76,1 0 0 0 0

MONTHLY DISTRIRUTION

000 11,26 13,29 12,72 11,74 10,85 10,85 131,440 11,49 6,36
ROUND TRIP FACTNR

22 e 22220000

UNLDANDTING TINVE

o en 2b 2v 20 22 22 22 0 0 0 O

LOAD LTINE LIMITS

16,9R P21 ,0R 18,98 19,52 21,67 23,2R 26,56 0 0 0 0
16,9R 21,57 16,79 20,45 22,26 23,36 26,73 0 0 0 O
17,30 22, Pu,04 21,19 22,99 24,28 27,53 0 0 0 0
17,34 22,58 20,62 21,65 23,54 24.,RR 28,2%'n 0 0 0
TOMNAGE, WMTLFAGE, AND SHALLOW HARBOR PERCENT
NPOMERTTIC

n o 3800, 367,

FXPORTS US EX AND CANADIAN IMPORY

H S 11300, 113, ten,

H H 190N, 179, &4,

H E 600, 258, 90,

H 0 300, 870,

M OH 209, 3R9,

IMPORTYS US IMP AND CANADIAN EXPORT

E E 1700, 145, 90,

EnD

CANADA GOATL 2000 DEEP DRAFT 0CY, 1980
2000 27, 23,2 93, 98, 1

CAPACITY

4995 8”680 12180 12468 17164 21478 28997 0 0 0 O
DRAFT .

17,28 20,57 19,62 20,75 22.86 24,71 26,7 0 0 0 O
ITMMERSTOV

S04 Ro4 RQ4 Q4R 1200 1344 1548 0 0 0 O

SPEED

14 14 114 10 14 14 14 0 0 0 O

COSsT

720 850 {0S0 1430 1510 1650 2040 0 0 0 O

CLASS DISTRIBUTION

eSS o1 0 0 7,4 8,381,700 00

2,6 .11 0 0 6,74 8,21 82,26 0 0 0 O

14,7 0 0 0 8,47 0 76,83 0 0 0 0

VONTHLY DISTRIRUTINN

000 9,75 11,R8 12,14 12,16 9,42 9,86 13,17 12,03 9,59
ROUND THIP FACTNR

2 2 1,6 1,37 1,3 1,32 1,37 0 0 0 o

UNLOADTNG TIME

20 20 20 20 22 22 22 0 0 0 O

LOAD LINE LIMITS

P ke a




17,28
17,28
17.2%

P0ST 19.25 20,75 22,86 24,71 26,7
20,57 19,62 20,75 22,86 24,71 26.7

D900

17.2R 20,57 19,602 20,75 22,86 24,71 26,7
TOHSAGFE ,“TIEAGE, A" 34ALLOw HARROR PERCFAT
POMESTIC CAMADY 24

S 0 4160, 1204, 9

N8 angn, 1672, Co

H O 2060, 650, teo,

0 M 00, 1278, 100,

F N 1an, 421, S3.

N E 100, 800, S.7

no 200, 525, 0.

FXPORTS

s n 300, 1320, 9

0S8 oe, 1A35,

H N 10€, 797, 100,

0O H 200, 1363, 100,

v D 100, 1219, 0,

oM 1200, 1740, 11,2

F o 3oo, S54n, 53,

0 F 2000, . 1097, Se7

EnD
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D290
2092
2000

S«1)zS=SLS
Ne8=8=FX
HeNzH=SL S
NeHzH=FX
E=N=2E=8LS
NeEaE=EX
N=aNz=SL S=EX

SAME SIIBSTITUTIONS
AS AROVE

MeDsM=SL S
OeMuMaF X







